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1. Overall Description:

In CN1 19bis meeting, there were contributions to show two different ways of the integration of RSVP and SIP signalling to complete a QoS-Assured Precondition session establishment.  

The major difference shown in the flows between the two approaches is when the originating UE sends the COMET to the terminating UE. Also note, in both approaches, it is assumed that GGSN is not RSVP aware.

In mobile originating procedure, the originating UE sends the COMET message to the terminating UE with the indication that the all QoS preconditions or part of the preconditions have been satisfied. In N1-011357, the COMETmessage is sent after local PDP Context has been activated successfully and RSVP procedures for both directions have been completed, in other words, the COMET is sent to confirm that all the preconditions have been achieved. In N1-011381, the COMET is sent immediately after the local PDP Context has been activated successfully and the originating UE finishes its own RSVP signalling successfully, in other words, to confirm that half of the preconditions have been achieved.

In mobile terminating procedure, corresponding to the case that COMET is sent after a the bi-directional QoS reservation has finished, the terminating UE will continue the SIP session establishment procedure by sending the 180 Ringing when it receives the COMET message from originating UE, as is also shown in N1-011357.

In the case that COMET message is sent after the unidirectional QoS reservation procedure has completed (originating UE ( terminating UE), upon the terminating UE completing its own RSVP setup (terminating UE ( originating UE), it combines the information received from the COMET sent by originating UE and gets the conclusion that all the preconditions are met, then it will continue the SIP session establishment by sending 180 Ringing to the originating UE, this terminating procedure is shown in N1-011383.

2. Actions:

To SA2 group

ACTION: During the discussion, no technical issues were raised concerning the applicability or compatibility of both solutions towards the usage of RSVP with the “many-folks” draft.  There was discussion on whether RSVP from the terminal was something which was required for consideration within 3GPP Rel-5. Before deciding whether to accept those contributions or not, CN1 would kindly ask SA2 to respond to the following issues: 

· Whether RSVP is still a valid option to be considered in 3GPP Rel 5?

· CN1 is interested to understand what SA2 was intending in regards to the QoS preconditions.

· Advise CN1 on SA2’s understanding of the applicability of the “many-folks” signalling regarding uni-directional and bi-directional QoS reservation indication.

The dates for the next CN1 meetings are:

· CN1#20
15th – 19th October 2001

Brighton, U.K.

· CN1#20bis
13th.--15th. Nov 2001

Seattle, USA

CN1 thanks S2 for any feedback that may be provided.






