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Annex L (normative):
Establishment cause (Iu mode only)

This annex is normative.

L.1
Mapping of NAS procedure to RRC establishment cause(Iu mode only)

When MM requests the establishment of a RR connection, the RRC establishment cause used by the MS shall be selected according to the CS NAS procedure as specified in Table L.1.1.
Table L.1.1/3GPP TS 24.008: Mapping of CS NAS procedure to establishment cause 

CS NAS procedure
RRC Establishment cause( according 3GPP TS 25.331 )

Originating CS speech call
Originating Conversational Call

Originating CS data call
Originating Conversational Call

CS Emergency call
Emergency call

Call re-establishment
Call re-establishment

Location update
Registration

IMSI Detach
Detach

MO SMS via CS domain
Originating Low Priority Signalling

Supplementary Services
Originating High Priority Signalling

Answer to circuit switched paging
Set equal to the value of the paging cause used in the reception of paging in the RRC layer

Location services
Originating High Priority Signalling

When GMM requests the establishment of a PS signalling connection, the RRC establishment cause used by the MS shall be selected according to the PS NAS procedure as specified in Table L.1.2.

Table L.1.2/3GPP TS 24.008: Mapping of PS NAS procedure to establishment cause

PS NAS procedure
RRC Establishment cause( according 3GPP TS 25.331 )

GPRS Attach
Registration

Routing area Update
Registration

GPRS Detach
Detach

Request to re-establish RABs
FFS

Session Management procedures
FFS

MO SMS via PS domain
Originating Low Priority Signalling

Answer to packet paging
Set equal to the value of the paging cause used in the reception of paging in the RRC layer

Location Services
Originating High Priority Signalling

NOTE: The RRC establishment cause may be used by the network to prioritise the connection establishment request from the MS at high load situations in the network.
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