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	Reason for change:
(

	Due to misalignment between TS 04.08 and TS 09.18 the following essential problem can arise in GPRS networks operating in NMO I:

· The MS initiates a Combined attach for GPRS and non-GPRS services. 

· In response, the SGSN initiates the Location Update for non-GPRS services procedure on the Gs interface and, therefore, it sends a BSSAP+-LOCATION-UPDATE-REQUEST message to the VLR.

· The VLR does not respond in due time and timer T6-1 expires.

· According to 09.18, clause 6.2.4, “the SGSN shall abort the Location Update for non-GPRS service procedure and indicate this to the MS with the Reject cause value ‘Service option temporarily out of order’.”
· However, according to 04.08, clause 4.7.3.2.3.2, the MS does not expect this Reject cause and, therefore, “the combined attach procedure shall be considered as failed for GPRS and non-GPRS services.”
Similar scenarios can arise in other combined procedures.

	
	

	Summary of change:
(

	The CR provides an essential correction: It specifies that, the Reject cause used when T6-1 expires will be ‘MSC temporarily not reachable’. This is already specified in 29.018.

	
	

	Consequences if 
(

not approved:
	Misalignmet between 04.08 and 09.18. If the SGSN complies with the current 09.18, then: 

· When a combined procedure fails for non-GPRS services but succeeds for GPRS services, the mobile will consider the procedure as failed for both GPRS and non-GPRS services. 
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	 Other core specifications
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	Other comments:
(

	Identical revisions have already been made to 29.018 (see N1-000911).


6.2.4
Abnormal cases

If timer T6-1 expires, the SGSN shall abort the Location Update for non-GPRS service procedure and indicate this to the MS with the Reject cause value ‘MSC temporarily not reachable’. The state of the association to the VLR shall be Gs-NULL.

If the SGSN receives a BSSAP+LOCATION-UPDATE-ACCEPT message and timer T6-1 is not running then:

-
If timer T8 is running (see section 8), the message shall be ignored;

-
If timer T9 is running (see section 9), the message shall be ignored; or

-
If timers T8 and T9 are not running:


-
If the state of the association to the VLR is GS-ASSOCIATED, the message shall be ignored; or

-
If the state of the association to the VLR is different than GS-ASSOCIATED, the message shall be treated as a message incompatible with the protocol state of the SGSN (see section 16.3).
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