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Introduction

The purpose of this contribution is to add text in Appendix B of 24.229 to clarify the processing of Via headers at the P-CSCF at the reception of a terminating INVITE.  

Proposal

The following marked changes are recommended in Annex B of 24.229 v 0.5.0

9.2.4.3
Mobile-terminating case

When the P-CSCF receive an initial INVITE request destined for the UE, it will contain the SIP URL of the P-CSCF in the Request-URI, and a single pre-loaded Route header. The received initial INVITE will also have a list of Record-Route headers. Prior to forwarding the initial INVITE, the P-CSCF:

· removes the list of Record-Route headers, and converts it into a list of Route headers. The Contact header received in the initial INVITE request is left intact and it is not appended to the bottom of the list of Route headers. This list of Route headers will be appended to all subsequent requests for this call that originate at the UE.

· adds its Record-Route header on the top of the removed list of Record-Route headers, save the list. This list will be appended to the response to the initial INVITE request that is generated by the UE and returned via the P-CSCF.

· stores the list of received Via headers. This list of Via headers will be appended to all subsequent responses for this transaction that originate at the UE.

When the P-CSCF receives the response from the UE to the initial INVITE request, it:

· appends the saved list of Record-Route headers to the response to the initial INVITE request returned by the UE, and forwards the response.

· Appends the saved list of Via headers to the response to the initial INVITE request returned by the UE, and forwards the response.










