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1. Introduction

It is proposed to insert the following text to chapter 9.4.3.1 and 9.4.2.1 of 24.229 about S-CSCF behavior when subscribing for the network initiated deregistration event and sending notifications about the occurrence of the event.
2. Proposal

9.4.2.1 Subscriptions to S-CSCF events

9.4.2.1.1 Subscription to the event providing registration state

When an incoming SUBSCRIBE request addressed to S-CSCF arrives containing the Event header with the event providing registration state, the following steps shall be applied:

Editor’s note: The possible values of the event header are: presence, registration-state, a new subpackage of presence.
Editor’s note: Authorization needs to be applied before subscribing for the event providing information about the registration state. This is FFS.

1. The S-CSCF shall either generate a 202 Accepted or a 200 OK response acknowledging the SUBSCRIBE request indicating that the subscription was successful.

a. The Expires header in 202 Accepted/200 OK shall either contain the same or a decreased value as the Expires in SUBSCRIBE request. 
b. The Contact header inserted into the 202 Accepted/200 OK response shall be an identifier generated within the S-CSCF that will help to correlate refreshes for the SUBSCRIBE.

2. The S-CSCF shall generate a NOTIFY request to the subscriber(s) with a payload containing information about the unregistered status of the UE.


a. The Contact header shall be equal to the headers in 202 Accepted/200 OK response sent for the SUBSCRIBE request.

9.4.1.3
Network-initiated deregistration

When the network-initiated deregistration event occurs, the S-CSCF shall generate a NOTIFY request in order to inform all the subscriber(s) about the network initiated deregistration event. The event header shall be set to the name of the event package, which provides information about the registration state of the UE.

Editor’s note: The possible values of the event header are: presence, registration-state, a new subpackage of presence.

