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Reason for change:
(

In CN1#17, Tdoc N1-010818, it was proposed the following:

3GTS 24.008 is modified in Release 5 to indicate that all new codec types defined by SA4 from Release 5 onwards shall be indicated via the Supported Codecs IE and no longer shall new codepoints be added to Octet 3a of Bearer Characteristics.

An MSC that supports the new codec types (from Release 5 onwards) would check Octet 3a in BC IE for GSM codecs up to Rel4 and then Supported Codecs IE for any new codec types supported for GSM (listed with Radio Access Type – GSM) and all codec types for UMTS.

However the related CR was never implemented to 24.008 that currently reads:

10.5.4.32
Supported codec list

…

Speech codec information belonging to a GSM radio access shall not be conveyed by this information element, but by the Bearer Capability information element.

…

In order to allow less processing in the MSCs it is proposed to complement the solution in Tdoc N1-010818 by indicating in Supported Codec List also the GSM codecs up to Rel4 which are part of BC IE.





Summary of change:
(

Modification of chapter 10.5.4.32 as follows:

Speech codec information belonging to a UMTS radio access shall be conveyed by this information element.

Speech codec information belonging to a GSM radio access, both post- and pre-Rel-5, shall be conveyed by this information element. In addition, the  Bearer Capability information element carries pre-Rel 5 GSM speech codec information.





Consequences if 
(

not approved:
24.008 does not cover the case when WB-AMR service is provided via the A-interface. WB-AMR service is not applicable to the GERAN system with A-interface support.
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How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at: http://www.3gpp.org/3G_Specs/CRs.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
10.5.4.32
Supported codec list

The purpose of the Supported Codec List information element is to provide the network with information about the speech codecs supported by the mobile. 

The Supported Codec List information element is coded as shown in figure 10.5.118c/3GPP TS 24.008.

The Supported Codec List information element is a type 4 information element with a minimum length of 5 octets and a maximum length of m+3 octets.

Speech codec information belonging to a UMTS radio access shall be conveyed by this information element.
Speech codec information belonging to a GSM radio access, both post- and pre-Rel-5,  shall  be conveyed by this information element. In addition,  the Bearer Capability information element carries pre-Rel 5 GSM speech codec information.
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