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Discussion

In last CN1 meeting, the CR for Cx interface in registration flows was agreed; this contribution provides some updates to mobile initiated de-registration.

Proposal

Adopt these updated flows to 24.228:
Table 6.2-6a Cx: User registration status query procedure (I-CSCF to HSS)

	Message source & destination
	Cx Information element name
	Information Source in REGISTER
	Description

	I-CSCF to HSS


	Private User Identify
	From:
	Unique identity in IMS which is used by network to authenticate this user

	
	Public User Identify
	To:
	Identity which is used to  communicate with other users

	
	Visited domain name
	TBD
	This information indicates the domain name of the visited network


Table 6.2-8a Cx: S-CSCF registration notification procedure (S-CSCF to HSS)
	Message source & destination
	Cx Information element name
	Information Source in REGISTER
	Description

	S-CSCF to HSS
	Public User Identify
	To:
	Identity which is used to  communicate with other users

	
	Private User Identity
	From:
	Unique identity in IMS which is used by network to authenticate this user

	
	S-CSCF name
	Request-URI:
	This information indicates the serving CSCF’s name of that user


Table 6.3-4a Cx: User registration status query procedure (HSS to S-CSCF)
	Message source & destination
	Cx Information element name
	Mapping to SIP header in REGISTER
	Description

	HSS to S-CSCF
	S-CSCF name
	Request-URI:
	This information indicates the serving CSCF’s name of that user


16.4
Registration signalling: mobile initiated deregistration
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4. Cx: User registration status query procedure
The I-CSCF requests information related to the Subscriber registration status by sending the user’s private identity, public identity and visited domain name to the HSS. Because the user has registered, the HSS returns the I-CSCF with the S-CSCF address for the subscriber
For detailed message flows see [29.228].

For the parameters in the SIP REGISTER message (flow 3) which need to be sent to HSS, see table 6.2-6a.

Table 6.3-4a provides the parameters in the SIP REGISTER (flow 5) message which are obtained from the information sent back from the HSS.

6.  
Cx: S-CSCF registration notification procedure

The S-CSCF shall notify the HSS to clear its location information for that subscriber. The HSS deletes the S-CSCF name for that subscriber. The HSS sends a response to the S-CSCF to acknowledge the clearing of location information.

For detailed message flows see [29.228].

For the parameters in the SIP REGISTER message (flow 5) which need to be sent to HSS, see table 6.2-8a
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