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Introduction

This contribution identifies a number of miscellaneous requirements for inclusion in TS 24.229 relating to the usage of SIP within the UE. These proposals relate to clause 9.1.

The following changes have been made:

1. Procedure for populating the various fields within the REGISTER request. This has been copied throughout the registration, reregistration and deregistration clauses.

2. Text added that the UE has to register public user identities.

Proposal

The revisions below reflect the proposals for additional requirements to be included in TS 24.229 clause 9.1.1. These changes should be included in Annex A of the document while they obtain stability.

9.1
Procedures at the UE

9.1.1.4
Mobileinitiated deregistration

The UE can deregister a public user identity at any time that a valid signalling PDP context exists.

On sending a REGISTER request, the UE shall populate the header fields as follows:

a) the From header shall contain the private user identity of the subscriber. This shall be extracted from the USIM;

b) the To header shall contain the public user identity of the subscriber. This can be extracted either from the USIM, or may be input by the end user;

c) the Contact header shall contain the IP address of the user, constructed as a SIP URL; and,
d) the Expires header shall contain a value of zero.

Editor's note: May need to expand this to cover additional use of expires parameter in the Contact header.

On receiving the 200 OK response to the REGISTER request, the UE shall remove all registration details relating to this public user identity.

9.1.1.5
Network-initiated deregistration

Editor’s Note: should describe the UE's behaviour when being notified by the network about its deregistration.

