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Introduction

This contribution identifies a number of miscellaneous requirements for inclusion in TS 24.229 relating to the usage of SIP within the S-CSCF. These proposals relate to clause 9.4.

The following changes have been made:

1. In existing 9.4.1.1 the text under "Behaviour for mobile terminated requests", the text is deleted in an associated contribution. The associated editor's note has been inserted here.

2. Text included for user initiated deregistration, based on the proposed amended text for registration.

9.4
Procedures at the S-CSCF

<skipped text>

9.4.1.2
User-initiated deregistration

When the S-CSCF receives a REGISTER request, it shall verify verifie that the “path” option tag is contained in the Proxy-Require header. If the “path” option tag is present, the S-CSCF shall store the information contained in the Path header so that it can be used for mobile terminated requests. 

Editor's note: The path header is not currently needed to perform deregistration. It is included for commonality with the registration procedure, but it is for further discussion on whether it should be removed.
Editor’s Note: If the S-CSCF receives a Path header without the “path” option tag in the Proxy-Requre header, we have an error condition in the I-CSCF. The I-CSCF behavior for this scenario is FFS.

When S-CSCF receives a REGISTER request with the Expires header field containing the value zero, it shall 

-
de-register the subscriber and remove all related stored information;
The S-CSCF shall: 

· insert its own FQDN or IP address in the form of SIP URL at the top in front of the list found in into the Path header saved from the REGISTER request; 

· remove all information relating to that user registration; 

· add its Path header on the top of the received list of Path headers, and returns this list in the 200 OK response.

9.4.1.3
Network-initiated deregistration

When the network-initiated deregistration event occurs, the S-CSCF shall generate a NOTIFY request in order to inform all the subscriber(s) about the network-initiated deregistration event. The event header shall be set to the name of the event package, which provides information about the registration state of the UE.

Editor’s note: The possible values of the event header are: presence, registration-state, a new subpackage of presence.

