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Reason for change:
(

The conditions, when the SGSN has to start a Location Update for non-GPRS service procedure, are not specified correctly. Especially, one case (combined RA/LA update, when the state of the association is Gs-Null) is missing completely: 

According to TS 24.008, subclause 4.7.5.2.1:

“A GPRS MS in MS operation modes A or B that is in an ongoing circuit-switched transaction, shall initiate the combined routing area updating procedure after the circuit-switched transaction has been released, if the MS has changed the RA during the circuit-switched transaction and if the network operates in network operation mode I.”

If the MS is operating in MS operation mode A, it performed a non-combined routing area update when it changed the routing area while the circuit-switched  transaction was ongoing. Therefore, the Gs association in the SGSN is broken. 

However, according to the current wording in 6.2.1, the SGSN will (re-)establish the association only if the MS performs a combined RA/LA update

· if the update type indicates “combined RA/LA update with IMSI attach”; 

· if the LA has been changed; or 

· if the SGSN serving the MS has changed.

The case of update type “combined RA/LA update”, without change of the LA, is not covered by this list.




Summary of change:
(

The description of the conditions, when the SGSN has to start a Location Update for non-GPRS service procedure, is aligned with TS 24.008. The missing condition is added.




Consequences if 
(

not approved:
Incomplete specification:

If the association is not re-established immediately after termination of the non-GPRS service, because the MS has only changed the RA but not the LA, the MS cannot be paged for CS services if a PCCCH is allocated in the cell.
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6.2
Procedures in the SGSN

The Location Update for non-GPRS services is initiated with a combined routeing area update procedure or a IMSI/GPRS attach procedure. On receipt of a Routeing Area Update message, the SGSN shall handle the GPRS related request as specified in 3GPP TS 24.008. The Location Update for non-GPRS services procedure may be handled by the SGSN in parallel to the Update Location procedure to the HLR. The SGSN shall wait for the outcome of both location update procedures towards the VLR and the HLR before sending the response message to the MS (see 3GPP TS 24.008).

6.2.1
Location Update Initiation

If timer T6-1 is not running, the SGSN shall start the Location Update for non-GPRS service procedure when it receives from the MS:

-
an Attach request indicating combined IMSI and GPRS attach;

-
an Attach request indicating GPRS attach while IMSI attached;

-
a Combined Routeing and Location Area Update request indicating IMSI attach;

-
a Combined Routeing and Location Area Update request indicating that the Location Area has changed;
-
a Combined Routeing and Location Area Update request, if the state of the association is Gs-NULL; or

-
a Combined Routeing and Location Area Update request when the SGSN serving the MS has changed.

The number of the VLR is derived from the RAI where the MS is camping. The SGSN starts Timer T6-1. The BSSAP+-LOCATION-UPDATE-REQUEST message includes the old Location Area Identifier received from the MS. The SGSN shall also include the new Location Area Identifier where the MS is currently camping. The new LAI is derived from the RAI.

The BSSAP+-LOCATION-UPDATE-REQUEST message includes the type of location update performed by the MS in the GPRS location update type IE. If the MS has performed a combined attach request or a combined routing and location area update request with IMSI attach, the SGSN indicates 'IMSI attach', otherwise the SGSN indicates 'Normal location update'.

The BSSAP+-LOCATION-UPDATE-REQUEST message shall include the TMSI status if received from the MS.

If timer T6-1 is running:


If the SGSN receives from the MS:

-
an Attach request indicating combined IMSI and GPRS attach;

-
an Attach request indicating GPRS attach while IMSI attached; or

-
a Combined Routeing and Location Area Update request with or without IMSI attach.


Then: 

-
if the new LAI is the same as in the outstanding request, the SGSN shall not process this new request and shall wait for the VLR's response to the ongoing procedure; or

-
if the new LAI is different but is in the same VLR as the outstanding request:

-
any response from the VLR to the oustanding request is ignored;

-
Timer T6-1 shall be stopped and reset; and

-
The SGSN shall start the Location Update for non-GPRS service procedure;

or

-
if the new LAI is different, and is in a different VLR to the outstanding request:

-
any response from the previously addressed VLR to the oustanding request is ignored;

-
Timer T6-1 shall be stopped and reset; and

-
the SGSN shall start the Location Update for non-GPRS service procedure.

When the SGSN receives from the MS a Routeing Area Update request and the SGSN serving the MS has changed, the SGSN shall stop and reset timer T6-1.
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