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Introduction

This contribution proposes text for the registration of multiple public user identities at the UE. 
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Application usage of SIP

11.1
Procedures at the UE

11.1.1
Registration and authentication

Editor’s Note: Normal and Exceptional Procedures might be splitted in sub-sections of the following clauses. This is true for all of the sub-sections 

The UE shall register public user identities (see Table 5.3/1 and dependencies on that major capability).

11.1.1.1
Initial registration


The UE can register a public user identity at any time that a valid PDP context exists.

On sending a REGISTER request, the UE shall populate the header fields as follows:

a)
the user ID field of the authentication protocol, carried in the Authorization header, shall contain the private user identity. This shall be extracted from the USIM;

b)
the From header shall contain a public user identity of the subscriber. This can be extracted from the USIM, or may be input by the end user;

c)
the To header shall contain a public user identity of the subscriber. This can be extracted either from the USIM, or may be input by the end user;

d)
the Expires header, or the expires parameter within the Contact header, may contain any value desired for the duration of the registration.

NOTE:
The registrar (S-CSCF) might adjust the duration of the registration in accordance with network policy.

The use of the Path header shall not be supported by the UE. 
On receiving the 200 OK response to the REGISTER request, the UE shall store the expiration time of the registration.  
11.1.1.2
Initial subscription to the registration-state event package
Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the users registration-state event package at the users registrar (S-CSCF). Therefore the UE shall generate a SUBSCRIBE request with the following elements:

· a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URL that contains the public user identity that was previously registered;

· a From header set to a SIP URL that contains the public user identity that was previously registered;

· a To header, set to a SIP URL that contains the public user identity that was previously registered;

· 
· an Event header set to the “registration-state” event package;

· an Expires header set to a value higher than the Expires header of the before sent REGISTER request;

· 
Afterwards it shall send out the so generated SUBSCRIBE request.

Upon receipt of a 2xx response to the SUBSCRIBE message, the UE shall store the information for the established dialog and the expiration time as indicated in the Expires header of the received response.

The UE shall automatically resubscribe to the users registration-state event package if the expiration time, as indicated in the Expires header of the 2xx response to the SUBSCRIBE message, has run out.
11.1.2
Subscription and notification

11.1.2.1
Notification about multiple registered public user identities 

Upon receipt of a 2xx response to the SUBSCRIBE request the UE shall maintain the generated dialog (identified by the values of the Call-ID, To and From headers).

Upon receipt of a NOTIFY message on the dialog which was generated during subscription to the registration-state event package the UE shall perform the following actions:

· if a registration state value “open”, i.e. registered is received for one or more public user identities, the UE shall store the indicated public user identities as registered ;

· if a registration state value “closed”, i.e. deregistered is received for one or more public user identities, the UE shall store the indicated public user identities as deregistered.
· 

NOTE: 
There may be public user identities which are automatically registered within the registrar (S-CSCF) of the user upon registration of one public user identity. Usually these automatically or implicitly registered public user identities belong to the same service profile of the user and they might not be available within the UE, i.e. the UE does not know that they have been registered. The here-described procedures provide a mechanism to inform the UE about these automatically registered public user identities. 

Editor's Note: 11.1.2.2 is reserved for subscription and notification to future events
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