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****    FIRST MODIFIED SECTION    ****
17.1.19
BSSAP+-PAGING-REQUEST message

This message is sent from the VLR to the SGSN and contains sufficient information to allow the paging message to be transmitted by the correct cells at the correct time.

Table 17.1.19/3GPP TS 29.018: BSSAP+-PAGING_REQUEST message content

Information Element
Type/Reference
Presence
Format
Length

Message type
Message type
18.2
M
V
1

IMSI
IMSI
18.4.10
M
TLV
6-10

VLR number
VLR number
18.4.26
M
TLV
5-11

TMSI
TMSI
18.4.23
O
TLV
6

Location area identifier
Location area identifier
18.4.14
O
TLV
7

Channel needed
Channel needed
18.4.2
O
TLV
3

eMLPP Priority
eMLPP Priority
18.4.4
O
TLV
3

Global CN-Id
Global CN-Id
18.4.27

O
TLV
7

17.1.19.1
TMSI

This element is omitted in the exceptional case where the IMSI is used instead of the TMSI as a paging address at the radio interface.

17.1.19.2
Location area identifier

If the location area identifier is not included, then the SGSN shall page the MS in all the cells served by the VLR and the SGSN, unless the SGSN has reliable information about the location of the MS.

17.1.19.3
Channel needed

If the Channel needed Information Element is not present, then the default value is assumed to be "any channel".

17.1.19.4
eMLPP priority

This information element may be included when the subscriber has a subscription for eMLPP.

****    NEW SECTION    ****
17.1.19.5 Global CN-Id

If the network supports the Intra Domain Connection of RAN Nodes to multiple CN Nodes functionality, this information element shall be included when MSC/VLR initiates paging by IMSI, via the Gs interface. 
****    NEXT MODIFIED SECTION    ****
18.3
Information Element Identifiers

The next list shows the coding of the Information Element Identifiers used in the present document.

Table 18.3/3GPP TS 29.018: Information Element Identifier coding


8 7 6 5 4 3 2 1
Information element
Reference


0 0 0 0 0 0 0 1
IMSI
18.4.10


0 0 0 0 0 0 1 0
VLR number 
18.4.26


0 0 0 0 0 0 1 1
TMSI
18.4.23


0 0 0 0 0 1 0 0
Location area identifier
18.4.14


0 0 0 0 0 1 0 1
Channel Needed 
18.4.2


0 0 0 0 0 1 1 0
eMLPP Priority
18.4.4


0 0 0 0 0 1 1 1
TMSI status
18.4.24


0 0 0 0 1 0 0 0
Gs cause
18.4.7


0 0 0 0 1 0 0 1
SGSN number
18.4.22


0 0 0 0 1 0 1 0
GPRS location update type
18.4.6


0 0 0 0 1 0 1 1
Global CN-Id
18.4.27


0 0 0 0 1 1 0 0
Unassigned: treated as an unknown IEI.
18&16


0 0 0 0 1 1 0 1
Mobile station classmark 1
18.4.18


0 0 0 0 1 1 1 0
Mobile identity
18.4.17


0 0 0 0 1 1 1 1
Reject cause
18.4.21


0 0 0 1 0 0 0 0
IMSI detach from GPRS service type
18.4.11


0 0 0 1 0 0 0 1
IMSI detach from non-GPRS service type
18.4.12


0 0 0 1 0 0 1 0
Information requested
18.4.13


0 0 0 1 0 0 1 1
PTMSI
18.4.20


0 0 0 1 0 1 0 0
IMEI
18.4.8


0 0 0 1 0 1 0 1
IMEISV
18.4.9


0 0 0 1 0 1 1 0
Unassigned: treated as an unknown IEI.
18&16


0 0 0 1 0 1 1 1
MM information
18.4.16


0 0 0 1 1 0 0 0
Cell Global Identity
18.4.1


0 0 0 1 1 0 0 1
Location information age
18.4.15


0 0 0 1 1 0 1 0
Mobile station state
18.4.19


0 0 0 1 1 0 1 1
Erroneous message
18.4.5


0 0 0 1 1 1 0 0
Downlink Tunnel Payload Control and Info
18.4.3


0 0 0 1 1 1 0 1
Uplink Tunnel Payload Control and Info
18.4.25


0 0 0 1 1 1 1 0
Service Area Identification
18.4.21b


0 0 0 1 1 1 1 1


to


1 1 1 1 1 1 1 1 












Unassigned: treated as an unknown IEI.


  
 18&16

****    NEXT MODIFIED SECTION    ****
18.4
Information elements

18.4.1
Cell global identity

This information element uniquely identifies one cell. 


8
7
6
5
4
3
2
1

Octet 1
IEI

Octet 2
Length indicator 

Octet 3


to

Octet 10
The rest of the information element is coded as the the value part of the cell global id IE defined in 3GPP TS 08.18 (not including 3GPP TS 08.18 IEI and 3GPP TS 08.18 length indicator).

Figure 18.4.1/3GPP TS 29.018: Cell global identity IE

…

18.4.26
VLR number

The VLR number is coded as a sequence of TBCD digits (as specified in 29.002), compressed two into each octet. The Number is in international E.164 format as indicated by Octet 3 which coding is specified in 3GPP TS 29.002. This is a variable length information element, and includes a length indicator. The value part of the VLR number information element (not including IEI, length indicator and Octet 3), shall not exceed 15 digits.

Table 18.4.26/3GPP TS 29.018: VLR number IE


8
7
6
5
4
3
2
1

Octet 1
IEI

Octet 2
Length indicator

Octet 3
1
0
0
1
0
0
0
1

Octet 4
 digit 2
digit 1

Octet n
digit i+1
digit i

18.4.27 Global CN-Id
The Global CN-Id consists of a PLMN-Id and a CN-Id, see 3GPP TS 23.003. The PLMN-Id consists of MCC and MNC coded according to Location Area Identification in 3GPP TS 24.008. The CN-Id is an integer defined by O&M.
Table 18.4.27/3GPP TS 29.018: Global CN-Id IE


8
7
6
5
4
3
2
1

Octet 1
IEI

Octet 2
Length indicator

Octet 3
PLMN-Id
Coded as octets 2 to 4 of the Location Area Identification IE, defined in 3GPP TS 24.008 (not including 3GPP TS 24.008 IEI and LAC).

Octet 4


Octet 5


Octet 6
CN-Id (INTEGER 0..4095)

Octet 7


****    END OF MODIFICATIONS    ****
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