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Introduction

At the P-CSCF there needs to be text for the inclusion of the Route header, based on that that is used for subsequent requests elsewhere. This contribution provides that text.

Proposal

Clause 11.2.5.2 - Procedures at the P-CSCF - Call release initiated by any other entity - 1st paragraph.

Add text concerning the generation of the Route header, which has been modified from that in clause 11.2.6:

Whenever the P-CSCF receives BYE requests from the UE that pertains to an existing call, the P-CSCF shall:

-
select the list of Route headers that was created during the exchange of the initial INVITE request and associated response for this call.

-
use the URI in the Request-URI header in the request to construct a Route header, and appends it to the bottom of the list of Route headers, 

-
append the list of Route headers to the BYE request, and forwards the BYE request utilizing the list of Route headers.

Clause 11.2.5.2 - Procedures at the P-CSCF - Call release initiated by any other entity - 1st paragraph.

Add text concerning the generation of the Route header, which has been modified from that in clause 11.2.6:

Whenever the P-CSCF receives BYE requests from the UE that pertains to an existing call, the P-CSCF shall:

-
select the list of Route headers that was created during the exchange of the initial INVITE request and associated response for this call.

-
use the URI in the Request-URI header in the request to construct a Route header, and appends it to the bottom of the list of Route headers, 

-
append the list of Route headers to the BYE request, and forwards the BYE request utilizing the list of Route headers.

