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10.5.6.5
Quality of service 

The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.

The QoS IE is defined to allow backward compatibility to earlier version of Session Management Protocol. 
The quality of service is a type 4 information element with a length of 14 octets.

The quality of service information element is coded as shown in figure 10.5.138/3GPP TS 24.008 and table 10.5.156/3GPP TS 24.008.
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Figure 10.5.138/3GPP TS 24.008: Quality of service information element

Table 10.5.156/3GPP TS 24.008: Quality of service information element

Reliability class, octet 3 (see 3GPP TS 23.107)
Bits
3 2 1
In MS to network direction:
0 0 0
Subscribed reliability class
In network to MS direction:
0 0 0
Reserved
In MS to network direction and in network to MS direction :
0 0 1
Acknowledged GTP, LLC, and RLC; Protected data
0 1 0
Unacknowledged GTP; Acknowledged LLC and RLC, Protected data
0 1 1
Unacknowledged GTP and LLC; Acknowledged RLC, Protected data
1 0 0
Unacknowledged GTP, LLC, and RLC, Protected data
1 0 1
Unacknowledged GTP, LLC, and RLC, Unprotected data
1 1 1
Reserved

All other values are interpreted as Unacknowledged GTP and LLC; Acknowledged RLC, Protected data  in this version of the protocol.

Delay class, octet 3 (see 3GPP TS 22.060 and 3GPP TS 23.107)
Bits
6 5 4
In MS to network direction:
0 0 0
Subscribed delay class 
In network to MS direction:
0 0 0
Reserved
In MS to network direction and in network to MS direction :
0 0 1
Delay class 1
0 1 0
Delay class 2
0 1 1
Delay class 3
1 0 0
Delay class 4 (best effort)
1 1 1
Reserved

All other values are interpreted as Delay class 4 (best effort) in this version 
of the protocol.

Bit 7 and 8 of octet 3 are spare and shall be coded all 0.

Precedence class, octet 4 (see 3GPP TS 23.107)
Bits
3 2 1
In MS to network direction:
0 0 0
Subscribed precedence
In network to MS direction:
0 0 0
Reserved
In MS to network direction and in network to MS direction :
0 0 1
High priority
0 1 0
Normal priority
0 1 1
Low priority
1 1 1
Reserved

All other values are interpreted as Normal priority in this version of the protocol.

Signalling flag, bit 4 of octet 4 is used to indicate if a PDP context is to be used for application layer signalling.

0

Reserved
1

Application-layer Signaling

Peak throughput, octet 4 (see 3GPP TS 23.107)
Bits
8 7 6 5
In MS to network direction:
0 0 0 0

Subscribed peak throughput
In network to MS direction:
0 0 0 0

Reserved
In MS to network direction and in network to MS direction :
0 0 0 1

Up to 1 000 octet/s
0 0 1 0

Up to 2 000 octet/s
0 0 1 1

Up to 4 000 octet/s
0 1 0 0

Up to 8 000 octet/s
0 1 0 1

Up to 16 000 octet/s
0 1 1 0

Up to 32 000 octet/s
0 1 1 1

Up to 64 000 octet/s
1 0 0 0

Up to 128 000 octet/s
1 0 0 1

Up to 256 000 octet/s
1 1 1 1

Reserved

All other values are interpreted as Up to 1 000 octet/s in this 
version of the protocol.

Mean throughput, octet 5 (see 3GPP TS 23.107)
Bits
5 4 3 2 1


In MS to network direction:
0 0 0 0 0

Subscribed mean throughput
In network to MS direction:
0 0 0 0 0

Reserved
In MS to network direction and in network to MS direction :
0 0 0 0 1

100 octet/h
0 0 0 1 0

200 octet/h
0 0 0 1 1

500 octet/h
0 0 1 0 0

1 000 octet/h
0 0 1 0 1

2 000 octet/h
0 0 1 1 0

5 000 octet/h
0 0 1 1 1

10 000 octet/h
0 1 0 0 0

20 000 octet/h
0 1 0 0 1

50 000 octet/h
0 1 0 1 0

100 000 octet/h
0 1 0 1 1

200 000 octet/h
0 1 1 0 0

500 000 octet/h
0 1 1 0 1

1 000 000 octet/h
0 1 1 1 0

2 000 000 octet/h
0 1 1 1 1

5 000 000 octet/h
1 0 0 0 0

10 000 000 octet/h
1 0 0 0 1

20 000 000 octet/h
1 0 0 1 0

50 000 000 octet/h
1 1 1 1 0

Reserved
1 1 1 1 1

Best effort

The value Best effort indicates that throughput shall be made available to the MS on a per need and availability basis.

All other values are interpreted as Best effort in this 
version of the protocol.

Bits 8 to 6 of octet 5 are spare and shall be coded all 0.

Delivery of erroneous SDUs, octet 6 (see 3GPP TS 23.107)
Bits
3 2 1
In MS to network direction:
0 0 0

Subscribed delivery of erroneous SDUs
In network to MS direction:
0 0 0

Reserved
In MS to network direction and in network to MS direction :
0 0 1

No detect ('-')
0 1 0

Erroneous SDUs are delivered ('yes')
0 1 1

Erroneous SDUs are not delivered ('no')
1 1 1

Reserved

 

The network shall map all other values not explicitly defined onto one of the values defined in this version of the protocol.  The network shall return a negotiated value which is explicitly defined in this version of this protocol.

The MS shall consider all other values as reserved.
Delivery order, octet 6 (see 3GPP TS 23.107)
Bits
5 4 3
In MS to network direction:
0 0

Subscribed delivery order
In network to MS direction:
0 0

Reserved
In MS to network direction and in network to MS direction :
0 1

With delivery order ('yes')
1 0

Without delivery order ('no')
1 1

Reserved
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