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Introduction

The media authorization draft provides for the inclusion of a Media-Authorization header.

At the last meeting, text was inserted concerning the use of the media authorization header. This text assumes that the PCF will always generate a media authorization token.

It is our understanding that it is possible that the PCF may decide not to coordinate the bearer streams with the allocated. TS 23.228 specifies two options:

· the GPRS without service-based local policy case, the bearer is established according to the user’s subscription, local operator’s IP bearer resource based policy, local operator's admission control function and GPRS roaming agreements. The establishment of the PDP context bearer shall use the PDP context activation procedure specified in TS 23.060.

· the GPRS with service-based local policy case, Service-Based Local Policy decisions (e.g., authorisation and control) are also applied to the bearer.

Only in the second case is the Media Authorization header applicable.

It is assumed that in the first case, there is no PCF, and therefore no token will be generated and sent to the P-CSCF, and therefore a conditional statement is applicable for this particular procedure.

Proposal

TS 24.229 should be amended as follows:

Clause 5.2.7.2 - last paragraph

Upon receiving a response (e.g. 183 Session Progress, 200 OK) to the initial INVITE request, the P-CSCF:

Editor’s note: the case when the P-CSCF acts on behalf of the UE is FFS.

-
if a media authorization token is generated by the PCF (i.e. when IP policy control is applied), insert the Media Authorization header containing that media authorization token.

Clause 5.2.7.3 - 1st paragraph

When the P-CSCF receive an initial INVITE request destined for the UE, it will contain the SIP URL of the P-CSCF in the Request-URI, and a single pre-loaded Route header. The received initial INVITE will also have a list of Record-Route headers. Prior to forwarding the initial INVITE, the P-CSCF shall:

Editor’s note: the case when the P-CSCF acts on behalf of the UE is FFS.

-
if a media authorization token is generated by the PCF (i.e. when IP policy control is applied), insert the Media Authorization header containing that media authorization token.

