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1. Introduction

In the SIP Ad-Hoc in Phoenix, a section describing GPRS aspects when connected to IMS was introduced. This section was introduced as a subchapter to procedures at the UE for application usage of SIP. However, describing GPRS actions in the section intended for application usage of IMS is also found not correct. The CR is included in agenda item 8.4 due to its connection with N1-020291.

2. Proposal

It is proposed to move this section to level 1, in order to introduce both UE and network actions and conditions in the same section, and also to move the text out of the section describing application usage of SIP.

******************   First Proposed Change   ********************

5
GPRS aspects when connected to IMS

5.1
GPRS aspects when connected to IMS

5.1.1
PDP context activation and P-CSCF discovery

Prior to communication with the IM CN subsystem, the following procedures are performed:

a) A GPRS attach procedure shall be performed.

b) A PDP context used for SIP signalling shall be established according to the APN and GGSN selection criteria described in 3GPP TS 23.060 [18]. This PDP context shall remain enabled throughout the period the UE is connected to the IM CN subsystem, i.e. from the initial registration and at least until the deregistration . The PDP context shall provide the UE with an IPv6 address.

Editor’s note: Actual APN values for IMS are yet not determined.

c) P-CSCF address(es) shall be acquired by the UE.

The methods for P-CSCF discovery are:

I. Employ DHCP and if needed DNS after PDP context activation.

II. Transfer P-CSCF address(es) within the  PDP context activation procedure.

The UE can freely select method I or II for P-CSCF discovery. In case several P-CSCF addresses are provided to the UE, the selection of P-CSCF address shall be performed according to the resolution of host name as indicated in [1]. If sufficient information for P-CSCF address selection is not available, selection of the P-CSCF address by the UE is implementation specific.

5.1.2
Session management procedures

The existing procedures for session management as described in 3GPP TS 24.008 [19] shall apply while the UE is connected to IMS.

5.1.3
Mobility management procedures

The existing procedures for mobility management as described in 3GPP TS 24.008 [19] shall apply while the UE is connected to IMS.

5.1.4
Cell selection and lack of coverage 

The existing mechanisms and criteria for cell selection as described in 3GPP TS 25.304 [20] and 3GPP TS 44.018 [21] shall apply while the UE is connected to IMS.

6 
Application usage of SIP
6.1
Procedures at the UE
6.1.1
Registration and authentication







