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Proposal

This contribution define the usage of the SDP parameters in the IM Subsystem Release 5.  It is proposed that the SDP usage as described below is incorporated into the respective Tables in Annex A Clause 3.2.3 of the document TS 24.229. 

The use of SDP is defined by the precedence stated below:

 -   As defined in this contribution. 

[1] draft-ietf-sip-manyfolks-resource-03.txt,

[2] draft-ietf-avt-rtp-amr-05.txt,

[3] draft-ietf-mmusic-sdp-new-04.txt,

[4] draft-rosenberg-mmusic-sdp-offer-answer-00.txt.

1. Protocol Version

v=0

2. Origin
o= <username> <session id> <version> <network type> <address type> <address>
<username>: 

When privacy is requested, hyphen shall be used. Otherwise, hyphen should be used. 
<session id>: 

It shall be a 64bit signed integer.

<version>: 

It shall be a 64bit signed integer.

<network type>: 

It shall be "IN"

<address type>: 

It shall be "IP6"

<address>: 

When privacy is requested, it shall not reveal any caller information, UE current IP address, or 


UE allocated  FQDN. 

3. Session Name
s= <session name>

<session name>: 

Hyphen should be used.

4. Session and Media Information
i= <session description>
<session description>: 
When privacy is requested, it shall not reveal any session information. This parameter should 


not be used.

5. URI 
u=<URI> 
<URI>:  

This parameter should not be used. When privacy is requested it shall not be used. 

6. Email Address and Phone Number
 e=<email address> ,  p=<phone number>

<email address>:

This parameter should not be used. When privacy is requested it shall not be used.

<phone number>:

This parameter should not be used. When privacy is requested it shall not be used.

7. Connection Data  c=<network type> <address type> <connection address>

<network type>: 

It shall be "IN"

<address type>:
 
It shall be "IP6"

<connection address>: 
This parameter shall specify either a unicast or a multicast IPv6 address. The non-zero address



specifies both the send and receive address for media stream(s). If multicast IPv6 sddress is 
used, the "number of address" value shall no be present. 
8. Bandwidth 
b=<modifier>:<bandwidth-value>

<modifier>: 

It shall be "AS."

<bandwidth-value>: 
For "video" and "audio" media types that utilize the RTP/TRCP, the UE shall specify the 



maximum bandwidth for each media stream that will be used with the media stream. Otherwise, 


it may be specified. 

9. Times, Repeat Times and Time Zones
 

t=<start time>  <stop time>

<start time>: 

The start time should be the current time at the SDP origination. This value shall not be 



modified during  SDP negotiation procedure.

<stop time>:  

The value shall be zero.

r= <repeat interval> <active duration> <list of offsets from start-time>:  Shall not be used.
z=<adjustment time> <offset:  Shall no be used.

10. Encryption Keys
k=<method>, k=<method>:<encryption key>

Security Service for 3GPP Release 5 do not utilize this parameter.  

11. Attributes
a=<attribute>, a=<attribute>:<value> 

These parameters shall be used as specified in the drafts [1[, [2], [3], and [4] listed above.

12. Media Announcements
 m=<media> <port> <transport> <fmt list>

This parameter shall be used as specified in the drafts [1], [2], [3], and [4] listed above.

