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Introduction

There is a call flow provided in 3GPP TS 24.228 for call hold and resume initiated from the UE that terminates at the MGCF.  See 3GPP TS 24.228 sub-clause 10.1.3 for the call flow.  There are currently no procedures in 3GPP TS 24.229 in support of this call flow.
Discussion

A Re-INVITE message is sent from the UE towards the MGCF to initiate a call hold or call resume.  The contents of the SDP determine how the media flow is to be changed (which is to be specified separately under clause 6).  Under clause 5, there needs to be procedures for the MGCF to accept this Re-INVITE and respond with the 100 Trying message.  Also, this needs to be specified as the trigger point to interact with the MGW to modify the media flow.

Proposal

Add the text indicated below to the clauses of [3G TS 24.229]. 

5.5.5
Call-related requests

5.5.5.1
Re-INVITE

5.5.5.1.1
Circuit-switched network-originating case

Editor’s Note: When the bearer on the circuit-switched network side is halted/resumed, should the MGCF notify the UE with a re-INVITE?

5.5.5.1.2
Circuit-switched network-terminating case

When the MGCF receives a Re-INVITE request for hold/resume operation, the MGCF shall:

-
send 100 Trying response;

-
after performing interaction with MGW to hold/resume the media flow, send 200 OK response.

