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Introduction:

The purpose of this contribution is to complete the addition of the bandwidth parameter to each media within SDP i.e. complete implementation of the principle and partial implementation agreed in N1-020426.

Proposal:

It is proposed to apply the following changes when creating the next reference version of 24.228. Note that the attached document contains all updates resulting to 24.228.

#=============================================================================

#   Filename:
input_sdp.txt

#

#   Introduction:

#

#   04 Feb 2002     Updates to SDP to reflect bandwidth parameter

#

#=============================================================================

#

#

##############################################################################

###################################   SECTION B: Keith

##############################################################################

#

{-} {-} {b=} {} {} {ALL}

#

{-} {-} {m=video 3400 RTP/AVP 98 99}      {m=video 3400 RTP/AVP 98 99^pb=AS:54.6}

{-} {-} {m=video 3402 RTP/AVP 98 99}      {m=video 3402 RTP/AVP 98 99^pb=AS:54.6}

{-} {-} {m=audio 3456 RTP/AVP 97 96 0 15} {m=audio 3456 RTP/AVP 97 96 0 15^pb=AS:25.4}

{-} {-} {m=audio 3458 RTP/AVP 97 96 0 15} {m=audio 3458 RTP/AVP 97 96 0 15^pb=AS:25.4}

{-} {-} {m=video 3400 RTP/AVP 99}         {m=video 3400 RTP/AVP 99^pb=AS:54.6}

{-} {-} {m=video 3402 RTP/AVP 99}         {m=video 3402 RTP/AVP 99^pb=AS:54.6}

{-} {-} {m=audio 6544 RTP/AVP 97 96}      {m=audio 6544 RTP/AVP 97 96^pb=AS:25.4}

{-} {-} {m=audio 3456 RTP/AVP 97}         {m=audio 3456 RTP/AVP 97^pb=AS:25.4}

{-} {-} {m=audio 6544 RTP/AVP 97}         {m=audio 6544 RTP/AVP 97^pb=AS:25.4}

{-} {-} {m=video 9544 RTP/AVP 31}         {m=video 9544 RTP/AVP 31^pb=AS:54.6}

{-} {-} {m=video 7544 RTP/AVP 31}         {m=video 7544 RTP/AVP 31^pb=AS:54.6}

{-} {-} {m=audio 6402 RTP/AVP 97}         {m=audio 6402 RTP/AVP 97^pb=AS:25.4}

{-} {-} {m=audio 3456 RTP/AVP 96}         {m=audio 3456 RTP/AVP 96^pb=AS:25.4}

{-} {-} {m=audio 6544 RTP/AVP 96}         {m=audio 6544 RTP/AVP 96^pb=AS:25.4}

{-} {-} {m=audio 3456 RTP/AVP 10}         {m=audio 3456 RTP/AVP 10^pb=AS:25.4}

{-} {-} {m=video 6540 RTP/AVP 99}         {m=video 6540 RTP/AVP 99^pb=AS:54.6}

{-} {-} {m=audio 6544 RTP/AVP 10}         {m=audio 6544 RTP/AVP 10^pb=AS:25.4}

# MANUAL UPDATES

# 1) The script will not catch the following match, as it reads just one para

# at a time. However, the search and replace can be done manually after, all

# above changes are complete. Ensure that, changes are not highlighted, when 

# making the update. 

#{-} {-} {m=^pa=} {m=^pb=^pa=}

# 2) As the changes have already been applied to 7.2.2.1, it is best to 

#     a) temporarily remove clause 7.2.2.1, 

#     b) apply above changes and

#     c) restore back 7.2.2.1
