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1. Introduction

Currently the following is stated in 23.228 version 5.3.0.

-----------------------------------

4.3.1
Address management

The issues of general IP address management are discussed in 23.221 [7].

The ability of the User plane and the Control Plane for a single session being able to pass through different GGSNs is not defined in this release.

------------------------------------

After the CN1 #22 meeting in Sophia Antipolis, this discussion has been brought to the SA2 mailing list, and no objections to the statement has been noted.

2. Proposal

In order to ensure that the same GGSN that holds the PDP context for IMS signalling also shall hold the PDP context(s) for media, the PDP context(s) for media must be set up as secondary PDP contexts to the IMS signalling context.

A first general chapter in 24.229 describing how the PDP contexts for media should be established is proposed. The chapter is not complete, as e.g. description of binding information is not included, but it is intended as a start and a placeholder.

 ************************* Proposed change ***********************
9.4
Cell selection and lack of coverage 

The existing mechanisms and criteria for cell selection as described in 3GPP TS 25.304 [22] and 3GPP TS 44.018 [23] shall apply while the UE is connected to IMS.
9.5 PDP contexts for media
During establishment of a session, the UE establishes data streams(s) for media related to the session. Such data stream(s) may result in activation of additional PDP context(s). Such additional PDP context(s) shall be established as secondary PDP contexts associated to the PDP context used for signalling.






