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1. Overall Description:

The signalling phase of a CS connection can use either CELL DCH or CELL FACH RRC states. During CELL FACH the dual mode mobile controls mobility and may change from UMTS coverage to GSM coverage within the same PLMN and thus perform an inter system cell reselection.

Inspection of 24.007 shows that the NAS is required to resend unsent messages from the AS/UMTS to the AS/GSM side on inter system cell reselection. However, in this case, this behaviour of the NAS doesn’t work, at least, not until the point in time the AS is in CELL DCH state.

RAN2 studied this issue and deduced that the most preferred way of handling the situation would be in the mobile NAS. RAN2’s understanding is that the mobile’s NAS would have to re-initiate the call on GSM (i.e. perform location update followed by CM service request).

RAN2 studied other possible solutions which touched either UTRAN or the mobiles AS (see attachment R2-020256). However it was felt that the mobile NAS solution was the most preferred and was felt to be the best and least complex solution.

2. Actions:

To CN1.

ACTION: 
CN1 to analyse and confirm RAN2’s analysis and if so to make changes to the mobile NAS specifications.

3. Date of Next RAN2 Meetings:

RAN2_28
 8 – 12 April 2002

Kobe, Japan.

RAN2_29
13 – 17 May 2002

Gyeongju, Korea.

