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***  Section Included for Information Only  ***

4.7.3.1.1
GPRS attach procedure initiation

In state GMM-DEREGISTERED, the MS initiates the GPRS attach procedure by sending an ATTACH REQUEST message to the network, starts timer T3310 and enters state GMM-REGISTERED-INITIATED. 

The MS capable both UMTS and GSM or only GSM system shall include a valid P-TMSI, if any is available, the P-TMSI signature associated with the P-TMSI and the routing area identity associated with the P-TMSI in the ATTACH REQUEST message. If there is no valid P-TMSI available, the IMSI shall be included instead of the P-TMSI and P-TMSI signature.

The MS shall also indicate within the DRX parameters whether it supports the split pg cycle option on CCCH. The optional support of the split pg cycle on CCCH by the network is indicated in SI13 or PSI1. Split pg cycle on CCCH is applied by both the network and the MS when the split pg cycle option is supported by both (see 3GPP TS 45.002 [32]).

In UMTS, if the MS wishes to prolong the established PS signalling connection after the GPRS attach procedure, it may set a follow-on request pending indicator on.

***  First Modified Section ***

4.7.3.1.3
GPRS attach accepted by the network

If the GPRS attach request is accepted by the network, an ATTACH ACCEPT message is sent to the MS. 

The P-TMSI reallocation may be part of the GPRS attach procedure. When the ATTACH REQUEST includes the IMSI, the SGSN shall allocate the P-TMSI. The P-TMSI that shall be allocated is then included in the ATTACH ACCEPT message together with the routing area identifier. The network shall, in this case, change to state GMM-COMMON-PROCEDURE-INITIATED and shall start timer T3350 as described in subclause 4.7.6. Furthermore, the network may assign a P-TMSI signature for the GMM context which is then also included in the ATTACH ACCEPT message. If the LAI or PLMN identity that has been transmitted in the ATTACH ACCEPT message is a member of any of the "forbidden" lists, any such entry shall be deleted. Additionally, the network shall include the radio priority level to be used by the MS for mobile originated SMS transfer in the ATTACH ACCEPT message. 

In GSM, the Cell Notification information element shall be included in the ATTACH ACCEPT message by the network which indicates that the Cell Notification is supported by the network.

In UMTS, the network should prolong the PS signalling connection if the mobile station has indicated a follow-on request pending in ATTACH REQUEST. The network may also prolong the PS signalling connection without any indication from the mobile terminal.

The MS, receiving an ATTACH ACCEPT message, stores the received routing area identification, stops timer T3310, reset the GPRS attach attempt counter, reset the routing area updating attempt counter, enters state GMM-REGISTERED and sets the GPRS update status to GU1 UPDATED. 

If the message contains a P-TMSI, the MS shall use this P-TMSI as the new temporary identity for GPRS services. In this case, an ATTACH COMPLETE message is returned to the network. The MS shall delete its old P-TMSI and shall store the new one. If no P-TMSI has been included by the network in the ATTACH ACCEPT message, the old P-TMSI, if any available, shall be kept.

If the message contains a P-TMSI signature, the MS shall use this P-TMSI signature as the new temporary signature for the GMM context. The MS shall delete its old P-TMSI signature, if any is available, and shall store the new one. If the message contains no P-TMSI signature, the old P-TMSI signature, if available, shall be deleted.

The network may also send a list of "equivalent PLMNs" in the ATTACH ACCEPT message. Each entry of the list contains a PLMN code (MCC+MNC). The mobile station shall store the list, as provided by the network, except that any PLMN code that is already in the "forbidden PLMN" list shall be removed from the "equivalent PLMNs" list before it is stored by the mobile station. In addition the mobile station shall add to the stored list the PLMN code of the network that sent the list. All PLMNs in the stored list shall be regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover. The stored list in the mobile station shall be replaced on each occurrence of the ATTACH ACCEPT message. If no list is contained in the message, then the stored list in the mobile station shall be deleted. The list shall be stored in the mobile station while switched off so that it can be used for PLMN selection after switch on.

After that in UMTS, if the mobile station has indicated follow-on request pending and has a CM application request pending, it shall send an appropriate message (for example ACTIVATE PDP CONTEXT REQUEST) to the network.

In GSM, if the ATTACH ACCEPT message contains the Cell Notification information element, then the MS shall start to use the LLC NULL frame to perform cell updates. The network receiving an ATTACH COMPLETE message stops timer T3350, changes to GMM-REGISTERED state and considers the P-TMSI sent in the ATTACH ACCEPT message as valid.

The ATTACH ACCEPT message may also contain the SPLIT_PG_CYCLE Response IE.  The network may send the SPLIT_PG_CYCLE Response IE to a MS that supports the feature, as indicated in the MS Radio Access Capability IE.  The network shall not send this IE to an MS not supporting the feature.  If the MS receives the SPLIT_PG_CYCLE Response IE, it shall override the SPLIT_PG_CYCLE value it included in the ATTACH REQUEST with this new received SPLIT_PG_CYCLE RESPONSE value.  For all subsequent ATTACH REQUEST messages, the MS shall revert to proposing it’s default SPLIT_PG_CYCLE value.

***  Next Modified Section ***

4.7.5.1.3
Normal and periodic routing area updating procedure accepted by the network

If the routing area updating request has been accepted by the network, a ROUTING AREA UPDATE ACCEPT message shall be sent to the MS. The network may assign a new P-TMSI and/or a new P-TMSI signature for the MS. If a new P-TMSI and/or P-TMSI signature have been assigned to the MS, it/they shall be included in the ROUTING AREA UPDATE ACCEPT message together with the routing area identification. 

In GSM the Cell Notification information element shall be included in the ROUTING AREA UPDATE ACCEPT message in order to indicate the ability of the network to support the Cell Notification. 

The network shall change to state GMM-COMMON-PROCEDURE-INITIATED and shall start the supervision timer T3350 as described in subclause 4.7.6.

If the LAI or PLMN identity contained in the ROUTING AREA UPDATE ACCEPT message is a member of any of the "forbidden" lists then any such entry shall be deleted.

In UMTS, the network should prolong the PS signalling connection if the mobile station has indicated a follow-on request pending in ROUTING AREA UPDATE REQUEST. The network may also prolong the PS signalling connection without any indication from the mobile terminal. 

If the PDP context status information element is included in ROUTING AREA UPDATE REQUEST message, then the network shall deactivate all those PDP contexts locally (without peer to peer signalling between the MS and the network), which are not in SM state PDP-INACTIVE on network side but are indicated by the MS as being in state PDP-INACTIVE.

Upon receipt of a ROUTING AREA UPDATE ACCEPT message, the MS stores the received routing area identification, stops timer T3330, shall reset the routing area updating attempt counter and sets the GPRS update status to GU1 UPDATED. If the message contains a P-TMSI, the MS shall use this P-TMSI as new temporary identity for GPRS services and shall store the new P-TMSI. If no P-TMSI was included by the network in the ROUTING AREA UPDATING ACCEPT message, the old P-TMSI shall be kept. Furthermore, the MS shall store the P-TMSI signature if received in the ROUTING AREA UPDATING ACCEPT message. If no P-TMSI signature was included in the message, the old P-TMSI signature, if available, shall be deleted.
If the PDP context status information element is included in ROUTING AREA UPDATE ACCEPT message, then the MS shall deactivate all those PDP contexts locally (without peer to peer signalling between the MS and network), which are not in SM state PDP-INACTIVE in the MS but are indicated by the network as being in state PDP-INACTIVE.

In GSM, if the ROUTING AREA UPDATE ACCEPT message contains the Cell Notification information element, then the MS shall start to use the LLC NULL frame to perform cell updates.

The network may also send a list of "equivalent PLMNs" in the ROUTING AREA UPDATE ACCEPT message. Each entry of the list contains a PLMN code (MCC+MNC). The mobile station shall store the list, as provided by the network, except that any PLMN code that is already in the "forbidden PLMN" list shall be removed from the "equivalent PLMNs" list before it is stored by the mobile station. In addition the mobile station shall add to the stored list the PLMN code of the network that sent the list. All PLMNs in the stored list shall be regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover. The stored list in the mobile station shall be replaced on each occurrence of the ROUTING AREA UPDATE ACCEPT message. If no list is contained in the message, then the stored list in the mobile station shall be deleted. The list shall be stored in the mobile station while switched off so that it can be used for PLMN selection after switch on.
The ROUTING AREA UPDATE ACCEPT message may also contain the SPLIT_PG_CYCLE Response IE.  The network may send the SPLIT_PG_CYCLE Response IE to a MS that supports the feature, as indicated in the MS Radio Access Capability IE.  The network shall not send this IE to an MS not supporting the feature.  If the MS receives the SPLIT_PG_CYCLE Response IE, it shall override the SPLIT_PG_CYCLE value it included in the ROUTING AREA UPDATE REQUEST with this new received SPLIT_PG_CYCLE RESPONSE value.  For all subsequent ROUTING AREA UPDATE REQUEST messages, the MS shall revert to proposing it’s default SPLIT_PG_CYCLE value.
A ROUTING AREA UPDATE COMPLETE message shall be returned to the network if the ROUTING AREA UPDATE ACCEPT message contained:

-
a P-TMSI; and/or

-
Receive N‑PDU Numbers (see 3GPP TS 44.065 [78] and 3GPP TS 25.322).

In this case the Receive N‑PDU Numbers values valid in the MS, shall be included in the ROUTING AREA UPDATE COMPLETE message.

NOTE:
In UMTS, after a routing area updating procedure, the mobile station can initiate Service Request procedure to request the resource reservation for the active PDP contexts if the resources have been released by the network or send upper layer message (e.g. ACTIVATE PDP CONTEXT REQUEST) to the network via the existing PS signaling connection.

After that in UMTS, if the mobile station has indicated follow-on request pending and has a CM application request pending, it shall send an appropriate message (for example ACTIVATE PDP CONTEXT REQUEST) to the network.

***  Next Modified Section ***

9.4.2
Attach accept

This message is sent by the network to the MS to indicate that the corresponding attach request has been accepted. See table 9.4.2/3GPP TS 24.008.

Message type:
ATTACH ACCEPT

Significance:

dual

Direction:


network to MS

Table 9.4.2/3GPP TS 24.008: ATTACH ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Attach accept message identity
	Message type

10.4
	M
	V
	1

	
	Attach result
	Attach result

10.5.5.1
	M
	V
	1/2

	
	Force to standby
	Force to standby 

10.5.5.7
	M
	V
	1/2

	
	Periodic RA update timer
	GPRS Timer

10.5.7.3
	M
	V
	1

	
	Radio priority for SMS
	Radio priority

10.5.7.2
	M
	V
	1/2

	
	Radio priority for TOM8
	Radio priority 2

10.5.7.5
	M
	V
	1/2

	
	Routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	19
	P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	17
	Negotiated READY timer
value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	18
	Allocated P-TMSI
	Mobile identity

10.5.1.4
	O
	TLV
	7

	23
	MS identity
	Mobile identity

10.5.1.4
	O
	TLV
	7-10

	25
	GMM cause
	GMM cause 

10.5.5.14
	O
	TV
	2

	2A
	T3302 value
	GPRS Timer 2

10.5.7.4
	O
	TLV
	3

	8C
	Cell Notification
	Cell Notification

10.5.5.21
	O
	T
	1

	4A
	Equivalent PLMNs
	PLMN List

10.5.1.13
	O
	TLV
	5-17

	4B
	SPLIT_PG_CYCLE Response
	SPLIT_PG_CYCLE Response

10.5.5.23
	O
	TLV
	3


9.4.2.1
P-TMSI signature

This IE may be included to assign an identity to the MS's GMM context.

9.4.2.2
Negotiated READY timer

This IE may be included to indicate a value for the READY timer.

9.4.2.3
Allocated P-TMSI

This IE may be included to assign a P-TMSI to an MS in case of a GPRS or combined GPRS attach.

9.4.2.4
MS identity

This IE may be included to assign or unassign a TMSI to an MS in case of a combined GPRS attach.

9.4.2.5
GMM cause

This IE shall be included when IMSI attach for non-GPRS services was not successful during a combined GPRS attach procedure.

9.4.2.6
T3302 value

This IE may be included to indicate a value for the T3302 timer.

9.4.2.7
Cell Notification (GSM only)

In GSM, this IE shall be included by the SGSN in order to indicate the ability to support the Cell Notification.

9.4.2.8
Equivalent PLMNs

The Equivalent PLMNs information element is included if the network wants to inform the mobile station of equivalent PLMNs.
9.4.2.8
SPLIT_PG_CYCLE Response
The SPLIT_PG_CYCLE Response information element is included if the network wants to inform the mobile station of a new SPLIT_PG_CYCLE value.
***  Next Modified Section ***

9.4.15
Routing area update accept

This message is sent by the network to the MS to provide the MS with GPRS mobility management related data in response to a routing area update request message. See table 9.4.15/3GPP TS 24.008.

Message type:
routing area update accept
Significance:

dual

Direction:


network to MS

Table 9.4.15/3GPP TS 24.008: ROUTING AREA UPDATE ACCEPT message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Skip indicator
	Skip indicator

10.3.1
	M
	V
	1/2

	
	Routing area update accept message identity
	Message type

10.4
	M
	V
	1

	
	Force to standby
	Force to standby 

10.5.5.7
	M
	V
	1/2

	
	Update result
	Update result

10.5.5.17
	M
	V
	1/2

	
	Periodic RA update timer
	GPRS Timer

10.5.7.3
	M
	V
	1

	
	Routing area identification
	Routing area identification

10.5.5.15
	M
	V
	6

	19
	P-TMSI signature
	P-TMSI signature

10.5.5.8
	O
	TV
	4

	18
	Allocated P-TMSI
	Mobile identity

10.5.1.4
	O
	TLV
	7

	23
	MS identity 
	Mobile identity

10.5.1.4
	O
	TLV
	7-10

	26
	List of Receive N‑PDU Numbers
	Receive N‑PDU Number list

10.5.5.11
	O
	TLV
	4 - 19

	17
	Negotiated READY timer value
	GPRS Timer

10.5.7.3
	O
	TV
	2

	25
	GMM cause
	GMM cause 

10.5.5.14
	O
	TV
	2

	2A
	T3302 value
	GPRS Timer 2

10.5.7.4
	O
	TLV
	3

	8C
	Cell Notification
	Cell Notification

10.5.5.21
	O
	T
	1

	4A
	Equivalent PLMNs
	PLMN List

10.5.1.13
	O
	TLV
	5-17

	32
	PDP context status
	PDP context status

10.5.7.1
	O
	TLV
	4

	4B
	SPLIT_PG_CYCLE Response
	SPLIT_PG_CYCLE Response

10.5.5.23
	O
	TLV
	3


9.4.15.1
P-TMSI signature

This IE may be included to assign an identity to the MS's GMM context.

9.4.15.2
Allocated P-TMSI

This IE may be included to assign a P-TMSI to an MS in case of a GPRS or combined routing area updating procedure.

9.4.15.3
MS identity

This IE may be included to assign or unassign a TMSI to a MS in case of a combined routing area updating procedure.

9.4.15.4
List of Receive N‑PDU Numbers

This IE shall be included in case of an inter SGSN routing area updating, if there are PDP contexts that have been activated in acknowledged transfer mode.

9.4.15.5
Negotiated READY timer value

This IE may be included to indicate a value for the READY timer.

9.4.15.6
GMM cause

This IE shall be included if IMSI attach was not successful for non-GPRS services during a combined GPRS routing area updating procedure.

9.4.15.7
T3302 value

This IE may be included to indicate a value for the T3302 timer.

9.4.15.8
Cell Notification (GSM only)

In GSM, this IE shall be included if by the SGSN in order to indicate the ability to support the Cell Notification.

9.4.15.9
Equivalent PLMNs

The Equivalent PLMNs information element is included if the network wants to inform the mobile station of equivalent PLMNs.

9.4.15.10
PDP context status

This IE shall be included by the NW.
9.4.15.11
SPLIT_PG_CYCLE Response

The SPLIT_PG_CYCLE Response information element is included if the network wants to inform the mobile station of a new SPLIT_PG_CYCLE value.

***  Next Modified Section ***

10.5.5.12a
MS Radio Access capability

The purpose of the MS RA capability information element is to provide the radio part of the network with information concerning radio aspects of the mobile station. The contents might affect the manner in which the network handles the operation of the mobile station.

The MS RA capability is a type 4 information element, with a maximum length of 52 octets.

The value part of a MS RA capability information element is coded a shown table 10.5.146/3GPP TS 24.008.


SEMANTIC RULE: Among the three Access Type Technologies GSM 900-P, GSM 900-E and GSM 900-R only one shall be present.


The MS shall indicate supported Access Technology Types. e.g. [450, 480, 900, 1800, UMTS] or [700, 850, 1900] MHz bands during a single MM procedure.


Error handling: If a received Access Technology Type is unknown to the receiver, it shall ignore all the corresponding fields.


If within a known Access Technology Type a receiver recognizes an unknown field it shall ignore it.


See more details about error handling of MS radio access capability in 3GPP TS 48.018 [86].

-
Due to shared radio frequency channel numbers between 1800 and 1900, the mobile should provide the relevant MS Radio Access capability for either 1800 band OR 1900 band, not both.

Table 10.5.146/3GPP TS 24.008: Mobile Station Radio Access Capability Information Element

< MS Radio Access capability IE > ::=

<MS Radio Access capability IEI :  00100100 >

<Length of MS RA capability: <octet>> 
-- length in octets of MS RA capability value part and spare bits 

<MS RA capability  value part : < MS RA capability  value part struct >>

<spare bits>**; -- may be used for future enhancements

<MS RA capability  value part struct >::=  --recursive structure allows any number of Access technologies
< Access Technology Type: bit (4) >

< Access capabilities : <Access capabilities struct> >

{ 0 | 1 <MS RA capability  value part struct> } ;

< Access capabilities struct > ::=


< Length : bit (7) > -- length in bits of Content and spare bits


<Access capabilities : <Content>> 


<spare bits>** ; -- expands to the indicated length




  -- may be used for future enhancements

< Content > ::=


< RF Power Capability : bit (3) >

{ 0 | 1 <A5 bits : <A5 bits> > } 
-- zero means that the same values apply for parameters as in the immediately preceeding Access capabilities field within this IE

    









-- The presence of the A5 bits is mandatory in the 1st Access capabilities struct within this IE.

< ES IND : bit >

< PS : bit >


< VGCS : bit >


< VBS : bit >


{ 0 | 1 < Multislot capability : Multislot capability struct > } -- zero means that the same values for multislot parameters as given in an earlier Access capabilities field within this IE apply also here

-- Additions in release 99

{ 0 | 1 < 8PSK Power Capability : bit(2) >} -- '1' also means 8PSK modulation capability in uplink.


< COMPACT Interference Measurement Capability : bit >

< Revision Level Indicator : bit >


< UMTS FDD Radio Access Technology Capability : bit > 



   -- 3G RAT

< UMTS 3.84 Mcps TDD Radio Access Technology Capability : bit > 
   -- 3G RAT

< CDMA 2000 Radio Access Technology Capability : bit > 



   -- 3G RAT


< UMTS 1.28 Mcps TDD Radio Access Technology Capability: bit >    -- 3G RAT

-- Additions in release 4

< GERAN Feature Package 1 : bit >


{ 0 | 1 < Extended DTM GPRS Multi Slot Class : bit(2) >




< Extended DTM EGPRS Multi Slot Class : bit(2) > }

< SPLIT_PG_CYCLE Response Capability : bit > ;


-- error: struct too short, assume features do not exist


      -- error: struct too long, ignore data and jump to next Access technology

Table 10.5.146/3GPP TS 24.008 (continued): Mobile Station Radio Access Capability IE

	< Multislot capability struct > ::=

{ 0 | 1 < HSCSD multislot class : bit (5) > }

{ 0 | 1 < GPRS multislot class : bit (5) > < GPRS Extended Dynamic Allocation Capability : bit > }


{ 0 | 1 < SMS_VALUE : bit (4)  > < SM_VALUE : bit (4)  > }

-- Additions in release 99

{ 0 | 1 < ECSD multislot class : bit (5) > }

{ 0 | 1 < EGPRS multislot class : bit (5) > < EGPRS Extended Dynamic Allocation 
Capability : bit > }


{0 | 1
< DTM GPRS Multi Slot Class: bit(2)>




<MAC Mode Support : bit>




{0 | 1 <EGPRS DTM Multi Slot Class : bit(2)> } } ;


-- error: struct too short, assume features do not exist

<A5 bits> ::= < A5/1 : bit> <A5/2 : bit> <A5/3 : bit> <A5/4 : bit> <A5/5 : bit> <A5/6 : bit> <A5/7 : bit>; -- bits for circuit mode ciphering algorithms
Access Technology Type
This field indicates the access technology type to be associated with the following access capabilities.

Bits
4 3 2 1
0 0 0 0 
GSM P
0 0 0 1 
GSM E  --note that GSM E covers GSM P
0 0 1 0 
GSM R  --note that GSM R covers GSM E and GSM P
0 0 1 1 
GSM 1800
0 1 0 0 
GSM 1900
0 1 0 1 
GSM 450
0 1 1 0 
GSM 480
0 1 1 1 
GSM 850

1 0 0 0      GSM 700

All other values are treated as unknown by the receiver.


RF Power Capability
This field is coded as radio capability in Classmark 3 for the indicated band: it contains the binary coding of he power class associated (see 3GPP TS 45.005 [33] paragraph 4.1 output power and paragraph 4.1.1 Mobile Station). 

8PSK Power Capability
If 8-PSK modulation is supported for uplink, this field indicates the radio capability for 8‑PSK modulation. The following coding is used (see 3GPP TS 45.005 [33]):

Bits
2 1



0 0

Reserved



0 1

Power class E1



1 0

Power class E2



1 1

Power class E3

A5/1 
0
encryption algorithm A5/1 not available
1
encryption algorithm A5/1 available

A5/2 
0
encryption algorithm A5/2 not available
1
encryption algorithm A5/2 available

A5/3 
0
encryption algorithm A5/3 not available
1
encryption algorithm A5/3 available

A5/4 
0
encryption algorithm A5/4 not available
1
encryption algorithm A5/4 available

A5/5 
0
encryption algorithm A5/5 not available
1
encryption algorithm A5/5 available

A5/6 
0
encryption algorithm A5/6 not available
1
encryption algorithm A5/6 available

A5/7 
0
encryption algorithm A5/7 not available
1
encryption algorithm A5/7 available

ES IND – (Controlled early Classmark Sending)

0
"controlled early Classmark Sending" option is not implemented 

1
"controlled early Classmark Sending" option is  implemented


Table 10.5.146/3GPP TS 24.008 (concluded): Mobile Station Radio Access Capability Information Element

	PS – (Pseudo Synchronisation)
0 
PS capability not present
1
PS capability present 

VGCS – (Voice Group Call Service)
0 
no VGCS capability or no notifications wanted
1
VGCS capability and notifications wanted.
VBS – (Voice Broadcast Service)
0 
no VBS capability or no notifications wanted

1
VBS capability and notifications wanted

HSCSD Multi Slot Class 
The Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].
Range 1 to 18, all other values are reserved.
GPRS Multi Slot Class
The GPRS Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].

-- Additions in release 99
ECSD Multi Slot Class 
The presence of this field indicates ECSD capability. Whether the MS is capable of 8-PSK modulation in uplink is indicated by the presence of 8-PSK Power Capability field. The Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].
Range 1 to 18, all other values are reserved. 

EGPRS Multi Slot Class
The presence of this field indicates EGPRS capability. Whether the MS is capable of 8-PSK modulation in uplink is indicated by the presence of 8-PSK Power Capability field. The EGPRS Multi Slot Class field is coded as the binary representation of the multislot class defined in 3GPP TS 45.002 [32].


GPRS Extended Dynamic Allocation Capability
0     Extended Dynamic Allocation Capability for GPRS is not implemented
1     Extended Dynamic Allocation Capability for GPRS is implemented

EGPRS Extended Dynamic Allocation Capability
0     Extended Dynamic Allocation Capability for EGPRS is not implemented
1     Extended Dynamic Allocation Capability for EGPRS is implemented

SMS_VALUE (Switch-Measure-Switch) (4 bit field)
The SMS field indicates the time needed for the mobile station to switch from one radio channel to another, perform a neighbor cell power measurement, and the switch from that radio channel to another radio channel.

Bits
4 3 2 1

0 0 0 0

1/4 timeslot (~144 microseconds)
0 0 0 1

2/4 timeslot (~288 microseconds)
0 0 1 0

3/4 timeslot (~433 microseconds)
 . . .
1 1 1 1

16/4 timeslot (~2307 microseconds)

(SM_VALUE) Switch-Measure  (4 bit field)
The SM field indicates the time needed for the mobile station to switch from one radio channel to another and perform a neighbour cell power measurement.

Bits
4 3 2 1
0 0 0 0

1/4 timeslot (~144 microseconds)
0 0 0 1

2/4 timeslot (~288 microseconds)
0 0 1 0

3/4 timeslot (~433 microseconds)
 . . .
1 1 1 1

16/4 timeslot (~2307 microseconds)




	DTM GPRS Multi Slot Class (2 bit field) 
This field indicates the GPRS DTM multislot capabilities of the MS. It is coded as follows:

Bits
2 1
0 0

Multislot class 1 supported
0 1

Multislot class 5 supported
1 0

Multislot class 9 supported
1 1

Reserved for future extension. If received, the network shall interpret this as ‘00’ 

MAC Mode Support  (1 bit field)
This field indicates whether the MS supports Dynamic and Fixed Allocation or only supports Exclusive Allocation

Bits
1
0

Dynamic and Fixed Allocation not supported
1

Dynamic and Fixed allocation supported

EGPRS DTM Multi Slot Class (2 bit field)
This field indicates the EGPRS DTM multislot capabilities of the MS. This field shall be included only if the mobile station supports EGPRS DTM. This field is coded as the DTM GPRS multislot Class field.

COMPACT Interference Measurement Capability


0  COMPACT Interference Measurement Capability is not implemented


1  COMPACT Interference Measurement Capability is implemented

Revision Level Indicator(1 bit field)

Bit
0

The ME is Release ’98 or older
1

The ME is Release ’99 onwards

UMTS FDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS FDD not supported

1

UMTS FDD supported

UMTS 3.84 Mcps TDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS 3.84 Mcps TDD not supported

1

UMTS 3.84 Mcps TDD supported

CDMA 2000 Radio Access Technology Capability (1 bit field)

Bit

0

CDMA2000 not supported

1

CDMA2000 supported

UMTS 1.28 Mcps TDD Radio Access Technology Capability (1 bit field)

Bit

0

UMTS 1.28 Mcps TDD not supported

1

UMTS 1.28 Mcps TDD supported

GERAN Feature Package 1 (1 bit field)

This field indicates whether the MS supports the GERAN Feature Package 1 (see 3GPP TS 44.060). It is coded as follows:

0

GERAN feature package 1 not supported.
1

GERAN feature package 1 supported.

Extended GPRS DTM Multi Slot Class (2 bit field)

This field indicates the extended GPRS DTM capabilities of the MS and shall be interpreted in conjunction with the GPRS DTM Multi Slot Class field. It is coded as follows, where ‘DGMSC’ denotes the DTM GPRS  multislot class field:

DGMSC Bit
2 1

Bit
2 1




0 0


0 0

Multislot class 2 supported





0 0


0 1

Multislot class 3 supported





0 0


1 0

Multislot class 4 supported





0 0


1 1

Multislot class 8 supported





0 1


0 0

Multislot class 5 supported





0 1


0 1

Multislot class 6 supported





0 1


1 0

Multislot class 7 supported





0 1


1 1

Spare. If received, the network shall interpret it as ’01 00’.





1 0


0 0

Multislot class 9 supported





1 0


0 1

Multislot class 10 supported





1 0


1 0

Multislot class 11 supported





1 0


1 1

Multislot class 12 supported

The presence of this field indicates that the MS supports combined fullrate and halfrate GPRS channels in the downlink. When this field is not present, the MS supports the multislot class indicated by the DTM GPRS Multi Slot Class field.

Extended EGPRS DTM Multislot Class (2 bit field)

This field is not considered when the EGPRS DTM Multislot Class field is not included. This field indicates the extended EGPRS DTM multislot capabilities of the MS and shall be interpreted in conjunction with the EGPRS DTM Multislot Class field. This field is coded as the Extended DTM GPRS Multislot Class field. The presence of this field indicates that the MS supports combined fullrate and halfrate GPRS channels in the downlink. When this field is not present, the MS supports the multislot class indicated by the DTM GPRS Multi Slot Class field.
SPLIT_PG_CYCLE Response Capability (1 bit field)

Bit

0

SPLIT_PG_CYCLE Response not supported

1

SPLIT_PG_CYCLE Response supported




***  Section Included for Information Only  ***

10.5.5.6
DRX parameter

The purpose of the DRX parameter information element is to indicate whether the MS uses DRX mode or not.

The DRX parameter is a type 3 information element with a length of 3 octets.

The value part of a DRX parameter information element is coded as shown in table 10.5.139/3GPP TS 24.008.

	8
	7
	6
	5
	4
	3
	2
	1
	

	DRX parameter IEI
	octet 1

	SPLIT PG CYCLE CODE
	octet 2

	CN Specific DRX cycle length coefficient
	SPLIT on CCCH
	non-DRX

timer
	octet 3


Figure 10.5.122/3GPP TS 24.008: DRX parameter information element

Table 10.5.139/3GPP TS 24.008: DRX parameter information element

	SPLIT PG CYCLE CODE, octet 2

	The octet contains the binary coded value of the SPLIT PG CYCLE CODE. The SPLIT PG CYCLE value is derived from the SPLIT PG CYCLE CODE as follows:

	
	

	0
	704 (equivalent to no DRX)

	1 to 64
	1 to 64, respectively

	65
	71

	66
	72

	67
	74

	68
	75

	69
	77

	70
	79

	71
	80

	72
	83

	73
	86

	74
	88

	75
	90

	76
	92

	77
	96

	78
	101

	79
	103

	80
	107

	81
	112

	82
	116

	83
	118

	84
	128

	85
	141

	86
	144

	87
	150

	88
	160

	89
	171

	90
	176

	91
	192

	92
	214

	93
	224

	94
	235

	95
	256

	96
	288

	97
	320

	98
	352

	
	

	All other values are reserved and shall be interpreted as 1 by this version of the protocol.

	

	SPLIT on CCCH, octet 3 (bit 4)

	

	0
	
	
	
	Split pg cycle on CCCH is not supported by the mobile station

	1
	
	
	
	Split pg cycle on CCCH is supported by the mobile station

	

	non-DRX timer, octet 3

	bit

	3
	2
	1
	
	

	0
	0
	0
	
	no non-DRX mode after transfer state

	0
	0
	1
	
	max.  1 sec non-DRX mode after transfer state

	0
	1
	0
	
	max.  2 sec non-DRX mode after transfer state

	0
	1
	1
	
	max.  4 sec non-DRX mode after transfer state

	1
	0
	0
	
	max.  8 sec non-DRX mode after transfer state

	1
	0
	1
	
	max. 16 sec non-DRX mode after transfer state

	1
	1
	0
	
	max. 32 sec non-DRX mode after transfer state

	1
	1
	1
	
	max. 64 sec non-DRX mode after transfer state

	

	CN Specific DRX cycle length coefficient, octet 3

bit

	8
	7
	6
	5
	UMTS specific

	0
	0
	0
	0
	CN Specific DRX cycle length coefficient not specified by the MS, ie. the system information value 'CN domain specific DRX cycle length' is used. (Ref 3GPP TS 25.331)

	0
	1
	1
	0
	CN Specific DRX cycle length coefficient 6

	0
	1
	1
	1
	CN Specific DRX cycle length coefficient 7

	1
	0
	0
	0
	CN Specific DRX cycle length coefficient 8

	1
	0
	0
	1
	CN Specific DRX cycle length coefficient 9

	

	All other values shall be interpreted as "CN Specific DRX cycle length coefficient not specified by the MS " by this version of the protocol.

	

	NOTE:
In UMTS this field (octet 3 bits 8 to 5) is used, but was spare in earlier versions of this protocol.

	


***  New Section  ***

10.5.5.23
SPLIT_PG_CYCLE Response

The purpose of the SPLIT_PG_CYCLE Response information element is for the SGSN to indicate to the MS, which SPLIT_PG_CYCLE Code it shall use.

The SPLIT_PG_CYCLE Response  is a type 4 information element with a length of 3 octets.

The value part of a SPLIT_PG_CYCLE Response  information element is coded as shown in table 10.5.154/3GPP TS 24.008.

	8
	7
	6
	5
	4
	3
	2
	1
	

	SPLIT_PG_CYCLE Response IEI
	octet 1

	Length of SPIT_PG_CYCLE Response contents
	octet 2

	SPLIT PG CYCLE Response Code
	octet 3


Figure 10.5.136/3GPP TS 24.008: SPLIT_PG_CYCLE Response information element

Table 10.5.154/3GPP TS 24.008: SPLIT_PG_CYCLE Response information element

	SPLIT PG CYCLE RESPONSE, octet 3

	The octet contains the binary coded value of the SPLIT PG CYCLE RESPONSE. The SPLIT PG CYCLE value is derived from the SPLIT PG CYCLE CODE as follows:

	
	

	0
	704 (equivalent to no DRX)

	1 to 64
	1 to 64, respectively

	65
	71

	66
	72

	67
	74

	68
	75

	69
	77

	70
	79

	71
	80

	72
	83

	73
	86

	74
	88

	75
	90

	76
	92

	77
	96

	78
	101

	79
	103

	80
	107

	81
	112

	82
	116

	83
	118

	84
	128

	85
	141

	86
	144

	87
	150

	88
	160

	89
	171

	90
	176

	91
	192

	92
	214

	93
	224

	94
	235

	95
	256

	96
	288

	97
	320

	98
	352

	
	

	All other values are reserved and shall be interpreted as 1 by this version of the protocol.
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