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1ST PROPOSED CHANGE
3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

Header: 

Editor's note: To be provided.

Option-tag: unique identifiers used to designate new options in SIP
These tags are used in Require, Supported and Unsupported header fields.

Editor's note: Text extracted from RFC2543bis, but not specified as a definition.

Redirect server: a server that accepts a SIP request, maps the address into zero or more new addresses and returns these addresses to the client
Unlike a proxy server, it does not initiate its own SIP request. Unlike a user agent server , it does not accept calls.

Editor's note: Previous version of this definition was in the bis draft, but has now been removed. Requires further study as to whether there is a more preferred term.
Status-code: a 3-digit integer result code that indicates the outcome of the attempt to understand and satisfy the request

Editor's note: Text extracted from RFC2543bis, but not specified as a definition.
For the purposes of the present document, the following terms and definitions given in RFC 2543bis [20] (Editor's note – working title) apply.

Back-to-Back User Agent (B2BUA)

Client

Dialog

Method

Proxy, proxy server

Registrar

Server

Session

(SIP) transaction

Stateful proxy

Stateless proxy

User agent client (UAC)

User agent server (UAS)

User agent (UA)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.002 [2] subclause 4a.7 apply:

Breakout Gateway Control Function (BGCF)

Call Session Control Function (CSCF)

Media Gateway Control Function (MGCF)

Media Resource Function Controller (MRFC)

For the purposes of the present document, the following terms and definitions given in 3GPP TS 23.228 [7] subclause 4.3.3.1 and subclause 4.6 apply:

Interrogating-CSCF (I-CSCF)

Private user identity

Proxy-CSCF (P-CSCF)

Public user identity

Serving-CSCF (S-CSCF)

For the purposes of the present document, the following terms and definitions given in 3GPP TR 21.905 [1] apply:

User Equipment (UE)
3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

1xx
A status-code in the range 101 through 199, and excluding 100

2xx
A status-code in the range 200 through 299

AS
Application Server

AUTN
Authentication TokeN

B2BUA
Back-to-Back User Agent

BGCF
Breakout Gateway Control Function

c
conditional

CK
Ciphering Key

CN
Core Network

CSCF
Call Session Control Function

DNS
Domain Name System

FQDN
Fully Qualified Domain Name

i
irrelevant

I-CSCF
Interrogating CSCF

IK
Integrity Key

IM
IP Multimedia

IP
Internet Protocol

ISC
IP multimedia Subsystem Service Control

m
mandatory

MAC
Message Authentication Code

MGCF
Media Gateway Control Function

MRFC
Media Resource Function Controller

n/a
not applicable

o
optional

P-CSCF
Proxy CSCF

PDU
Protocol Data Unit

RAND
RANDom challenge

RES
RESponse

RTP
Real-time Transport Protocol`

S-CSCF
Serving CSCF

SDP
Session Description Protocol

SIP
Session Initiation Protocol

SQN
SeQuence Number

UA
User Agent

UAC
User Agent Client

UAS
User Agent Server

UE
User Equipment

URI
Universal Resource Identifier

URL
Universal Resource Locator

x
prohibited


2ND PROPOSED CHANGE
4.1
Conformance of IM CN subsystem entities to SIP

SIP defines a number of roles which entities can implement in order to support capabilities. These roles are defined in annex A.

Each IM CN subsytem functional entity using an interface at the Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point, the Mr reference point and the Mw reference point, and also using the IP multimedia Subsystem Service Control (ISC) Interface, shall implement SIP, as defined by the referenced specifications in Annex A, and in accordance with the constraints and provisions specified in annex A, according to the following roles.

The Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point and the Mw reference point are defined in 3GPP TS 23.002 [2]

The Mr reference point is defined in 3GPP TS 23.228 [7].

The ISC interface is defined in 3GPP TS 23.228 [7] subclause 4.2.4.

-
The User Equipment (UE) shall provide the User Agent (UA) rolewith the exceptions and additional capabilities as described in subclause 5.1.

-
The P-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.2. When acting as the subscriber to or the recipient of event information, the P-CSCF shall provide the UA role, again with the exceptions and additional capabilities as described in subclause 5.2.

-
The I-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.3.

-
The S-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.4. The S-CSCF shall provide the UA role with the additional capabilities as described in subclause 5.4. The S-CSCF shall also act as a registrar, with the exceptions and additional capabilities as described in subclause 5.4. However, as the notifier of event information the S-CSCF shall provide the UA role, again with the exceptions and additional capabilities as described in subclause 5.4.

-
The BGCF shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.5.

-
The MGCF shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.6.

-
The AS, acting as terminating UA, or redirect server (as defined in 3GPP TS 23.218 [5]), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.2.

-
The AS, acting as originating UA (as defined in 3GPP TS 23.218 [5]), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.3.

-
The AS, acting as a SIP proxy (as defined in 3GPP TS 23.218 [5]), shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.7.4.

-
The AS, performing 3rd party call control (as defined in 3GPP TS 23.218 [5]), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.5.

-
The MRFC shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.8.

NOTE:
The allocated roles defined in this clause are the starting point of the requirements from the IETF SIP specifications, and are then the basis for the description of further requirements. Some of these extra requirements formally change the proxy role into a B2BUA. Thus, for example, a P-CSCF is a B2BUA in that it inspects and may modify SDP message bodies, and terminates Record-Route headers on behalf of the UA, but in all other respects other than those more completely described in subclause 5.2 it implements proxy requirements. Despite being a B2BUA a P-CSCF does not implement UA requirements from the IETF RFCs, except as indicated in this specification, e.g., relating to registration event subscription.
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