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	Reason for change:
(

	It is not clear, whether the MS shall attempt to obtain service on its HPLMN, if it has currently selected a VPLMN and the HPLMN is part of the current equivalent PLMN (ePLMN) list.

As per definition all PLMNs of the ePLMN list are equal to each other it is clarified that no attempt to obtain service on its HPLMN shall be started when roaming on a VPLMN and the HPLMN is part of the ePLMN list. This also allows that one operator runs two PLMNs in the same geographical area without the risk of a never ending ping pong between the VPLMN and the HPLMN if the HPLMN is configured as the low prio PLMN via the cell re-selection configuration.

	
	

	Summary of change:
(

	It is clarified, that even if the HPLMN is part of the ePLMN list, a MS which is camped on VPLMN shall NOT attempt to obtain service on its HPLMN.

	
	

	Consequences if 
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not approved:
	Ambiguous specification with the risk of different MS implementations.
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	Other comments:
(

	The existing sentence which deals with the ePLMN handling is restructure in order to be easier understandable and to avoid ambiguities.


4.4.3.3
In VPLMN

If the MS is in a VPLMN, the MS shall periodically attempt to obtain service on its HPLMN or higher priority PLMN listed in "user controlled PLMN selector" or "operator controlled PLMN selector" by scanning in accordance with the requirements that are applicable to i), ii) and iii) as defined in the Automatic Network Selection Mode in clause 4.4.3.1.1. In the case that the mobile has a stored “Equivalent PLMNs” list the mobile shall only select a PLMN if it is of a higher priority than those which are stored in the “Equivalent PLMNs” list and if it is of the same country as the current serving PLMN. If the HPLMN is part of the “Equivalent PLMNs” list, a MS in a VPLMN shall not periodically attempt to obtain service on its HPLMN. 
For this purpose, a value T minutes may be stored in the SIM, T is either in the range 6 minutes to 8 hours in 6 minute steps or it indicates that no periodic attempts shall be made. If no value is stored in the SIM, a default value of 60 minutes is used.

The attempts to access the HPLMN or higher priority PLMN shall be as specified below:

a)
The periodic attempts shall only be performed in automatic mode when the MS is roaming;

b)
After switch on, a period of at least 2 minutes and at most T minutes shall elapse before the first attempt is made;

c)
The MS shall make an attempt if the MS is on the VPLMN at time T after the last attempt;

d)
Periodic attempts shall only be performed by the MS while in idle mode;

e)
If the HPLMN or higher priority PLMN is not found, the MS shall remain on the VPLMN;

f) In steps i), ii) and iii) the MS shall limit its attempts to access higher priority PLMNs to PLMNs of the same country as the current serving VPLMN;

g) Only the priority levels of Equivalent PLMNs of the same country as the current serving VPLMN shall be taken into account to compare with the priority level of a selected PLMN.
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