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6.1
Procedures at the UE

Usage of SDP by the UE:

1.
An INVITE request generated by a UE may contain SDP payload. In case preconditions will be used for session setup then SDP payload shall be present. The SDP payload shall list the media streams that the offerer wishes to use at the same time, and the desired QoS for each offered media stream. 
Editor's Note: The requirements for SDP payload in the case of Optimised Voice Mode are FFS.
2.
The first 183 provisional response sent out shall contain the answer SDP payload. In the answer SDP payload the answerer shall indicate which offered media streams it has accepted, and the associated codecs that it wishes to use. 

3.
When UE sends out an 183 with SDP payload, it shall indicate the support for preconditions and in addition request confirmation for the result of the resource reservation at the originating end point.


4.
At any time, either endpoint shall be able to remove an accepted media stream. The answerer shall always accept an offer to remove a media stream.
5.
At any time, either endpoint may offer a new media stream or change the characteristics of an existing media stream by sending a new offer. The answerer may accept the new offer. If the new offer is not accepted the session stays unmodified. 
6.
If Resource Reservation has been finished before sending the 200 OK for INVITE, then it shall contain the SDP payload that reflects the reserved resources on the radio interface.

7.
During session establishment procedure, SIP messages shall only contain SDP payload if that is intended to modify the session description.
8.
For "video" and "audio" media types that utilize the RTP/RTCP, the UE shall specify the proposed bandwidth for each media stream utilizing the "b=" media descriptor in the SDP. For other media streams the "b=" media descriptor may be included. The value or absence of the "b=" parameter will affect the assigned QoS which is defined in 3GPP TS 29.208 [11].

9.
The UE shall include the DTMF media format at the end of the "m=" media descriptor in the SDP for audio media flows that support both audio codec and DTMF payloads in RTP packets as described in RFC 2833 [17].
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