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7.4.5
MT#1c

7.4.5.1
(MT#1c) Mobile termination, roaming, without I-CSCF in home network providing configuration independence, terminating UE is busy, and not able or not willing to answer the call (MO#2, S-S#2 assumed)

Figure 7.4.5.1 shows a termination procedure which applies to roaming subscribers when the home network operator does not desire to keep its internal configuration hidden from the visited network. The UE is located in a visited network, and determines the P-CSCF via the CSCF discovery procedure. During registration, the home network allocates the S-CSCF.

When registration is complete, S-CSCF knows the name/address of P-CSCF, and P-CSCF knows the name/address of the UE.
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Figure 7.4.5.1-1: MT#1c

Procedure MT#1c is as follows:

1.
INVITE (S-S to MT#1a) – see example in table 7.4.5.1-1

The calling party sends the INVITE request, via one of the origination procedures and via one of the S-CSCF to S-CSCF procedures, to the S-CSCF for the terminating subscriber.

Table 7.4.5.1-1: INVITE (S-S to MT#1c)

INVITE sip:+1-212-555-2222@home2.net;user=phone SIP/2.0

Via: SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

Max-Forwards: 67

Record-Route: sip:scscf1.home1.net;lr, sip:pcscf1.home1.net;lr
Route: sip:scscf2.home2.net;lr
Remote-Party-ID: "John Doe" <tel:+1-212-555-1111>;screen=yes

RPID-Privacy: privacy=off;party=calling 

From: "Alien Blaster" <sip:B36(SHA-1(user1_public1@home1.net; time=36123E5B; seq=72))@localhost>;tag=171828

To: sip:B36(SHA-1(+1-212-555-2222; time=36123E5B; seq=73))@localhost 

Call-ID: cb03a0s09a2sdfglkj490333 

Cseq: 127 INVITE 
Require: precondition

Supported: 100rel
Contact: sip:[5555::aaa:bbb:ccc:ddd]

Content-Type: application/sdp 

Content-Length: (…)

v=0

o=- 2987933615 2987933615 IN IP6 5555::aaa:bbb:ccc:ddd

s=-

c=IN IP6 5555::aaa:bbb:ccc:ddd 

t=907165275 0

m=audio 3456 RTP/AVP 97 3 96

b=AS:25.4
a=curr:qos local none

a=curr:qos remote none

a=des:qos mandatory local sendrecv

a=des:qos none remote sendrecv
a=rtpmap:97 AMR 

a=fmtp:97 mode-set=0,2,5,7; maxframes=2

a=rtpmap:96 G726-32/8000


2.
100 Trying (MT#1c to S-S) – see example in table 7.4.5.1-2

S-CSCF responds to the INVITE request (1) with a 100 Trying provisional response.

Table 7.4.5.1-2: 100 Trying (MT#1c to S-S)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

3.
Evaluation of initial filter criterias


S-CSCF validates the service profile of this subscriber, and evaluates the initial filter criterias.


4.
INVITE (S-CSCF to P-CSCF) – see example in table 7.4.5.1-4

S-CSCF remembers (from the registration procedure) the next hop CSCF for this UE. It forwards the INVITE to the P-CSCF.
S-CSCF examines the media parameters, and removes any choices that the destination subscriber does not have authority to request. For this example, assume the destination subscriber is not allowed stereo, so only a single audio stream is permitted.
Table 7.4.5.1-4: INVITE (S-CSCF to P-CSCF)

INVITE sip:[5555::eee:fff:aaa:bbb] SIP/2.0

Via: SIP/2.0/UDP scscf2.home1.net;branch=764z87.1, SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

Max-Forwards: 66

Route: sip:pcscf2.visited2.net;lr
Record-Route: sip:scscf2.home2.net;lr, sip:scscf1.home1.net;lr,

sip:pcscf1.home1.net;lr

Remote-Party-ID: 

RPID-Privacy:


From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported:

Contact: 

P-Called-Party-ID: <sip:+1-212-555-2222@home2.net;user=phone>

Content-Type: 

Content-Length: (…)

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=
a=

a=

a=
P-Called-Party-ID: 
Includes the dialled URL with its parameters

Route: 
Built from the Path header. 
Via:, Record-Route: 
S-CSCF adds itself 

5.
100 Trying (P-CSCF to S-CSCF) – see example in table 7.4.5.1-5

P-CSCF responds to the INVITE request (4) with a 100 Trying provisional response.

Table 7.4.5.1-5: 100 Trying (P-CSCF to S-CSCF)

SIP/2.0 100 Trying

Via: SIP/2.0/UDP scscf2.home1.net;branch=764z87.1, SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0

6.
INVITE (P-CSCF to UE) – see example in table 7.4.5.1-6

P-CSCF removes the Record-Route and Via headers, calculates the proper Route header to add to future requests, and saves that information without passing it to UE. P-CSCF forwards the INVITE request to the UE. 

Table 7.4.5.1-6: INVITE (P-CSCF to UE)

INVITE sip:[5555::eee:fff:aaa:bbb] SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=361k21.1



Max-Forwards: 65
Remote-Party-ID: 

RPID-Privacy: 
P-Media-Authorization: 0020000100100101706366322e78797a2e6e6574000c02013331533134363231

From: 

To: 

Call-ID: 

Cseq: 

Require:

Supported: 

Contact: 

Content-Type: 

Content-Length: 

v=

o=

s=

c=

t=

m=

b=

a=

a=

a=

a=
a=

a=

a=




Via:
P-CSCF removes the Via headers, and generates a locally unique token to identify the saves values. It inserts this as a branch value on its Via header.

P-Media-Authorization:
A P-CSCF generated authorization token. This particular example shows a Policy-Element generated by "pcf2.xyz.net" with credentials "31S14621".

7.
486 Busy Here (UE to P-CSCF) – see example in table 7.4.5.1-7

UE is contacted successfully but it is currently not willing or able to take additional sessions. The response MAY indicate a better time later to call in the Retry-After header. 

Table 7.4.5.1-7: 486 Busy Here (UE to P-CSCF)

SIP/2.0 486 Busy Here

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=361k21.1

From: 

To: sip:B36(SHA-1(+1-212-555-2222; time=36123E5B; seq=73))@localhost; tag=1234


Call-ID: 

CSeq: 

Retry-After:3600

Content-Length: 0

Retry-After:
A time period in seconds indicating how long the caller can try again.

8.
ACK (P-CSCF to UE) – see example in table 7.4.5.1-8

Upon receive the 486 response from the UE, P-CSCF sends ACK back to the UE.

Table 7.4.5.1-8: ACK (P-CSCF to UE)

ACK sip:[5555::eee:fff:aaa:bbb] SIP/2.0

Via: SIP/2.0/UDP pcscf2.visited2.net;branch=361k21.1

From:

To: 

Call-ID: 

CSeq: 

Content-Length: 0

9.
486 Busy Here (P-CSCF to S-CSCF) – see example in table 7.4.5.1-9

P-CSCF forwards the 486 response to the S-CSCF.

Table 7.4.5.1-9: 486 Busy Here (P-CSCF to S-CSCF)

SIP/2.0 486 Busy Here

Via: SIP/2.0/UDP scscf2.home1.net;branch=764z87.1, SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd])

From: 

To: sip:B36(SHA-1(+1-212-555-2222; time=36123E5B; seq=73))@localhost; tag=4321


Call-ID: 

CSeq: 

Retry-After:3600

Content-Length: 0

10.
ACK (S-CSCF to P-CSCF) – see example in table 7.4.5.1-10

S-CSCF sends ACK to the P-CSCF.

Table 7.4.5.1-10: ACK (S-CSCF to P-CSCF)

ACK sip:[5555::eee:fff:aaa:bbb] SIP/2.0

Via: SIP/2.0/UDP scscf2.home1.net;branch=764z87.1From: 

To: 

Call-ID: 

CSeq: 

Content-Length: 0



11.
486 Busy Here (MT#1c to S-S) – see example in table 7.4.5.1-11

S-CSCF forwards the 486 Busy Here response to the originator, per the S-CSCF to S-CSCF procedure. Also indicates the voice mail address of the callee.

Table 7.4.5.1-12: 486 Busy Here (MT#1c to S-S)

SIP/2.0 486 Busy Here

Via: SIP/2.0/UDP icscf2_s.home1.net;branch=871y12.1, SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

From: 

To: 


Call-ID: 

CSeq: 

Retry-After:3600

Content-Length: 0

12.
ACK (S-S to MT#1c) – see example in table 7.4.5.1-12

The S-CSCF of calling party responds to the 486 Busy Here response with an ACK request that is sent to S-CSCF via the S-CSCF to S-CSCF procedure.

Table 7.4.5.1-12: ACK (S-S to MT#1c)

ACK sip:[5555::eee:fff:aaa:bbb] SIP/2.0

Via: SIP/2.0/UDP scscf1.home1.net;branch=332b23.1, SIP/2.0/UDP pcscf1.home1.net;branch=431h23.1, SIP/2.0/UDP [5555::aaa:bbb:ccc:ddd]

From:

To: 

Call-ID: 

CSeq: 

Content-Length: 0

7.4.6
MT#2a

7.4.6.1
(MT#2a) Mobile termination, located in home network, terminating UE is busy, and not able or not willing to answer the call (MO#2, S-S#2 assumed)

Void.
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