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1.2
Definitions and abbreviations

For the purposes of the present document the abbreviations given in 3GPP TS 01.04 and 3GPP TS 21.905 apply.

(A/Gb mode only): 
Indicates this clause or subclause applies only to GSM system. For multi system case this is determined by the current serving radio access network.

( Iu mode only): Indicates this clause or subclause applies only to UMTS system. For multi system case this is determined by the current serving radio access network.

Acceptable Cell: This is a cell that the MS may camp on to make emergency calls. It must satisfy criteria which is defined for A/Gb mode in 3GPP TS 03.22 and for Iu mode in 3GPP TS 25.304.

Access Technology: The access technology associated with a PLMN. The MS uses this information to determine what type of radio carrier to search for when attempting to select a specific PLMN (e.g., GSM, UMTS or GSM COMPACT). A PLMN may support more than one access technology.

Allowable PLMN: In the case of a MS operating in MS operation mode A or B, this is a PLMN which is not in the list of “forbidden PLMNs” in the MS. 
In the case of a MS operating in MS operation mode C, this is a PLMN which is not in the list of “forbidden PLMNs” or in the list of "forbidden PLMNs for GPRS service"in the MS

Available PLMN: For A/Gb mode this is a PLMN where the MS has found a cell that satisfies certain conditions specified in 3GPP TS 03.22. For Iu mode this is a PLMN where the MS has found a cell that satisfies certain conditions specified in 3GPP TS 25.304.

Camped on a cell: The MS (ME if there is no SIM) has completed the cell selection/reselection process and has chosen a cell from which it plans to receive all available services. Note that the services may be limited, and that the PLMN may not be aware of the existence of the MS (ME) within the chosen cell.

Current serving cell: This is the cell on which the MS is camped.

CTS MS: An MS capable of CTS services is a CTS MS.

GPRS MS: An MS capable of GPRS services is a GPRS MS. 

MS operation mode
See GSM 03.60[27].
High quality signal: The high quality signal limit is used in the PLMN selection procedure. It is defined  in the appropriate AS specification: GSM TS 03.22 for the GSM radio access technology, 3G TS 25.304 for the UMTS radio access technology (FDD or TDD mode).

Home PLMN: This is a PLMN where the MCC and MNC of the PLMN identity match the MCC and MNC of the IMSI. Matching criteria are defined in Annex A.

In A/Gb mode,...: Indicates this paragraph applies only to GSM System. For multi system case this is determined by the current serving radio access network.

In Iu mode,...: Indicates this paragraph applies only to UMTS System. For multi system case this is determined by the current serving radio access network.

Localised Service Area (LSA): A localised service area consists of a cell or a number of cells. The cells constituting a LSA may not necessarily provide contiguous coverage. 

Location Registration (LR): An MS which is IMSI attached to non-GPRS services only performs location registration by the Location Updating procedure. A GPRS MS which is IMSI attached to GPRS services or to GPRS and non-GPRS services performs location registration by the Routing Area Update procedure only when in a network of network operation mode I. Both procedures are performed independently by the GPRS MS when it is IMSI attached to GPRS and non-GPRS services in a network of network operation mode II or III (see 3GPP TS 23.060). 

MS: Mobile Station. This specification makes no distinction between MS and UE.

Network Type: The network type associated with HPLMN or a PLMN on the PLMN selector (see GSM 11.11). The MS uses this information to determine what type of radio carrier to search for when attempting to select a specific PLMN. A PLMN may support more than one network type. 

Registered PLMN (RPLMN): This is the PLMN on which certain LR outcomes have occurred (see table 1).

Registration: This is the process of camping on a cell of the PLMN and doing any necessary LRs.

Registration Area: A registration area is an area in which mobile stations may roam without a need to perform location registration. The registration area corresponds to location area (LA) for performing location updating procedure and it corresponds to routing area for performing the routing area update procedure.

The PLMN to which a cell belongs (PLMN identity) is given in the system information transmitted on the BCCH (MCC + MNC part of LAI).

Selected PLMN: This is the PLMN that has been selected according to subclause 3.1, either manually or automatically.

SIM: Subscriber Identity Module (see 3GPP TS 02.17). This specification makes no distinction between SIM and USIM.

SoLSA exclusive access: Cells on which normal camping is allowed only for MS with Localised Service Area (LSA) subscription.

Suitable Cell: This is a cell on which an MS may camp. It must satisfy criteria which is defined for A/Gb mode in 3GPP TS 03.22  and for Iu mode in 3GPP TS 25.304.

Visited PLMN of home country: This is a PLMN, different from the home PLMN, where the MCC part of the PLMN identity is the same as the MCC of the IMSI.

Visited PLMN: This is a PLMN, different from the home PLMN.

4.4.3
PLMN selection

The registration on the selected PLMN and the location registration are only necessary if the MS is capable of services which require registration. Otherwise, the PLMN selection procedures are performed without registration.

The “HPLMN Selector with Access Technology”, “User Controlled PLMN Selector with Access Technology” and “Operator Controlled PLMN Selector with Access Technology” data fields in the SIM include associated access technologies for each PLMN entry, see GSM 11.11 [32]. The PLMN/access technology combinations are listed in priority order. If an entry includes more than one access technology, then no priority is defined for the preferred access technology and the priority is an implementation issue. The Access Technology information allows the MS to decide on which Access Technology to start the PLMN search, but it shall not be used as a priority criterion during the PLMN selection by the MS. 
The Mobile Equipment stores a list of "equivalent PLMNs". This list is replaced or deleted at the end of each location update procedure, routing area update procedure and GPRS attach procedure. The stored list consists of a list of equivalent PLMNs as downloaded by the network plus the PLMN code of the network that downloaded the list. All PLMNs in the stored list are regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover.

The MS shall not use the PLMN codes contained in the “HPLMN Selector with Access Technology” data field.

NOTE:
To allow provision for multiple HPLMN codes, the HPLMN access technologies are stored on the SIM together with PLMN codes. This version of the specification does not support multiple HLPMN codes and the “HPLMN Selector with Access Technology” data field is only used by the MS to get the HPLMN access technologies. The HPLMN code is the PLMN code included in the IMSI.

NOTE:
Different GSM frequency bands (eg. 900, 1800, 1900, 400) are all considered GSM access technology. An MS supporting more than one band should scan all the bands it’s supports when scanning for GSM frequencies. However GSM COMPACT systems which use GSM frequency bands but with the CBPCCH broadcast channel are considered as a separate access technology from GSM.

4.4.3.1
At switch‑on or recovery from lack of coverage

At switch on, or following recovery from lack of coverage,the MS selects the registered PLMN or equivalent PLMN (if it is available) using all access technologies that the MS is capable of and if necessary (in the case of recovery from lack of coverage, see subclause 4.5.2) attempts to perform a Location Registration.

EXCEPTION: In A/Gb mode or GSM COMPACT, an MS with voice capability, shall not search for CPBCCH carriers, unless the “RPLMN Last Used Access Technology” field is available in the SIM and indicates GSM COMPACT. In A/Gb mode or GSM COMPACT, an MS not supporting packet services shall not search for CPBCCH carriers.

If successful registration is achieved, the MS indicates the selected PLMN.

If there is no registered PLMN, or if registration is not possible due to the PLMN being unavailable or registration failure, the MS follows one of the following two procedures depending on its operating mode.

EXCEPTION: If registration is not possible on recovery from lack of coverage due to the registered PLMN being unavailable, a MS attached to GPRS services may, optionally, continue looking for the registered PLMN for an implementation dependent time.

NOTE 1:
A MS attached to GPRS services should use the above exception only if one or more PDP contexts are currently active.

4.4.3.1.1
Automatic Network Selection Mode Procedure

The MS selects and attempts registration on other PLMNs, if available and allowable, in the following order:

i)
HPLMN (if not previously selected);

ii)
 each PLMN in the "User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iii)
each PLMN in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iv)
other PLMN/access technology combinations with received high quality signal in random order;

v)
other PLMN/access technology combinations in order of decreasing signal quality.

When following the above procedure the following requirements apply:

a)
In A/Gb mode or GSM COMPACT, an MS with voice capability shall ignore PLMNs for which the MS has identified at least one cell that do not offer voice service. (In A/Gb mode, this is indicated by the CELL_BAR_QUALIFY_2 parameter).

b)
In A/Gb mode or GSM COMPACT, an MS with voice capability , or an MS not supporting packet services shall not search for CPBCCH carriers.

c)
In ii and iii, the MS may start its search  for the PLMN with the access technology or access technologies associated with the PLMN in the appropriate PLMN Selector with Access Technology list (User Controlled  or Operator Controlled selector list). The access technology information shall not be used as a priority criterion for the PLMN selection by the MS, but only as a criterion for the decision on which radio access technology to start the search. An MS using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead use the “PLMN Selector” data field, for each PLMN in the “PLMN Selector” data field, the MS shall search for all access technologies it is capable of and shall assume GSM access technology as the first radio access technology to start with.

d)
In iv and v, the MS shall search for all access technologies it is capable of, before deciding which PLMN to select.

e)
In ii, and iii, a packet only MS which supports GSM COMPACT, but using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead use the “PLMN Selector” data field, for each PLMN in the “PLMN Selector” data field, the MS shall search for all access technologies it is capable of and shall assume GSM COMPACT access technology as the lowest priority radio access technology.

f)
In i, the MS shall search for all access technologies it is capable of. The MS shall start its search using the access technologies stored in the “HPLMN Selector with Access Technology” data field on the SIM in priority order as defined in section 4.4.3 (i.e. the PLMN/access technology combinations are listed in priority order, if an entry includes more than one access technology then no priority is defined for the preferred access technology and the priority is an implementation issue).

g)
In i, an MS using a SIM without access technology information storage (i.e. the “HPLMN Selector with Access Technology” data field is not present) shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology. A packet only MS which supports GSM COMPACT using a SIM without access technology information storage shall also assume GSM COMPACT access technology as the lowest priority radio access technology.

h)
In v, the MS shall order the PLMN/access technology combinations in order of decreasing signal quality within each access technology. The order between PLMN/access technology combinations with different access technologies is an MS implementation issue.
NOTE:
Requirements a) and b) apply also to requirement d), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if capable of GSM COMPACT. 

NOTE:
Requirements a) and b) apply also to requirement f), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if this is the only access technology on the “HPLMN Selector with Access Technology” data field on the SIM. Also PLMNs not offering voice services should be ignored by voice capable GSM mobiles.

NOTE:
High quality signal is defined in the appropriate AS specification.

If successful registration is achieved, the MS indicates the selected PLMN.

If registration cannot be achieved because no PLMNs are available and allowable, the MS indicates "no service" to the user, waits until a new PLMN is available and allowable and then repeats the procedure.

If there were one or more PLMNs which were available and allowable, but an LR failure made registration on those PLMNs unsuccessful or an entry in the “forbidden LAs for regional provision of service” list prevented a registration attempt, the MS selects the first such PLMN again and enters a limited service state.

4.4.3.1.2
Manual Network Selection Mode Procedure

The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).

If displayed, PLMNs meeting the criteria above are presented in the following order:

i)-
HPLMN;

ii)-
PLMNs contained in the " User Controlled PLMN Selector with Access Technology " data field in the SIM (in priority order);

iii)- PLMNs contained in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iv)- other PLMN/access technology combinations with received high quality signal in random order;

v)-
other PLMN/access technology combinations in order of decreasing signal quality.

In ii and iii, an MS using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead present the PLMNs contained in the “PLMN Selector” data field in the SIM (in priority order).

In v, requirement h) in section 4.4.3.1.1 applies.

In A/Gb mode or GSM COMPACT, if a PLMN does not support voice services then this shall be indicated to the user.

The user may select his desired PLMN and the MS then initiates registration on this PLMN using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order. (This may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the “forbidden LAs for roaming”, “forbidden LAs for regional provision of service”, "forbidden PLMNs for GPRS service" and “forbidden PLMNs” lists. 

NOTE:
It is an MS implementation option whether to indicate access technologies to the user. If the MS does display access technologies, then the access technology used should be the access technology chosen by the user for that PLMN. If the MS does not display access technologies, then the access technology chosen for a particular PLMN should be the highest priority available access technology for that PLMN, if the associated access technologies have a priority order.

If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

NOTE:
High quality signal is defined in the appropriate AS specification.

4.4.3.2
User reselection

At any time the user may request the MS to initiate reselection and registration onto an available PLMN, according to the following procedures, dependent upon the operating mode.

4.4.3.2.1
Automatic Network Selection Mode

The MS selects and attempts registration on PLMNs, if available and allowable, in all of its bands of operation in accordance with the following order:

i)
HPLMN;

ii)
PLMNs contained in the " User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order) excluding the previously selected PLMN;

iii)
PLMNs contained in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order) excluding the previously selected PLMN;

iv)
other PLMN/access technology combinations with the received high quality signal in random order excluding the previously selected PLMN;

v)
other PLMN/access technology combinations, excluding the previously selected PLMN in order of decreasing signal quality or, alternatively, the previously selected PLMN may be chosen ignoring its signal quality;

vi)
The previously selected PLMN.

The previously selected PLMN is the PLMN which the MS has selected prior to the start of the user reselection procedure.

NOTE:
 If the previously selected PLMN is chosen, and registration has not been attempted on any other PLMNs, then the MS is already registered on the PLMN, and so registration is not necessary.

When following the above procedure the requirements a), b), c), e), f), g), h) in section 4.4.3.1.1 apply: Requirement d) shall apply as shown below:

d)
In iv, v, and vi, the MS shall search for all access technologies it is capable of before deciding which PLMN to select.

NOTE: 
High quality signal is defined in the appropriate AS specification.

4.4.3.2.2
Manual Network Selection Mode

The Manual Network Selection Mode Procedure of subclause 4.4.3.1.2 is followed.

4.4.3.3
In VPLMN

If the MS is in a VPLMN, the MS shall periodically attempt to obtain service on its HPLMN or higher priority PLMN listed in "user controlled PLMN selector" or "operator controlled PLMN selector" by scanning in accordance with the requirements that are applicable to i), ii) and iii) as defined in the Automatic Network Selection Mode in clause 4.4.3.1.1. In the case that the mobile has a stored “Equivalent PLMNs” list the mobile shall only select a PLMN if it is of a higher priority than those of the same country as the current serving PLMN which are stored in the “Equivalent PLMNs” list. For this purpose, a value T minutes may be stored in the SIM, T is either in the range 6 minutes to 8 hours in 6 minute steps or it indicates that no periodic attempts shall be made. If no value is stored in the SIM, a default value of 60 minutes is used.

The attempts to access the HPLMN or higher priority PLMN shall be as specified below:

a)
The periodic attempts shall only be performed in automatic mode when the MS is roaming;

b)
After switch on, a period of at least 2 minutes and at most T minutes shall elapse before the first attempt is made;

c)
The MS shall make an attempt if the MS is on the VPLMN at time T after the last attempt;

d)
Periodic attempts shall only be performed by the MS while in idle mode;

e)
If the HPLMN or higher priority PLMN is not found, the MS shall remain on the VPLMN;

f) In steps i), ii) and iii) the MS shall limit its attempts to access higher priority PLMNs to PLMNs of the same country as the current serving VPLMN;

g) Only the priority levels of Equivalent PLMNs of the same country as the current serving VPLMN shall be taken into account to compare with the priority level of a selected PLMN.

4.4.3.4
Investigation Scan for higher prioritized PLMN

The support of this procedure is mandatory if the ME supports GSM COMPACT and otherwise optional.

A MS capable of both GSM voice and packet service shall, when indicated in the SIM, investigate if there is service from a higher prioritized PLMN not offering GSM voice service, either HPLMN or a PLMN in a "PLMN Selector with Access Technology " data field on the SIM.

The MS shall scan  for PLMNs in accordance with the requirements described for automatic network selection mode in subclause 4.4.3.1.1 that are applicable to i), ii) and iii) with the exception of requirement a) and b) in subclause 4.4.3.1. Requirement a) and b) that are specified for automatic network selection mode in subclause 4.4.3.1 shall be ignored during the investigation scan. 

If indicated on the SIM, the investigation scan shall be performed:

i) After each successful PLMN selection and registration is completed, when the MS is in idle mode. This investigation scan may rely on the information from the already performed PLMN selection and may not necessarily require a rescan

ii) When the MS is unable to obtain normal service from a PLMN, (limited service state) see subclause 3.5. 

The investigation scan is restricted to automatic selection mode and shall only be performed by an MS that is capable of both voice and packet data. It shall only be performed if the selected PLMN is not already the highest prioritized PLMN in the current country. (HPLMN in home country, otherwise according to PLMN selector lists)

The MS shall return to RPLMN after the investigation scan is performed.

If a higher prioritized PLMN not offering GSM voice service is found, this shall be indicated to the user. The MS shall not select the PLMN unless requested by the user.

4.4.4
Abnormal cases

If there is no SIM in the MS, if there is an authentication failure, or if the MS receives an "IMSI unknown in HLR", "illegal ME" or "illegal MS" response to an LR request, then effectively there is no selected PLMN ("No SIM" state). In these cases, the states of the cell selection process are such that no PLMN selection information is used. No further attempts at registration on any PLMN are made until the MS is switched off and on again, or a SIM is inserted.

When in Automatic Network Selection mode and the MS is in the "not updated" state with one or more suitable cells to camp on; then after  the maximum allowed unsuccessful LR requests (controlled by the specific attempt counters) the MS may continue (or start if it is not running) the user reselection procedure of 4.4.3.2 1.

4.4.5
Roaming not allowed in this LA

If in either PLMN selection mode the LR response "Roaming not allowed in this LA" is received:


The PLMN Automatic or Manual Mode Selection Procedure of subclause 4.4.3.1 are followed, depending on whether the MS is in automatic or manual mode.

Annex: 
Discussion paper on the role of the associate RAT information in the PLMN selection

Analysis

The analysis is based on an example with the following configuration:

The preferred PLMN list with associated RAT has the following content:

	
	PLMN ID
	RAT

	1
	PLMN_A
	UMTS

	2
	PLMN_B
	GSM

	3
	PLMN_A
	GSM

	4
	PLMN_B
	UMTS


The following PLMNs are available at the current geographic position of the MS: 

	
	PLMN ID
	RAT

	1
	PLMN_B
	UMTS 

	2
	PLMN_B
	GSM

	3
	PLMN_A
	GSM


As the PLMN with the highest priority has as associated RAT UMTS, the MS will start it's search by scanning the UMTS bands. 

23.122 sec. 4.4.3.1.1:

"....

c)
In ii and iii, the MS should limit its search  for the PLMN to the access technology or access technologies associated with the PLMN in the appropriate PLMN Selector with Access Technology list (User Controlled  or Operator Controlled selector list).

...."

The result of that search will be that PLMN_B is available in UMTS. 

Here the first question comes up: 
What is the condition that the MS may limit its search on one RAT?

One possible interpretation of the current definitions would be that the MS may now select PLMN_BUMTS without any further investigation on the GSM RAT. 

The other a bit more strict interpretation is that it may only limit it's search to UMTS if it has found PLMN_AUMTS. As this is not the case it must search also on GSM. The result of the search on GSM is that PLMN_BGSM and PLMN_AGSM are available. 

Now the second questions comes up: 
Is the associated RAT given in the preferred lists a priority criteria for the determination of the highest prior PLMN?

PLMN_BUMTS,  PLMN_BGSM, and PLMN_AGSM are available.

If the RAT is not used as a priority criteria, PLMN_AGSM must be chosen, as PLMN_A has the highest priority in the preferred list.

If the RAT is used as a priority criteria, PLMN_BGSM must be chosen, as this is the highest prior PLMN where both the PLMN code and the associate RAT is matching.

Conclusion:

For the first question "What is the condition that the MS may limit its search on one RAT?" we would propose that the MS may limit its search on a RAT only if there isn't the possibility that on the other RAT a PLMN with a higher priority could be found. The reasoning behind this rule is, that the PLMN selection should guarantee a fair and equal judgment between all available PLMNs.

On the second question whether the associate RAT information should be treated as a priority criteria we would propose not to use the RAT as a priority criteria. The reason for this definition is, that no similar priority mechanism is defined for the cell re-selection. So even if the RAT would be considered during the PLMN selection phase it is not ensured that the MS doesn't reselect a cell of the same PLMN in the other RAT afterwards. And from a user perspective it seems not intuitive why the MS changes to the other RAT even he had defined one RAT explicitly for that most preferred PLMN.
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