Page 1



3GPP TSG-CN1 Meeting #24
Tdoc N1-021135

Budapest, Hungary, 13. – 17. May 2002

	CR-Form-v5

	CHANGE REQUEST

	

	(

	23.122
	CR
	044
	(

rev
	-
	(

Current version:
	3.7.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Usage of the "RPLMN Last used Access Technology" information

	
	

	Source:
(

	Siemens AG

	
	

	Work item code:
(

	GPRS
	
	Date: (

	01.05.02

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	It is not clearly defined for which purpose the the Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM should be used.



	
	

	Summary of change:
(

	It is clarified that the Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM allows the MS to decide on which Access Technology to start the PLMN search.

	
	

	Consequences if 
(

not approved:
	Ambiguous specification with the risk of wrong MS implementations.

	
	

	Clauses affected:
(

	4.4.3; 4.4.3.1

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


4.4.3
PLMN selection

The registration on the selected PLMN and the location registration are only necessary if the MS is capable of services which require registration. Otherwise, the PLMN selection procedures are performed without registration.

The “HPLMN Selector with Access Technology”, “User Controlled PLMN Selector with Access Technology” and “Operator Controlled PLMN Selector with Access Technology” data fields in the SIM include associated access technologies for each PLMN entry, see GSM 11.11 [32]. The PLMN/access technology combinations are listed in priority order. If an entry includes more than one access technology, then no priority is defined for the preferred access technology and the priority is an implementation issue. 

The Mobile Equipment stores a list of "equivalent PLMNs". This list is replaced or deleted at the end of each location update procedure, routing area update procedure and GPRS attach procedure. The stored list consists of a list of equivalent PLMNs as downloaded by the network plus the PLMN code of the network that downloaded the list. All PLMNs in the stored list are regarded as equivalent to each other for PLMN selection, cell selection/re-selection and handover.

The MS shall not use the PLMN codes contained in the “HPLMN Selector with Access Technology” data field.

NOTE:
To allow provision for multiple HPLMN codes, the HPLMN access technologies are stored on the SIM together with PLMN codes. This version of the specification does not support multiple HLPMN codes and the “HPLMN Selector with Access Technology” data field is only used by the MS to get the HPLMN access technologies. The HPLMN code is the PLMN code included in the IMSI.

NOTE:
Different GSM frequency bands (eg. 900, 1800, 1900, 400) are all considered GSM access technology. An MS supporting more than one band should scan all the bands it’s supports when scanning for GSM frequencies. However GSM COMPACT systems which use GSM frequency bands but with the CBPCCH broadcast channel are considered as a separate access technology from GSM.

4.4.3.1
At switch‑on or recovery from lack of coverage

At switch on, or following recovery from lack of coverage, the MS selects the registered PLMN or equivalent PLMN (if it is available) using all access technologies that the MS is capable of and if necessary (in the case of recovery from lack of coverage, see subclause 4.5.2) attempts to perform a Location Registration. The Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM allows the MS to decide on which Access Technology to start the PLMN search.
EXCEPTION: In A/Gb mode or GSM COMPACT, an MS with voice capability, shall not search for CPBCCH carriers, unless the “RPLMN Last Used Access Technology” field is available in the SIM and indicates GSM COMPACT. In A/Gb mode or GSM COMPACT, an MS not supporting packet services shall not search for CPBCCH carriers.

If successful registration is achieved, the MS indicates the selected PLMN.

If there is no registered PLMN, or if registration is not possible due to the PLMN being unavailable or registration failure, the MS follows one of the following two procedures depending on its operating mode.

EXCEPTION: If registration is not possible on recovery from lack of coverage due to the registered PLMN being unavailable, a MS attached to GPRS services may, optionally, continue looking for the registered PLMN for an implementation dependent time.

NOTE 1:
A MS attached to GPRS services should use the above exception only if one or more PDP contexts are currently active.

4.4.3.1.1
Automatic Network Selection Mode Procedure

The MS selects and attempts registration on other PLMNs, if available and allowable, in the following order:

i)
HPLMN (if not previously selected);

ii)
 each PLMN in the "User Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iii)
each PLMN in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iv)
other PLMN/access technology combinations with received high quality signal in random order;

v)
other PLMN/access technology combinations in order of decreasing signal quality.

When following the above procedure the following requirements apply:

a)
In A/Gb mode or GSM COMPACT, an MS with voice capability shall ignore PLMNs for which the MS has identified at least one cell that do not offer voice service. (In A/Gb mode, this is indicated by the CELL_BAR_QUALIFY_2 parameter).

b)
In A/Gb mode or GSM COMPACT, an MS with voice capability , or an MS not supporting packet services shall not search for CPBCCH carriers.

c)
In ii and iii, the MS should limit its search  for the PLMN to the access technology or access technologies associated with the PLMN in the appropriate PLMN Selector with Access Technology list (User Controlled  or Operator Controlled selector list). An MS using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead use the “PLMN Selector” data field, for each PLMN in the “PLMN Selector” data field, the MS shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology.

d)
In iv and v, the MS shall search for all access technologies it is capable of, before deciding which PLMN to select.

e)
In ii, and iii, a packet only MS which supports GSM COMPACT, but using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead use the “PLMN Selector” data field, for each PLMN in the “PLMN Selector” data field, the MS shall search for all access technologies it is capable of and shall assume GSM COMPACT access technology as the lowest priority radio access technology.

f)
In i, the MS shall search for all access technologies it is capable of. The MS shall start its search using the access technologies stored in the “HPLMN Selector with Access Technology” data field on the SIM in priority order as defined in section 4.4.3 (i.e. the PLMN/access technology combinations are listed in priority order, if an entry includes more than one access technology then no priority is defined for the preferred access technology and the priority is an implementation issue).

g)
In i, an MS using a SIM without access technology information storage (i.e. the “HPLMN Selector with Access Technology” data field is not present) shall search for all access technologies it is capable of and shall assume GSM access technology as the highest priority radio access technology. A packet only MS which supports GSM COMPACT using a SIM without access technology information storage shall also assume GSM COMPACT access technology as the lowest priority radio access technology.

h)
In v, the MS shall order the PLMN/access technology combinations in order of decreasing signal quality within each access technology. The order between PLMN/access technology combinations with different access technologies is an MS implementation issue.

NOTE:
Requirements a) and b) apply also to requirement d), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if capable of GSM COMPACT. 

NOTE:
Requirements a) and b) apply also to requirement f), so a GSM voice capable MS should not search for GSM COMPACT PLMNs, even if this is the only access technology on the “HPLMN Selector with Access Technology” data field on the SIM. Also PLMNs not offering voice services should be ignored by voice capable GSM mobiles.

NOTE:
High quality signal is defined in the appropriate AS specification.

If successful registration is achieved, the MS indicates the selected PLMN.

If registration cannot be achieved because no PLMNs are available and allowable, the MS indicates "no service" to the user, waits until a new PLMN is available and allowable and then repeats the procedure.

If there were one or more PLMNs which were available and allowable, but an LR failure made registration on those PLMNs unsuccessful or an entry in the “forbidden LAs for regional provision of service” list prevented a registration attempt, the MS selects the first such PLMN again and enters a limited service state.

4.4.3.1.2
Manual Network Selection Mode Procedure

The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).

If displayed, PLMNs meeting the criteria above are presented in the following order:

i)-
HPLMN;

ii)-
PLMNs contained in the " User Controlled PLMN Selector with Access Technology " data field in the SIM (in priority order);

iii)- PLMNs contained in the "Operator Controlled PLMN Selector with Access Technology" data field in the SIM (in priority order);

iv)- other PLMN/access technology combinations with received high quality signal in random order;

v)-
other PLMN/access technology combinations in order of decreasing signal quality.

In ii and iii, an MS using a SIM without access technology information storage (i.e. the “User Controlled PLMN Selector with Access Technology” and the “Operator Controlled PLMN Selector with Access Technology” data fields are not present) shall instead present the PLMNs contained in the “PLMN Selector” data field in the SIM (in priority order).

In v, requirement h) in section 4.4.3.1.1 applies.

In A/Gb mode or GSM COMPACT, if a PLMN does not support voice services then this shall be indicated to the user.

The user may select his desired PLMN and the MS then initiates registration on this PLMN using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order. (This may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the “forbidden LAs for roaming”, “forbidden LAs for regional provision of service”, "forbidden PLMNs for GPRS service" and “forbidden PLMNs” lists. 

NOTE:
It is an MS implementation option whether to indicate access technologies to the user. If the MS does display access technologies, then the access technology used should be the access technology chosen by the user for that PLMN. If the MS does not display access technologies, then the access technology chosen for a particular PLMN should be the highest priority available access technology for that PLMN, if the associated access technologies have a priority order.

If the user does not select a PLMN, the selected PLMN shall be the one that was selected before the PLMN selection procedure started. If no such PLMN was selected or that PLMN is no longer available, then the MS shall attempt to camp on any acceptable cell and enter the limited service state.

NOTE:
High quality signal is defined in the appropriate AS specification.
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