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	Reason for change:
(

	It is not clearly defined for which purpose the the Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM should be used.



	
	

	Summary of change:
(

	It is clarified that the Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM allows the MS to decide on which Access Technology to start the PLMN search.
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	Ambiguous specification with the risk of wrong MS implementations.
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4.4.3.1
At switch‑on or recovery from lack of coverage

At switch on, or following recovery from lack of coverage,the MS selects the registered PLMN or equivalent PLMN (if it is available) using all access technologies that the MS is capable of and if necessary (in the case of recovery from lack of coverage, see subclause 4.5.2) attempts to perform a Location Registration. The Access Technology information stored in the “RPLMN Last used Access Technology” data field on the SIM allows the MS to decide on which Access Technology to start the PLMN search.
EXCEPTION: In A/Gb mode or GSM COMPACT, an MS with voice capability, shall not search for CPBCCH carriers, unless the “RPLMN Last Used Access Technology” field is available in the SIM and indicates GSM COMPACT. In A/Gb mode or GSM COMPACT, an MS not supporting packet services shall not search for CPBCCH carriers.

If successful registration is achieved, the MS indicates the selected PLMN.

If there is no registered PLMN, or if registration is not possible due to the PLMN being unavailable or registration failure, the MS follows one of the following two procedures depending on its operating mode.

EXCEPTION: If registration is not possible on recovery from lack of coverage due to the registered PLMN being unavailable, a MS attached to GPRS services may, optionally, continue looking for the registered PLMN for an implementation dependent time.

NOTE 1:
A MS attached to GPRS services should use the above exception only if one or more PDP contexts are currently active.
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