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6.9
Description of subscriber data

Start of first change

6.9.1
Application Server subscription information

The Application Server Subscription Information is the set of all Filter Criteria that are stored within the HSS for service profile for a specific user. This information shall be sent by the HSS to the S-CSCF via the Cx Interface during registration. The information shall also be sent via the Cx interface if it is changed at the HSS for a specific user with an active registration.
End of first change

6.9.2
Filter Criteria

This clause defines the contents of the Filter Criteria. This information is part of the Application Server Subscription Information.

Filtering is done for initial SIP request messages only.

The S-CSCF shall apply filter criteria to determine the need to forward SIP requests to Application Servers. These filter criteria will be downloaded from the HSS. The HSS shall provide filter criteria in the prioritized list.

Initial Filter Criteria (iFC) are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration. They represent a provisioned subscription of a user to an application. After downloading the User Profile from the HSS, the S-CSCF activates for the indicated Application Server the Service Points of Interest that are correlated to the iFC in the User Profile. Initial Filter Criteria are valid throughout the registration lifetime of a user or until the User Profile is changed.

Subsequent Filter Criteria (sFC) are not used in this version of this specification.
6.9.2.1
Application Server address

Address to be used to access the Application Server for a particular subscriber. 

6.9.2.2
Default IP multimedia handling

The Default IP Multimedia Handling indicates whether the IP Multimedia session shall be released or continued as requested in case of loss of communications between the S-CSCF and Application Server.

6.9.2.3
Trigger point

Trigger Points are the information the S-CSCF receives from the HSS that defines the relevant SPIs for a particular application. They define the subset of initial SIP requests received by the S-CSCF that should be sent or proxied to a particular application. When the S-CSCF receives an initial SIP request, it evaluates the filter criteria one by one. If the initial SIP request matches the filter criteria, the S-CSCF proxies the SIP request to the corresponding SIP AS/IM-SSF/OSA SCS.
6.9.2.4
Application Server priority list

If there are multiple application servers are assigned for one subscriber, a priority shall be assigned to application servers which describes the order in which the S-CSCF shall contact the Application Servers in case a SIP request matches the initial filter criteria of more than one application server. In this case, the S-CSCF shall interact with the application servers associated with the initial filter criteria starting from the application server, which has the highest priority.

6.9.2.5
Service Information

Service Information is an optional part of a Filter Criteria, which is a string of information. If it is available from the Filter Criteria the S-CSCF shall include it into the body of the SIP request which is sent from the S-CSCF to the AS to which the Filter Criteria is pointing to. Service Information is not processed, analysed or evaluated by the S-CSCF.
6.9.3
Authentication data

This clause defines the Authentication Data. This data shall be sent by the HSS to the S-CSCF via the Cx Interface during registration.

For definition of authentication data see specification 3GPP TS 23.008 [10]. For the handling of authentication data, see 3GPP TS 33.203 [11].
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