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****************************** FIRST MODIFICATION *****************************************

4.4.1
Role of 3G_MSC‑B

In the Intra-3G_MSC handover/relocation case, the 3G_MSC‑B keeps the control of the whole Intra-3G_MSC handover/relocation procedure. 3G_MSC-B notifies MSC-A or 3G_MSC-A of intra-3G_MSC-B InterSystem handover and intra GSM handovers, by using the A-HANDOVER-PERFORMED message.
In case of intra-3G_MSC-B SRNS relocation, if security algorithms have been changed:

a)
When encapsulated BSSAP is used on the E interface, the A-HANDOVER-PERFORMED message shall be sent.

b)
When encapsulated RANAP is used on the E interface, the Iu-LOCATION-REPORT message shall be sent.
On reception of an order to perform location reporting at change of Service Area from 3G_MSC-A, 3G_MSC-B shall be responsible to re-issue the Iu-LOCATION-REPORTING-CONTROL message after subsequent Intra-3G_MSC-B relocations/handovers. This shall be performed immediately after the successful completion of the Relocation Resource Allocation procedure.

In both cases, the selected UMTS algorithm(s) shall be indicated in the MAP-PROCESS-ACCESS-SIGNALLING request. 

In a network implementing the "Flexible Iu interface for handover/relocation" option, in the Intra-3G_MSC handover/relocation case, 3G_MSC-B may optionally use a global title based on the Global RNC-Id for the addressing of the Iu interface messages towards the target RNC.

For subsequent inter-MSC handover/relocation to an area where "Intra Domain Connection of RAN Nodes to Multiple CN Nodes" is applied, 3G_MSC-B can have multiple target CN nodes for each handover target in a pool-area as specified in 3GPP TS 23.236 [18].

The role of 3G_MSC‑B is also to provide transcoder resources.

In the Inter-3G_MSC relocation case, the role of 3G_MSC‑B (3G_MSC‑B') is only to provide radio resources control within its area. This means that 3G_MSC‑B keeps control of the radio resources connection and release towards RNS-B. 3G_MSC‑B will do some processing on the RANAP information received on the E-interface or the RANAP information received on the Iu-interface whereas it will relay the Direct Transfer information transparently between Iu‑interface and E-interface. 3G_MSC‑A initiates and drives RANAP procedures towards 3G_MSC‑B, while 3G_MSC‑B controls them towards its RNSs to the extent that 3G_MSC‑B is responsible for the connections of its RNSs. The release of the dedicated resources between 3G_MSC‑B and RNS-B is under the responsibility of 3G_MSC‑B and RNS‑B, and is not directly controlled by 3G_MSC‑A. When clearing is to be performed due to information received from RNS-B, 3G_MSC‑B shall transfer this clearing indication to 3G_MSC‑A, to clear its connection with RNS-B, to terminate the dialogue with 3G_MSC‑A through the E‑interface, and to release its circuit connection with 3G_MSC‑A, if any. In the same way, the release of the connection to its RNS-B, is initiated by 3G_MSC‑B, when the dialogue with 3G_MSC‑A ends normally and a release is received from the circuit connection with 3G_MSC‑A, if any, or when the dialogue with the 3G_MSC‑A ends abnormally.

When a release is received by 3G_MSC‑B for the circuit connection with 3G_MSC‑A then 3G_MSC‑B shall release the circuit connection.

In the Inter-system UMTS to GSM Inter-3G_MSC handover case, the role of 3G_MSC‑B (3G_MSC‑B') is only to provide radio resources control within its area. This means that 3G_MSC‑B keeps control of the radio resources connection and release towards BSS-B. 3G_MSC‑B will do some processing on the BSSMAP information received on the E-interface or the BSSMAP information received on the A-interface whereas it will relay the DTAP information transparently between A‑interface and E-interface. 3G_MSC‑A initiates and drives a subset of BSSMAP procedures towards 3G_MSC‑B, while 3G_MSC‑B controls them towards its BSSs to the extent that 3G_MSC‑B is responsible for the connections of its BSSs. The release of the dedicated resources between 3G_MSC‑B and BSS-B is under the responsibility of 3G_MSC‑B and BSS‑B, and is not directly controlled by 3G_MSC‑A. When clearing is to be performed due to information received from BSS-B, 3G_MSC‑B shall transfer this clearing indication to 3G_MSC‑A, to clear its connection with BSS-B, to terminate the dialogue with 3G_MSC‑A through the E‑interface, and to release its circuit connection with MSC‑A, if any. In the same way, the release of the connection to its BSS-B, is initiated by 3G_MSC‑B, when the dialogue with 3G_MSC‑A ends normally and a release is received from the circuit connection with 3G_MSC‑A, if any, or when the dialogue with the MSC‑A ends abnormally.

When a release is received by 3G_MSC‑B for the circuit connection with 3G_MSC‑A then 3G_MSC‑B shall release the circuit connection.

In the Inter-system GSM to UMTS Inter-3G_MSC handover case, the role of 3G_MSC‑B (3G_MSC‑B') is only to provide radio resources control within its area. This means that 3G_MSC‑B keeps control of the radio resources connection and release towards RNS-B. 3G_MSC‑B will do some processing on the BSSMAP information received on the E-interface or the RANAP information received on the Iu-interface whereas it will relay the Direct Transfer information transparently between Iu‑interface and E-interface. MSC‑A initiates and drives a subset of BSSMAP procedures towards 3G_MSC‑B, while 3G_MSC‑B controls them towards its RNSs to the extent that 3G_MSC‑B is responsible for the connections of its RNSs. The release of the dedicated resources between 3G_MSC‑B and RNS-B is under the responsibility of 3G_MSC‑B and RNS‑B, and is not directly controlled by MSC‑A. When clearing is to be performed due to information received from RNS-B, 3G_MSC‑B shall transfer this clearing indication to MSC‑A, to clear its connection with RNS-B, to terminate the dialogue with MSC‑A through the E‑interface, and to release its circuit connection with MSC‑A, if any. In the same way, the release of the connection to its RNS-B, is initiated by 3G_MSC‑B, when the dialogue with MSC‑A ends normally and a release is received from the circuit connection with MSC‑A, if any, or when the dialogue with the MSC‑A ends abnormally.

When a release is received by 3G_MSC‑B for the circuit connection with MSC‑A then 3G_MSC‑B shall release the circuit connection.
3G MSC-B shall send the access rights related information (see 3GPP TS 23.221 [19], subclause 6.17) to the RNS. If the emergency call was indicated by the (3G_)MSC-A, the AR related information shall not be sent.
If 3G_MSC-B does not support the optional supplementary service Mutlicall (see 3GPP TS 23.135) and 3G_MSC-A requests to relocate multiple bearers, 3G_MSC-B shall indicate that it does not support multiple bearers to 3G_MSC-A.

If 3G_MSC-B supports the optional supplementary service Multicall (see 3GPP TS 23.135) and UE is engaged with multiple bearers the following description applies:

-
In the basic relocation case, the 3G_MSC-B shall be able to allocate a Handover Number for each bearer. The 3G_MSC-B shall also be able to select some bearers to be handed over according to the priority level defined as RAB parameters in 3GPP TS 25.413 [11] so that the number of bearers will fulfill the maximum number of bearers supported by the 3G_MSC-B. If a selection has to be made between bearers of the same priority level, then the selection criteria are implementation dependent.

-
In the Intra-3G_MSC relocation case, the 3G_MSC-B tries to relocate all bearers to a new RNS.

-
In the subsequent relocation back to the 3G_MSC-A or to a third 3G_MSC-B' case, the 3G_MSC-B tries to request to the 3G_MSC-A to relocate all bearers to the 3G_MSC-A or to the 3G_MSC-B'.

-
In the Intra-3G_MSC inter-system UMTS to GSM handover case and the subsequent inter-system UMTS to GSM handover back to the 3G_MSC-A or to a third MSC-B' case, the 3G_MSC-B shall be able to select one bearer to be handed over according to 3GPP TS 22.129 [9] and tries to handover the selected bearer.
4.4.2
Functional composition of 3G_MSC‑B and its interfaces for handover/relocation
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