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9.5.2
Activate PDP context accept

This message is sent by the network to the MS to acknowledge activation of a PDP context.

See table 9.5.2/3GPP TS 24.008.

Message type:
activate PDP context accept

Significance:

global

Direction:


network to MS

Table 9.5.2/3GPP TS 24.008: Activate PDP context Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier


	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate PDP context accept message identity
	Message type

10.4
	M
	V
	1

	
	Negotiated LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Negotiated QoS
	Quality of service

10.5.6.5
	M
	LV
	12

	
	Radio priority
	Radio priority

10.5.7.2
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

10.5.1.8
	M
	V
	1/2

	2B
	PDP address
	Packet data protocol address

10.5.6.4
	O
	TLV
	4-20

	27
	Protocol configuration options
	Protocol configuration options

10.5.6.3
	O
	TLV
	3-253

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3


	


9.5.5
Activate Secondary PDP Context Accept

This message is sent by the network to the MS to acknowledge activation of an additional PDP context associated with the same PDP address and APN as an already active PDP context. See Table 9.5.5/3GPP TS 24.008.

Message type:

activate SECONDARY PDP context accept

Significance:

global

Direction:


network to MS

Table 9.5.5/3GPP TS 24.008: Activate secondary PDP context Accept message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

10.2
	M
	V
	1/2

	
	Transaction identifier
	Transaction identifier

10.3.2
	M
	V
	1/2– 3/2

	
	Activate secondary PDP context accept message identity
	Message type

10.4
	M
	V
	1

	
	Negotiated LLC SAPI
	LLC service access point identifier 10.5.6.9
	M
	V
	1

	
	Negotiated QoS
	Quality of service

10.5.6.5
	M
	LV
	12

	
	Radio priority 
	Radio priority
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

10.5.1.8
	M
	V
	1/2

	34
	Packet Flow Identifier
	Packet Flow Identifier

10.5.6.11
	O
	TLV
	3

	27
	Protocol configuration options
	Protocol configuration options 10.5.6.3
	O
	TLV
	3-253


	


10.5.6.5
Quality of service 

The purpose of the quality of service information element is to specify the QoS parameters for a PDP context.

The QoS IE is defined to allow backward compatibility to earlier version of Session Management Protocol.
The quality of service is a type 4 information element with a length of 14octets. The QoS requested by the MS shall be encoded both in the QoS attributes specified in octets 3-5 and in the QoS attributes specified in octets 6-13.

The quality of service information element is coded as shown in figure 10.5.138/3GPP TS 24.008 and table 10.5.156/3GPP TS 24.008.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Quality of service IEI
	octet 1

	Length of quality of service IE
	Octet 2

	0
0
spare
	Delay
class
	Reliability
class
	octet 3

	Peak 
throughput
	0
spare
	Precedence
class
	octet 4

	0
0
0
spare
	Mean
throughput
	octet 5

	Traffic Class
	Delivery order
	Delivery of erroneous SDU
	Octet 6

	Maximum SDU size
	Octet 7

	Maximum bit rate for uplink
	Octet 8

	Maximum bit rate for downlink
	Octet 9

	Residual BER
	SDU error ratio
	Octet 10

	Transfer delay
	Traffic Handling priority
	Octet 11

	
Guaranteed bit rate for uplink
	Octet 12

	Guaranteed bit rate for downlink
	Octet 13

	0
0
0
0

Spare
	Source Statistics Descriptor
	Octet 14


Figure 10.5.138/3GPP TS 24.008: Quality of service information element

Table 10.5.156/3GPP TS 24.008: Quality of service information element

Reliability class, octet 3 (see 3GPP TS 23.107)
Bits
3 2 1
In MS to network direction:
0 0 0
Subscribed reliability class
In network to MS direction:
0 0 0
Reserved
In MS to network direction and in network to MS direction:
0 0 1
Acknowledged GTP, LLC, and RLC; Protected data
0 1 0
Unacknowledged GTP; Acknowledged LLC and RLC, Protected data
0 1 1
Unacknowledged GTP and LLC; Acknowledged RLC, Protected data
1 0 0
Unacknowledged GTP, LLC, and RLC, Protected data
1 0 1
Unacknowledged GTP, LLC, and RLC, Unprotected data
1 1 1
Reserved

	



 Source Statistics Descriptor, octet 14 (see 3GPP TS 23.107)
Bits
4 3 2 1
In MS to network direction

0 0 0 0 
unknown
0 0 0 1

speech

The network shall consider all other values as unknown.
In network to MS direction

Bits 4 to 1 of octet 14 are spare and shall be coded all 0.
Bits 8 to 5 of octet 14 are spare and shall be coded all 0.
The whole octet 14 may not be present when the QoS IE is sent from network to MS.
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