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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

API
Application Programming Interface

AS
Application Server

AS-ILCM
Application Server Incoming Leg Control Model

AS-OLCM
Application Server Outgoing Leg Control Model

B2BUA
Back-to-Back User Agent

CAMEL
Customized Applications for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CCF
Charging Collection Function
CDR
Charging Data Records

CF
Call Forwarding

CFonCLI
Call Forwarding on Calling Line Identification

CGI
Common Gateway Interface

CPL
Call Processing Language

CLI
Calling Line Identification

CSCF
Call Session Control Function

CSE
CAMEL Service Environment

ECF                     Event Charging Function

FC
Filter Criteria

GPRS
General Packet Radio Service

GPRS CID 
GPRS Charging IDentifiers

gsmSCF
gsm Service Control Function

HPLMN
Home PLMN

HSS
Home Subscriber Server

IETF
Internet Engineering Task Force

I-CSCF
Interrogating CSCF

ICID 
IMS Charging ID

iFC
Initial Filter Criteria

ILCM
Incoming Leg Control Model

IM
IP Multimedia

IM-CSI
IP Multimedia CAMEL Subscription Information 

IMS
IP Multimedia Subsystem

IMSI
International Mobile Subscriber Identity

IM-SSF
IP Multimedia Service Switching Function

IOI
Inter Operator Identifier
IP
Internet Protocol

ISC
IP multimedia Service Control

MAP
Mobile Application Part

MGCF
Media Gateway Control Function

MO
Mobile Originating

MRFC
Multimedia Resource Function Controller

MRFP
Multimedia Resource Function Processor

MT
Mobile Terminating

O-IM-CSI
Originating IP Multimedia CAMEL Subscription Information

OLCM
Outgoing Leg Control Model

OSA
Open Service Access

PLMN
Public Land Mobile Network

P-CSCF
Proxy CSCF

RFC
Request For Comments

SCF                     Session Charging  Function
SCIM
Service Capability Interaction Manager

SCS
Service Capability Server

SDP
Session Description Protocol

sFC
Subsequent Filter Criteria

SIP
Session Initiation Protocol

S-CSCF
Serving CSCF

SPI
Service Points of Interest

STP
Service platform Trigger Points

T-IM-CSI
Terminating IP Multimedia CAMEL Subscription Information 

UA
User Agent

UE
User Equipment

URL
Uniform Resource Locator
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5
Functional requirements of network entities

5.1
Architecture for service provision for IP multimedia subsystem 
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Figure 5.1.1: Functional architecture for support of service provision for IP multimedia subsystem
Figure 5.1.1 illustrates the architecture with the S-CSCF communicating to Application Servers via the IP multimedia service control (ISC) interface. The Application Servers can be:

-
SIP Application Servers - which may host and execute services. It is intended to allow the SIP Application Server to influence and impact the SIP session on behalf of the services;

-
the IM-SSF - which is a particular type of application server the purpose of which is to host the CAMEL network features (i.e. trigger detection points, CAMEL Service Switching Finite State Machine, etc) and to interface to CAP as specified in 3GPP TS 29.078 [14];

-
the OSA service capability server (OSA SCS) which interfaces to the OSA framework Application Server and which provides a standardized way for third party secure access to the IM subsystem. The OSA reference architecture defines an OSA Application Server as an entity that provides the service logic execution environment for client applications using the OSA API as specified in 3GPP TS 29.198 [12]. This definition of Application Server differs from the definition of Application Server in the context of service provisioning for the IM subsystem, i.e. the entity communicating to the S-CSCF via the ISC interface;
· in addition a specialized type of SIP Application Server, the service capability interaction manager (SCIM) which performs the role of interaction management between other application servers.
· A SIP Application Server acting as specialized charging server which performs the role of online charging  mechanism for the event charging function (ECF) and session charging (SCF). The charging server shall also communicate with content server (SIP AS, etc.) by Diameter protocol via Ro interface as described in  3GPP TS 32.200 [19A] and 3GPP TS 32.225 [19B].
All the Application Servers, (including the IM-SSF and the OSA SCS) behave as SIP application servers on the ISC interface.

In addition the Application Servers can also interact with the MRFC via the S-CSCF (ISC and Mr interfaces) in order to control Multimedia Resource Function processing.

                                                              End of third change        
                                  Start of fourth change        

6.9
Description of subscriber data

6.9.1
Application Server subscription information

The Application Server Subscription Information is the set of all Filter Criteria that are stored within the HSS for service profile for a specific user. This information shall be sent by the HSS to the S-CSCF via the Cx Interface during registration. Filter Criteria shall also be sent after registration via the Cx interface when requested, as specified in 3GPP TS 29.228 [8].

6.9.2
Filter Criteria

This clause defines the contents of the Filter Criteria. This information is part of the Application Server Subscription Information. For further information about the XML modelling see 3GPP TS 29.228 [8].

Filtering is done for initial SIP request messages only.

The S-CSCF shall apply filter criteria to determine the need to forward SIP requests to Application Servers. These filter criteria will be downloaded from the HSS.

Initial Filter Criteria (iFC) are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration, or upon a terminating initial request for an unregistered user if unavailable. They represent a provisioned subscription of a user to an application. After downloading the User Profile from the HSS, the S-CSCF assesses the filter criteria. Initial Filter Criteria are valid throughout the registration lifetime of a user or until the User Profile is changed.

Subsequent Filter Criteria (sFC) are not used in this version of this specification.
6.9.2.1
Application Server address

Address to be used to access the Application Server for a particular subscriber. There is a case that specific charging server is allocated  as application server address for every subscriber requesting on line charging  service.
6.9.2.2
Default handling

The default handling procedure indicates whether to abandon matching of lower priority triggers and to release the dialogue, or to continue the dialogue and trigger matching.
Use of the default handling procedure by the AS is not supported in this version of this specification.
6.9.2.3
Trigger point

Trigger Points are the information the S-CSCF receives from the HSS that defines the relevant SPIs for a particular application. They define the subset of initial SIP requests received by the S-CSCF that should be sent or proxied to a particular application. When the S-CSCF receives an initial SIP request, it evaluates the filter criteria one by one. If the initial SIP request matches the filter criteria, the S-CSCF proxies the SIP request to the corresponding SIP AS/IM-SSF/OSA SCS.
6.9.2.4
iFC Priority

If there are multiple initial Filter Criteria assigned for one subscriber, the priority shall describe the order in which the S-CSCF shall assess them, and then contact the Application Servers when the SIP request matches the initial filter criteria. In this case, the S-CSCF shall interact with the application server associated with the initial matching filter criteria, starting from the filter criteria which has the highest priority.

                                                                 End of fourth change                                                                                               
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