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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [2] and the following apply:

Application Server Incoming Leg Control Model (AS-ILCM): models AS behaviour for handling SIP information for an incoming leg.

Application Server information (AS-info): AS-info contains individualized information concerning one particular Application Server entry.
This information contains e.g. Application Server Address (6.9.1.1) and it's corresponding Default IP Multimedia Handling information (6.9.1.2).

Application Server Outgoing Leg Control Model (AS-OLCM): models AS behaviour for handling SIP information for an outgoing leg.

Combined ILSM OLSM – Incoming/outgoing Leg State Model: models the behaviour of an S-CSCF for handling SIP messages on an incoming and outgoing session leg.
Filter Criteria (FC): the information which the S-CSCF receives from the HSS or the AS that defines the relevant SPTs for a particular application.
They define the subset of SIP requests received by the S-CSCF that should be sent or proxied to a particular application.

Incoming Leg Control Model (ILCM): models the behaviour of an S-CSCF for handling SIP information sent to and received from an AS for an incoming session leg.

Initial Filter Criteria (iFC): filter criteria that are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration.
They represent a provisioned subscription of a user to an application.
IP Multimedia Service Switching Function (IM-SSF): functional entity that interfaces SIP to CAP.

IP Multimedia CAMEL Subscription Information (IM-CSI): identifies the subscriber as having IP Multimedia CAMEL services.

IP Multimedia session: IP Multimedia session and IP Multimedia call are treated as equivalent in the present document.

Originating IP Multimedia CAMEL Subscription Information (O-IM-CSI): identifies the subscriber as having originating IP Multimedia CAMEL services.

Outgoing Leg Control Model (OLCM): models the behaviour of an S-CSCF for handling SIP information received from and sent to an AS for an outgoing session leg.

Private User Identity: a unique global identity defined by the Home Network Operator, as defined in 3GPP TS 23.228[3].
Public User Identity: the public user identity/identities are used by any user for requesting communications to other users and are in the form of a SIP URL or TEL URL as defined in 3GPP TS 23.228[3].

Service Key: the Service Key identifies to the Application Server the service logic that shall apply.
Service Key identifies to the gsmSCF the service logic. The Service Key is administered by the HPLMN, and shall be passed transparently by the S-CSCF to the gsmSCF. The Service Key is a part of the T/O-IM-CSI.

Service Points of Trigger (SPT): the points in the SIP signalling that may cause the S-CSCF to send/proxy the SIP message to an SIP AS/OSA SCS/IM-SSF.
The subset of all possible SPTs which are relevant to a particular application are defined by means of Filter Criteria.
Service Platform Trigger Points (STP): the points in the SIP signalling that instruct the SIP AS, OSA SCS and IM-SSF to trigger the service logic.
For the IM-SSF the IP Multimedia Camel Subscriber Information (IM-CSI) defines them.

Subsequent Filter Criteria (sFC): filter criteria that are signalled from the SIP AS/OSA SCS/IM-SSF to the S-CSCF.
They allow for dynamic definition of the relevant SPTs at application execution time.

Terminating IP Multimedia CAMEL Subscription Information (T-IM-CSI): identifies the subscriber as having terminating IP Multimedia CAMEL services.

3.2
Abbreviations

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

API
Application Programming Interface

AS
Application Server

AS-ILCM
Application Server Incoming Leg Control Model

AS-OLCM
Application Server Outgoing Leg Control Model

B2BUA
Back-to-Back User Agent

CAMEL
Customized Applications for Mobile network Enhanced Logic

CAP
CAMEL Application Part

CCF
Charging Collection Function
CDR
Charging Data Records

CF
Call Forwarding

CFonCLI
Call Forwarding on Calling Line Identification

CGI
Common Gateway Interface

CPL
Call Processing Language

CLI
Calling Line Identification

CSCF
Call Session Control Function

CSE
CAMEL Service Environment

FC
Filter Criteria

GPRS
General Packet Radio Service

GPRS CID 
GPRS Charging IDentifiers

gsmSCF
gsm Service Control Function

HPLMN
Home PLMN

HSS
Home Subscriber Server

IETF
Internet Engineering Task Force

I-CSCF
Interrogating CSCF

ICID 
IMS Charging ID

iFC
Initial Filter Criteria

ILCM
Incoming Leg Control Model

IM
IP Multimedia

IM-CSI
IP Multimedia CAMEL Subscription Information 

IMS
IP Multimedia Subsystem

IMSI
International Mobile Subscriber Identity

IM-SSF
IP Multimedia Service Switching Function

IOI
Inter Operator Identifier
IP
Internet Protocol

ISC
IP multimedia Service Control

MAP
Mobile Application Part

MGCF
Media Gateway Control Function

MO
Mobile Originating

MRFC
Multimedia Resource Function Controller

MRFP
Multimedia Resource Function Processor

MT
Mobile Terminating

O-IM-CSI
Originating IP Multimedia CAMEL Subscription Information

OLCM
Outgoing Leg Control Model

OSA
Open Service Access

PLMN
Public Land Mobile Network

P-CSCF
Proxy CSCF

RFC
Request For Comments

SCIM
Service Capability Interaction Manager

SCS
Service Capability Server

SDP
Session Description Protocol

sFC
Subsequent Filter Criteria

SIP
Session Initiation Protocol

S-CSCF
Serving CSCF

SPT
Service Points of Trigger
STP
Service platform Trigger Points

T-IM-CSI
Terminating IP Multimedia CAMEL Subscription Information 

UA
User Agent

UE
User Equipment

URL
Uniform Resource Locator

End of first change

Start of second change 
5.2
Service interaction with IP multimedia subsystem

Service Points of Trigger (SPTs) are those points in the SIP signalling on which Filter Criteria can be set. The following SPTs are defined:

-
any initial known or unknown SIP method (e.g. REGISTER, INVITE, SUBSCRIBE, MESSAGE);

-
presence or absence of any header;

-
content of any header;

-
direction of the request is with respect to the served user – either mobile originated (MO) or mobile terminated (MT) to registered user;  or mobile terminated to unregistered user;

NOTE 1:
REGISTER is considered part of the Mobile Origination.

NOTE 2: The S-CSCF shall verify if the end user is barred before checking if any trigger applies for that end user.

-
session description information.

A Filter Criteria triggers one or more SPTs  in order to send the related request to one specific application server. The set of Filter Criteria that is stored for a service profile of a specific user is called "Application Server Subscription Information". In order to allow the S-CSCF to handle the different Filter Criteria in the right sequence, a priority shall be assigned to each of them. If the S-CSCF can not reach the AS, the S-CSCF shall apply the default handling associated with the trigger. This default handling shall be :

-   To continue verifying if the triggers of lower priority in the list match; or

-   To abandon verification of matching of the triggers of lower priority in the list; and to release the dialogue.

Therefore a Filter Criteria shall contain the following information:

-
address of the Application Server to be contacted;

-
priority of the Filter Criteria providing the sequence in which the criteria shall be applied;

-
registered, unregistered, or both (i.e., registered and unregistered) trigger Points, which indicated the Service Points of Trigger (SPTs) triggered by this Filter Criteria. The SPTs may be linked by means of logical expressions (AND, OR, NOT, etc.);

-
default handling ( as described above);

-
optional Service Information that shall be added to the message body before it is sent to the AS (as an example this may include the IMSI for the IM-SSF).

The same priority shall not be assigned to more than one initial Filter Criteria for a given end user.

The S-CSCF shall request from the HSS the relevant set of iFCs that applies to the end user (i.e., registered, unregistered, or both). If the S-CSCF has a set of iFCs that is deemed valid (e.g., from a previous request), the S-CSCF need not request a new set.

In the case that multiple Filter Criteria are sent from the HSS to the S-CSCF when the S-CSCF receives a message via the Mw interface, the S-CSCF shall check the filter criteria one by one according to their indicated priority, i.e. the S-CSCF shall:

1.
set up the list of filter criteria for that request according to their priority – the sequence of the filter criteria shall not be changed until the request finally leaves the S-CSCF via the Mw interface again;

2.
parse the received request in order to find out the Service Points of Trigger (SPTs) that are included in it;

3.
check whether the trigger points of the filter criteria with the next highest priority are matched by the SPTs of the request and 

a)
if it does not match the S-CSCF shall immediately proceed with step 4;

b)
if it matches the S-CSCF shall:

i)
add an indication to the request which will allow the S-CSCF to identify the message on the incoming side, even if its dialog identification has been changed e.g. due to the AS performing third party call control;

ii)
forward the request via the ISC interface to the AS indicated in the current filter criteria. The AS then performs the service logic, may modify the request and may send the request back to the S-CSCF via the ISC interface;

iii)
proceed with step 4 if the request was received again from the AS via the ISC interface;

4.
repeat the above steps 2 and 3 for every filter criteria which was initially set up (in step 1) until the last filter criteria has been checked; 

5.
route the request based on normal SIP routing behaviour.

If an Application Server decides to locally terminate a request and sends back a final response for that request via the ISC interface to the S-CSCF, the S-CSCF shall abandon verification of the matching of the triggers of lower priority in the list. The final response shall include the indicator defined in step 3 b) i) above, so that the S-CSCF can correlate the messages.
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Figure 5.2.1: Application triggering architecture
Each invoked Application Server/service logic may decide not to be engaged with the invoked session by indicating that during the very first SIP transaction when the Record-Route/Route is generated for subsequent SIP requests. The denial shall mean that subsequent requests shall not be routed to such Application Servers/service logic any more during the lifetime of that session. Any Application Server, which has determined that it will not receive subsequent requests for a session cannot revoke this determination by means of Initial Filter Criteria (iFC).

End of second change
Start of third change 
6.9.2
Filter Criteria

This clause defines the contents of the Filter Criteria. This information is part of the Application Server Subscription Information. For further information about the XML modelling see 3GPP TS 29.228 [8].

Filtering is done for initial SIP request messages only.

The S-CSCF shall apply filter criteria to determine the need to forward SIP requests to Application Servers. These filter criteria will be downloaded from the HSS.

Initial Filter Criteria (iFC) are stored in the HSS as part of the user profile and are downloaded to the S-CSCF upon user registration, or upon a terminating initial request for an unregistered user if unavailable. They represent a provisioned subscription of a user to an application. After downloading the User Profile from the HSS, the S-CSCF assesses the filter criteria. Initial Filter Criteria are valid throughout the registration lifetime of a user or until the User Profile is changed.

Subsequent Filter Criteria (sFC) are not used in this version of this specification.
6.9.2.1
Application Server address

Address to be used to access the Application Server for a particular subscriber.

6.9.2.2
Default handling

The default handling procedure indicates whether to abandon matching of lower priority triggers and to release the dialogue, or to continue the dialogue and trigger matching.
Use of the default handling procedure by the AS is not supported in this version of this specification.
6.9.2.3
Trigger point

Trigger Points are the information the S-CSCF receives from the HSS that defines the relevant SPTs for a particular application. They define the subset of initial SIP requests received by the S-CSCF that should be sent or proxied to a particular application. When the S-CSCF receives an initial SIP request, it evaluates the filter criteria one by one. If the initial SIP request matches the filter criteria, the S-CSCF proxies the SIP request to the corresponding SIP AS/IM-SSF/OSA SCS.
6.9.2.4
iFC Priority

If there are multiple initial Filter Criteria assigned for one subscriber, the priority shall describe the order in which the S-CSCF shall assess them, and then contact the Application Servers when the SIP request matches the initial filter criteria. In this case, the S-CSCF shall interact with the application server associated with the initial matching filter criteria, starting from the filter criteria which has the highest priority.

6.9.2.5
Service Information

Service Information is transparent information, and is not processed by the HSS or the S-CSCF. Service Information is optionally part of an initial Filter Criteria. If it is available from the initial Filter Criteria the S-CSCF shall include it into the body of the SIP request which is sent from the S-CSCF to the AS to which the initial Filter Criteria is pointing to.
End of third change
Start of fourth change
Annex C (informative):
Example for filter criteria triggering

This example applies for call originating and terminating procedure both. But we assume this is a call originating procedure. User has registered with the network. Its filter criteria and addresses of the assigned application servers have been downloaded to its S-CSCF during registration via Cx interface. And its application server specific data may also have been downloaded to application server during registration via Sh interface.
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Figure C.1: Filter Criteria Triggering Example

There is a flow example in figure C.1:

In this example, two application servers are assigned to provide additional services to a subscriber and they are showed as AS1 and AS2 in this example.

1.
User initiates a SIP session by sending a SIP initial request to its S-CSCF.

2.
On receiving this request, the S-CSCF evaluates the SPTs and checks if they match the initial filter criteria X for AS1. If they match, the S-CSCF forwards this request to AS1. 

3.
The AS1 performs any needed service control based on the STP (Service Platform Triggering Points) and proxies the SIP request possibly with service related modification back to the S-CSCF.

4.a
On receiving the request from the AS, the S-CSCF evaluates the SPTs and checks if they match the initial filter criteria Y for AS2. If they match the S-CSCF forwards the request to the associated Application Server AS2.

4.b
If the request doesn't match any further filter criteria, the S-CSCF forwards this request to the next hop based on the route decision.

5.a
The AS2 performs any needed service control based on the STP (Service Platform Triggering Points) and proxies the SIP request possibly with service related modification back to the S-CSCF.

6.a
The S-CSCF checks the request sent by AS2 and finds that no initial criteria is matched, then the S-CSCF forwards this request to next hop based on the route decision.

                                                              End of fourth change                                                                                                  
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

_1088254539.doc


Application Server











Service 







Logic







Service 







Platform Trigger Points







Service 







Platform Trigger Points







SIP Interface







HSS







S







-







CSCF







S







P







I







S







P















Filter 







Criteria







sFC







SIP







SIP







SIP







iFC












_1088255656.doc


Application Server











Service 







Logic







Service 







Platform Trigger Points







Service 







Platform Trigger Points







SIP Interface







HSS







S







-







CSCF







S







P







T











P















Filter 







Criteria







sFC







SIP







SIP







SIP







iFC












_1075026231.doc






Outgoing Call leg







6a







INVITE Match Filter Criteria X(AS1 and Y(AS2



S-CSCF



Filter Criteria X(AS1



Filter Criteria Y(AS2







Incoming Call leg







HSS







SIP Interface























Service Logic







(STP)











SIP Interface























Service Logic







(STP)











AS 1







AS 2







ISC











ISC







SIP message forwarded by S-CSCF







5a







Sh







Sh







Cx







4.a







S



P



I



















SIP message forwarded by S-CSCF







1







2







4.b







3







SIP message possibly



with modification by AS1







SIP message possibly



with modification by AS2












