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10.5.1.12.1
CN Common GSM-MAP NAS system information

The purpose of the CN Common GSM-MAP NAS system information element is to provide the MS with actual parameter settings of parameters relevant for both MM and GMM functionality.  The coding of the information element identifier and length information is defined in the 3GPP TS 25.331. Only the coding of the content is in the scope of the present document. 

The content of the CN common GSM-MAP NAS system information element is coded as shown in figure 10.5.1.xx.1/3GPP TS 24.008 and table 10.5.1.12.1/3GPP TS 24.008.

The length of this element content is two octets. If only one octet is provided by RRC, the MS shall set all bits of octet 2 equal to zero. The MS shall ignore any additional octets received.
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Figure 10.5.1.12.1/3GPP TS 24.008 Common system information element

Table 10.5.1.12.1/3GPP TS 24.008: Common system information element

	LAC, Location Area Code (2 octet field)
This field is the binary representation of the Location Area Code, see 3GPP TS 23.003. The LAC field consists of 16 bits. Bit 8 in octet 1 is the most significant bit and bit 1 in octet 2 is the least significant bit.


*** following extrac from 25.331 for information only ***

10.3.1.9
NAS system information (GSM-MAP)

This information element contains system information that belongs to the non-access stratum for a GSM-MAP type of PLMN. This information is transparent to RRC. It may contain either information specific to one CN domain (CS or PS) or information common for both CN domains.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	GSM-MAP NAS system information
	MP
	
	Octet string(1..8 )
	The first octet contains octet 1 [17] of the NAS system information element, the second octet contains octet 2 of the NAS system information element and so on.


11.3
Information element definitions
InformationElements DEFINITIONS AUTOMATIC TAGS ::=

-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,


maxDPDCH-UL,


maxDRACclasses,


maxFACHPCH,


maxFreq,


maxFreqBandsFDD,


maxFreqBandsTDD,


maxFreqBandsGSM,


maxInterSysMessages,


maxLoCHperRLC,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxNumTDDFreqs,


maxOtherRAT,


maxOtherRAT-16,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPredefConfig,


maxPUSCH,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxSRBsetup,


maxRL,


maxRL-1,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,


maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTrCHpreconf,


maxTS,


maxTS-1,


maxURA

FROM Constant-definitions;

Ansi-41-IDNNS ::=






BIT STRING (SIZE (14))

CN-DomainIdentity ::=



ENUMERATED {











cs-domain,











ps-domain }

CN-DomainInformation ::=


SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP

}

CN-DomainInformationFull ::=

SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP,


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList ::=

SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation

CN-DomainInformationListFull ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformationFull

CN-DomainSysInfo ::=



SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-Type







CHOICE {



gsm-MAP







NAS-SystemInformationGSM-MAP,



ansi-41







NAS-SystemInformationANSI-41


},


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainSysInfoList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainSysInfo

CN-InformationInfo ::=



SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationList


CN-DomainInformationList


OPTIONAL

}

CN-InformationInfoFull ::=


SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationListFull

CN-DomainInformationListFull

OPTIONAL

}

Digit ::=






INTEGER (0..9)

Gsm-map-IDNNS ::=






SEQUENCE {


routingbasis








CHOICE {



localPTMSI









SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofsamePLMN








SEQUENCE {




routingparameter







RoutingParameter



},



tMSIofdifferentPLMN






SEQUENCE {




routingparameter







RoutingParameter



},



iMSIresponsetopaging






SEQUENCE {




routingparameter







RoutingParameter



},



iMSIcauseUEinitiatedEvent





SEQUENCE {




routingparameter







RoutingParameter



},



iMEI










SEQUENCE {




routingparameter







RoutingParameter



},



spare2










SEQUENCE {




routingparameter







RoutingParameter



},



spare1










SEQUENCE {




routingparameter







RoutingParameter



}


},


enteredparameter








BOOLEAN

}

IMEI ::=






SEQUENCE (SIZE (15)) OF











IMEI-Digit

IMEI-Digit ::=





INTEGER (0..15)

IMSI-GSM-MAP ::=




SEQUENCE (SIZE (6..21)) OF











Digit

IntraDomainNasNodeSelector ::=




SEQUENCE {


version










CHOICE {



release99









SEQUENCE {




cn-Type










CHOICE {





gsm-Map-IDNNS








Gsm-map-IDNNS,





ansi-41-IDNNS








Ansi-41-IDNNS




}



},



later










SEQUENCE {




futurecoding








BIT STRING (SIZE (15))



}


}

}

LAI ::=







SEQUENCE {


plmn-Identity





PLMN-Identity,


lac








BIT STRING (SIZE (16))

}

MCC ::=







SEQUENCE (SIZE (3)) OF











Digit

MNC ::=







SEQUENCE (SIZE (2..3)) OF











Digit

NAS-Message ::=





OCTET STRING (SIZE (1..4095))

NAS-Synchronisation-Indicator
::=

BIT STRING(SIZE(4))

NAS-SystemInformationGSM-MAP ::=
OCTET STRING (SIZE (1..8))
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