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	Reason for change:
(

	With the LS on "Terminal determination of support of EGPRS in the network" (N1-021526)TSG CN1 was requested by TSG GERAN to clarify the definitions of MSCR (MSC Release) and SGSNR (SGSN Release) in the core network specifications. 

	
	

	Summary of change:
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	It is proposed to explicitly state that the MSCR and SGSNR are indicating the release supported by the core network.
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	Risk of ambiguities how the release supported by the core network can be determined by the MS.
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11.2.3.2.3.1.1
Send state variable V(SD)

The mobile station shall have one associated send state variable V(SD) ("Send Duplicated") for each upper layer message flow. The send state variable denotes the sequence number of the next in sequence numbered message in the flow to be transmitted. The value of the corresponding send state variable shall be incremented by one with each numbered message transmission.

For the MM+CC+SS upper layer message flow, when the RR connection starts with a core network of release 98 or earlier, arithmetic operations on V(SD) are performed modulo 2. When the RR connection starts with a core network of Release 99 or later, arithmetic operations on V(SD) are performed modulo 4. The mobile station shall keep using the same modulo (2 or 4) for the duration of the RR connection. 

For the GCC, BCC, and LCS upper layer message flows, arithmetic operations on V(SD) are performed modulo 2. 

NOTE: 
In GSM, the release supported by the core network is indicated in the MSCR bit and in the SGSNR bit in the system information broadcast (see 3GPP TS 44.018 [6b] and 3GPP TS 44.060 [10a]).
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