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It is proposed to include the following table of content in chapter 7:

7
Presence service protocol details

Editor's Note: It is intended that the material from this section will be moved into TS 24.229



7.1 
Functions of the Presence Service
7.1.1


Presence publication

Editor’s Note: this chapter describes:

- the usage of PUBLISH request in IMS

- when a PUA publishes

- when a PNA publishes (how and what is transformed via ISC and Sh)
- The details of the Presence Server’s composition policy
7.1.2
Presence event notification
Editor’s note: the chapter describes:

- the behaviour for fetching presence information

- the behaviour for subscribing for presence information

- providing full state or partial state notifications
7.1.3 
Authorization

Editor’s Note: this chapter describes 
- the details (syntax/semantics) of the authorization policy definitions 
- the usage of watcherinfo template package in IMS

- the details how the authorization policy is uploaded to Presence Server
- the details how groups can be referenced
- multiple value concept
7.1.4
Filtering
Editor’s Note: this chapter describes how the watchers can set filters in SUBSCRIBE requests.
7.1.5 


Presencelist functionality

Editor’s Note: this chapter describes how the watchers subscribe and get notified of the presencelist event package and how the PLS collects the information
7.1.6
Collection and provision of watcher information
Editor’s Note: this chapter describes how the watcher information is collected by the Presence Server and provided to the presentity
7.2 Presence attributes

Editor’s Note: this chapter describes 3GPP extensions to CPIM-PIDF defining the 3GPP subscriber presence attributes. It might also define a new document type needed for partial notification.
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