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1. Overall Description:

CN1 thanks CN3 for the liaison statement on RTCP overhead in SDP bandwidth parameter.

CN1 has been analyzing the concerns expressed by CN3 with respect the inclusion of the RTCP bandwidth in the SDP bandwidth parameter. CN1 agrees with CN3 in the assumption that the SDP bandwidth parameter includes all the bandwidth required for the media stream. As the media stream includes not only the RTP stream, but also a mandatory RTCP stream, as specified in RFC 1889, then the bandwidth parameter includes the RTCP overhead.

CN1 has assumed in the call flow examples in 3GPP TS 24.228, that the RTCP bandwidth is 5% of the bandwidth required by the RTP stream. This 5% overhead is a recommended value in RFC 1889. The flows in 24.228 already includes this 5% overhead in the bandwidth parameter in SDP. 

CN1 has found that RFC 2327 describes the bandwith parameter as the proposed bandwidth to be used by the session or media. CN1 has interpreted that the mentioned bandwidth includes the RTCP overhead. Otherwise, the bandwidth information is not deemed to be useful.

2. Actions:

To CN3, SA4 group.

ACTION: 
CN1 asks CN3 and SA4 to consider the above discussion and be informed about other relevant decisions related to this subject

3. Date of Next TSG-CN1 Meetings:

CN1_27
11th – 15th November 2002
Bangkok, Thailand

CN1_28
10th  – 14th February 2003
Dublin, Ireland
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