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5.4.1.2.2
Protected REGISTER

Upon receipt of a REGISTER request with the integrity-protection parameter set to 'yes', the S-CSCF shall:

In the case that there is no authentication currently ongoing for this user (i.e. no timer reg-await-auth is running):

1) 
identify the user by the public user identity as received in the To header and the private user identity as received in the From header of the REGISTER request;

2)
check if the user needs to be reauthenticated.

The S-CSCF may require authentication of the user for any REGISTER request, and shall always require authentication for registration requests received without integrity protection by the P-CSCF. The information that a REGISTER request was received integrity protected at the P-CSCF may be used as part of the decision to challenge the user. 

If the user needs to be reauthenticated, the S-CSCF shall proceed with the procedures as described for the initial REGISTER in subclause 5.4.1.2.1, beginning with step 4). If the user does not need to be reauthenticated, the S-CSCF shall proceed with the following steps in this paragraph; 

3)
check whether an Expires timer is included in the REGISTER request and its value. If the Expires header indicates a zero value, the S-CSCF shall perform the deregistration procedures as described in subclause 5.4.1.4. If the Expires header does not indicate zero, the S-CSCF shall proceed with the procedures as described for the second REGISTER in subclause 5.4.1.2, beginning with step 7); and

4)
remove the P-Access-Network-Info header and may act upon the contents accordingly.

In the case that a timer reg-await-auth is running for this user the S-CSCF shall:

1)
identify the user by the public user identity as received in the To header and the private user identity as received in the username field in the Authorization header of the REGISTER request;

2)
check if the Call-ID of the request matches with the Call-ID of the 401 (Unauthorized) response which carried the last challenge. The S-CSCF shall only proceed further if the Call-IDs match.

3)
stop timer reg-await-auth;

4) 
check whether an Authorization header is included, containing:

-
the private user identity of the user in the username field;

-
the algorithm which is AKAv1-MD5 in the algorithm field; and

-
the RES parameter needed for the authentication procedure in the response field.

The S-CSCF shall only proceed with the following steps in this paragraph if the RES parameter was included;

5) 
check whether the received RES parameter and the XRES parameter match. The XRES parameter was received from the HSS as part of the Authentication Vector. The S-CSCF shall only proceed with the following steps if RES and XRES are matching;

6)
after performing the Cx Server Assignment procedure with the HSS, as described in 3GPP TS 29.229 [15], store the following information in the local data:

-
the list of public user identities associated to the user, including the own public user identity under registration and the implicitly registered due to the received REGISTER request. Each public user identity is identified as either barred or non-barred; and,

-
the user profile(s) of the user including initial Filter Criteria;

NOTE 1:
There might be more than one set of initial Filter Criteria received because some implicitly registered public user identities that are part of the same user’s subscription may belong to different service profiles.

7)
bind to each non-barred registered public user identity all registered contact information and store the related method tag values from the Contact header for future use;

NOTE 2:
There might be more then one contact information available for one public user identity.

NOTE 3:
The barred public user identities are not bound to the contact information.

8) 
check whether a Path header was included in the REGISTER request and construct a list of preloaded Route headers from the list of entries in the Path header. The S-CSCF shall preserve the order of the preloaded Route headers and bind them to the contact information that was received in the REGISTER message;

NOTE 4:
If this registration is a reregistration, then a list of pre-loaded Route headers will already exist. The new list replaces the old list.

9) 
determine the duration of the registration by checking the value of the Expires header in the received REGISTER request. The S-CSCF may reduce the duration of the registration due to local policy or send back a 423 (Interval Too Brief) response specifying the minimum allowed time for registration;

10)
store the icid parameter received in the P-Charging-Vector header;

11)
remove the P-Access-Network-Info header and may act upon the contents accordingly;

12)
 create a 200 (OK) response for the REGISTER request, including:

-
an expiration time in the Expires header, using one value provided within the S-CSCF, and,

-
the list of received Path headers;

-
a P-Associated-URI header containing the list of public user identities that the user is authorized to use. Such a collection of public user identities may or may not be implicitly registered by the network.
-
The P-Associated-URI header will also include a default public user identity for this user. There shall be only one default public user identity allocated to each user. The S-CSCF shall convey the default public user identity to the P-CSCF during the first registration. The default public user identity will be valid until the expiration or deregistration of all public user identities. The default public user identity shall be translated by the S-CSCF as described in subclause 5.4.3.2. Using information supplied by the HSS, the P-Associated-URI header will indicate the default public user identity to be used by the P-CSCF in conjunction with the procedures for the P-Asserted-Identity header, as described in the subclause 5.2.6.3;
Editor's note: The mechanism for indicating this default public user identity is yet to be agreed.

-
a P-Service-Route header containing:

-
the SIP URL identifying the S-CSCF; and,

-
an indication that requests routed via the service route (i.e. from the P-CSCF to the S-CSCF) shall be treated as for the mobile-originating case. This indication may e.g. be in a URI parameter, a character string in the user part or be a port number;

-
if network topology hiding is required a SIP URL identifying an I-CSCF(THIG) as the topmost entry;

13)
send the so created 200 (OK) response to the UE;

14)
send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event; and,

NOTE 5:
If this registration is a reregistration, the Filter Criteria already exists in the local data.
15)
handle the user as registered for the duration indicated in the Expires header.

5.4.3.2
Requests initiated by the served user

When the S-CSCF receives from the served user an initial request for a dialog or a request for a standalone transaction, prior to forwarding the request, the S-CSCF shall:

-
determine whether the request contains a barred public user identity in the From or Remote-Party-ID header fields of the request or not. In case any of the said header fields contains a barred public user identity for the user, then the S-CSCF shall reject the request by generating a 403 (Forbidden) response. Otherwise, continue with the rest of the steps;
-
determine whether the P-CSCF has identified the initiator of the request with the default public user identity. If the received P-Asserted-Identity header identifies the initiator of the request with the default public user identity, the S-CSCF shall  replace it with one of the currently registered public user identities for this user ;
-
remove its own SIP URL from the topmost Route header;

-
if the outgoing Request-URI is a TEL URL, the S-CSCF shall translate the E.164 address (see RFC 2806 [22]) to a globally routeable SIP URL using an ENUM/DNS translation mechanism with the format specified in RFC 2916 [24]. Databases aspects of ENUM are outside the scope of the present document. If this translation fails, the request may be forwarded to a BGCF or any other appropriate entity (e.g a MRFC to play an announcement) in the originator's home network or an appropriate SIP response shall be sent to the originator;

-
check if an original dialog identifier that the S-CSCF previously placed in a Route header is present in the topmost Route header of the incoming request. If present, it indicates an association with an existing dialog, the request has been sent from an Application Server in response to a previously sent request;

-
check whether the initial request matches the initial filter criteria based on a public user identity in the P-Asserted-Identity header, the S-CSCF shall forward this request to that application server, then check for matching of the next following filter criteria of lower priority, and apply the filter criteria on the SIP method received from the previously contacted application server as described in 3GPP TS 23.218 [5] subclause 6.4. Depending on the result of the previous process, the S-CSCF may contact one or more application server(s) before processing the outgoing Request-URI. In case of contacting one or more application server(s) the S-CSCF shall:

-
insert the AS URL to be contacted into the Route header as the topmost entry followed by its own URL populated as specified in the subclause 5.4.3.4;

-
store the value of the icid parameter received in the P-Charging-Vector header and retain the icid parameter in the P-Charging-Vector header. Optionally, the S-CSCF may generate a new, globally unique icid and insert the new value in the icid parameter of the P-Charging-Vector header when forwarding the message. If the S-CSCF creates a new icid, then it is responsible for maintaining the two icid values in the subsequent messaging;

-
insert an orig-ioi parameter into the P-Charging-Vector header if the next hop is an AS, I-CSCF or outside of the current network. The orig-ioi parameter shall be set to a value that identifies the sending network. The term-ioi parameter shall not be included;

-
insert a P-Charging-Function-Addresses header (see subclause 7.2.5) populated with values received from the HSS if the message is forwarded within the S-CSCF home network, including towards AS;

-
in the case where the S-CSCF has knowledge of an associated tel-URI for a SIP URL contained in the received P-Asserted-Identity header, add a second P-Asserted-Identity header containing this tel-URI;

in the case where the network operator has policy to provide privacy on From headers, and such privacy is required for this dialog, change the From header to "Anonymous". Network policy may also require the removal of the display field;

-
determine the destination address (e.g. DNS access) using the URL placed in the topmost Route header if present, otherwise based on the Request-URI;

-
if network hiding is needed due to local policy, put the address of the I-CSCF(THIG) to the topmost route header;

-
in case of an initial request for a dialog the S-CSCF shall create a Record-Route header containing its own SIP URL and save the necessary Record-Route header fields and the Contact header from the request in order to release the dialog when needed;

-
remove the P-Access-Network-Info header and act upon the contents accordingly; and
-
route the request based on SIP routeing procedures.

When the S-CSCF receives any response to the above request, the S-CSCF may:

-
apply any privacy required by RFC 3323 [33] to the P-Asserted-Identity header.

NOTE 1:
This header would normally only be expected in 1xx or 2xx responses.

NOTE 2:
The optional procedure above is in addition to any procedure for the application of privacy at the edge of the trust domain specified by RFC 3323 [33].

When the S-CSCF receives a response to the initial request for a dialog, it shall save the necessary Record-Route header fields and the Contact header from the response in order to release the dialog if needed.

When the S-CSCF receives from the served user a refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

-
remove its own URL from the topmost Route header;

-
create a Record-Route header containing its own SIP URL and save the Contact header from the request in order to release the dialog when needed;

-
remove the P-Access-Network-Info header and act upon the contents accordingly; and

-
route the request based on the topmost Route header.

When the S-CSCF receives a response to the refresh request for a dialog, it shall save the necessary Record-Route header fields and the Contact header from the response in order to release the dialog if needed.

When the S-CSCF receives from the served user a subsequent request other than refresh request for a dialog, prior to forwarding the request the S-CSCF shall:

-
remove its own URL from the topmost Route header; 

-
remove the P-Access-Network-Info header and act upon the contents accordingly;

-
remove the P-access-network-info header and act upon the contents accordingly; and

-
route the request based on the topmost Route header.




�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

