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1. Overall Description:

TSG-CN WG1 and WG3 thank TSG-SA WG4 for clarifying the RTCP overhead vs. SDP bandwidth issue (S4-020567). CN1 and CN3 agree with SA4’s interpretation that the b=AS parameter does not include RTCP bandwidth. 

CN1 and CN3 welcome the adoption of the RFC titled “SDP bandwidth modifiers for RTCP” considered by SA4 for Rel-5. However, the adoption of this solution will have an impact on CN1’s and CN3’s specifications.  Particularly, 3GPP TS 24.229 covers the SIP and SDP related procedures, and 3GPP TS 24.228 covers mostly example information flows. As such, any new requirement on the usage of SIP or SDP has to be documented in those specifications. The impact on CN3’s specifications, e.g. 29.207 and 29.208, is under investigation.

If SA4 decides to adopt the considered solution and if the related draft RFC is approved in time for Rel-5, CN1 and CN3 will study the issue in detail and produce relevant Rel-5 CRs,. 

2. Actions:

To SA4 group.

ACTION: 
CN1 and CN3 ask SA4 to inform them about the possible adoption and details of the considered solution mentioned in S4-020567 by the next CN1 and CN3 meetings. 

3. Date of Next CN1 and CN3 Meetings:

CN1, CN3
10th - 14th February 2002
Dublin/Ireland.
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