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9.2.5
PDP contexts for media

9.2.5.1
General requirements

The UE shall establish different PDP contexts for media streams that belong to different SIP sessions.

During establishment of a session, the UE establishes data streams(s) for media related to the session. Such data stream(s) may result in activation of additional PDP context(s). Such additional PDP context(s) shall be established as secondary PDP contexts associated to the PDP context used for signalling.
9.2.5.1A
Activation or modification of PDP contexts for media
If the UE receives indication within the SDP according to draft-ietf-mmusic-reservation-flows-01 [54] that media stream(s) belong to group(s), the media stream(s) shall be set up on separate PDP contexts according to the indication of grouping. The UE may freely group media streams to PDP context(s) in case no indication of grouping is received from the P-CSCF.

The UE can receive a media authorization token in the P-Media-Authorization header from the P-CSCF according to RFC 3313 [31]. The UE shall, if a media authorization token is received in the P-Media-Authorization header when a SIP session is initiated, establish separate PDP context(s) for the media. If a media authorization token is received in subsequent messages for the same SIP session, the UE shall:

 -
use the existing PDP context(s) for media;
-
modify the existing PDP context(s) for media; or 
-
establish additional PDP context(s) for media.
The UE shall transparently pass the media authorization token received from the P-CSCF in the 183 (Session Progress) response to an INVITE request at originating setup or in the INVITE request at terminating setup to the GGSN. The UE shall signal it by inserting it within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message.

To identify to the GGSN which flow(s) (identified by m-lines within the SDP) that are transferred within a particular PDP context, the UE shall set the flow identifier(s) within the Traffic Flow Template IE in the ACTIVATE SECONDARY PDP CONTEXT REQUEST message or the MODIFY PDP CONTEXT REQUEST message. Detailed description of how the flow identifiers are constructed is provided in 3GPP TS 29.207 [12].

Detailed description of how the media authorization token and flow identifiers are carried in the Traffic Flow Template IE is provided in 3GPP TS 24.008 [8].

The UE shall not include the IM CN Subsystem Signalling Flag when a PDP context for media is established or modified.


9.2.5.2
Special requirements applying to forked responses

Since the UE does not know that forking has occurred until a second, provisional response arrives, the UE sets up the PDP context(s) as required by the initial response received. If a subsequent provisional response is received, different alternative actions may be performed depending on the requirements in the SDP answer:

1)
the bearer requirements of the subsequent SDP can be accommodated by the existing PDP context(s). The UE performs no activation or modification of PDP contexts.

2)
the subsequent SDP introduces different QoS requirements or additional IP flows. The UE modifies the existing PDP context(s), if necessary, according to subclause 9.2.5.1A.
3)
the subsequent SDP introduces one or more additional IP flows. The UE establishes additional PDP context(s) according to subclause 9.2.5.1A.

NOTE 1: When several forked responses are received, the resources requested by the UE is are the “logical OR” of the resources indicated in the multiple responses to avoid allocation of unnecessary resources. The UE does not request more resources than proposed in the original INVITE request.

NOTE 2: When service-based local policy is applied, the UE receives the same authorization token for all forked requests/responses related to the same SIP session.
When a final answer is received for one of the early dialogues, the UE proceeds to set up the SIP session. The UE shall release all the unneeded radio/bearer resources. Therefore, upon the reception of a first final 200 (OK) response for the INVITE request (in addition to the procedures defined in RFC 3261 [26] subclause 13.2.2.4), the UE shall: 

1)
in case PDP context(s) were established or modified as a consequence of the INVITE request and forked provisional responses that are not related to the accepted 200 (OK) response, delete the PDP context(s) or modify the delete the PDP context(s) back to their original state.

9.2.5.3
Unsucessful situations
One of the Go interface related error codes can be received by the UE in the ACTIVATE SECONDARY PDP CONTEXT REJECT message or the MODIFY PDP CONTEXT REJECT message. If the UE receives a Go interface related error code, the UE shall either terminate the session or retransmit the message up to three times. The Go interface related error codes are further specified in 3GPP TS 29.207 [12].
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