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5.4.1.4
User-initiated deregistration

When S-CSCF receives a REGISTER request with the Expires header field containing the value zero, the S-CSCF shall:

-
check whether the P-CSCF included the Integrity-protection parameter into the Authorization header field set to yes, indicating that the REGISTER request was received integrity protected. The S-CSCF shall only proceed with the following steps if the integrity protection parameter is set to yes;

-
deregister the public user identity found in the To header field together with the implicitly registered public user identities; 
-
send a third-party REGISTER request, as described in subclause 5.4.1.7, to each Application Server that matches the Filter Criteria from the HSS for the REGISTER event; and
- 
if this is a deregistration request for the last registered public user identity and there are still active multimedia sessions associated with this user,   release each multimedia session belonging to the served user by applying the steps listed in the subclause 5.4.5.1.2. 





Based on operators' policy the S-CSCF can request from HSS to either be kept or cleared as the S-CSCF allocated to this subscriber. In both cases the state of the subscriber identity is stored as unregistered in the HSS and the S-CSCF. Based on HSS decision, the S-CSCF may either keep all or only a part of the user profile or removes it. If all public user identities of the UE are deregistered, then the S-CSCF may consider the UE and P-CSCF subscriptions to the reg event package cancelled (i.e. as if the UE had sent a SUBSCRIBE request with an Expires header containing a value of zero).
If the Authorization header of the REGISTER request did not contain an Integrity-protection parameter, or the parameter was set to the value 'no', the S-CSCF shall respond to the request with a 403 (Forbidden) response. The response may contain a Warning header with a warn-code 399.
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