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****    1st Change    ****
5.1.3
Call initiation - mobile originating case

5.1.3.1
Initial INVITE

Upon generating an initial INVITE request, the UE shall:

-
indicate the support for reliable provisional responses and specify it using the Supported header mechanism;

-
indicate the requirement of precondition and specify it using the Require header mechanism.
NOTE:
Table A.4 specifies that UE support of forking is required in accordance with RFC 3261. While proxies in the IM CN subsystem do not fork requests, proxies external to the system may initiate forking, such that the UE is able to receive several forked provisional or final responses from different terminations. The UE may accept or reject any of the forked responses, for example, if the UE is capable of supporting a limited number of simultaneous transactions or early dialogs.

When a final answer is received for one of the early dialogues, the UE proceeds to set up the SIP session. The UE shall not progress any further early dialogues to established dialogs. Therefore, upon the reception of a subsequent final 200 (OK) response for an INVITE request (e.g., due to forking), the UE shall:

1)
acknowledge the response with an ACK request; and

2)
send a BYE request to this dialog in order to terminate it.

If the UA receives a 503 (Service Unavailable) response to an initial INVITE request containing a Retry-After header, then the UE shall not automatically reattempt the request until after the period indicated by the Retry-After header contents.

If the UE receives a 488 (Not Acceptable Here) response to an initial INVITE request, the UE should send a new INVITE request containing SDP according to the procedures defined in subclause 6.1.
If the UE is capable to use DTMF then the initial INVITE shall contain an  SDP offer suitable for DTMF with attribute set to inactive. 
NOTE:
An example of where a new request would not be built is where knowledge exists within the UE, or interaction occurs with the user, such that it is known that the resultant SDP would describe a session that did not meet the user requirements.
5.1.3.2
Re-INVITE

Before sending DTMF, the UE shall use a Re-INVITE request containing a SDP offer suitable to set the inactive DTMF to sendonly in the already existing media flow for mobile originating  DTMF signaling.

****    2nd Change    ****

6
Application usage of SDP

6.1
Procedures at the UE

Usage of SDP by the UE:

1.
In order to authorize the media streams, the P-CSCF and S-CSCF have to be able to inspect the SDP payloads. Hence, the UE shall not encrypt the SDP payloads.

2.
An INVITE request generated by a UE shall contain SDP payload. The SDP payload shall reflect the calling user's terminal capabilities and user preferences for the session. The UE shall order the SDP payload with the most preferred codec listed first. In addition, the calling user shall indicate the desired QoS for the session, using the segmented status type. In an initial INVITE request the UE shall indicate that it mandates local QoS and that this precondition is not yet satisfied, i.e. the UE shall include the following preconditions:


a=des: qos mandatory local sendrecv


a=curr: qos local none

3.
Providing that the INVITE request received by the UE contains an SDP offer including one or more "m=" media descriptions, the first 183 (Session Progress) provisional response that the UE sends, shall contain the answer for the SDP received in the INVITE. The said SDP answer shall reflect the called user's terminal capabilities and user preferences.

4.
When the UE sends a 183 (Session Progress) response with SDP payload including one or more "m=" media descriptions, it shall request confirmation for the result of the resource reservation at the originating end point.

5.
During session establishment procedure, SIP messages shall only contain SDP payload if that is intended to modify the session description.
6.
For "video" and "audio" media types that utilize the RTP/RTCP, the UE shall specify the proposed bandwidth for each media stream utilizing the "b=" media descriptor in the SDP. For other media streams the "b=" media descriptor may be included. The value or absence of the "b=" parameter will affect the assigned QoS which is defined in 3GPP TS 29.208 [13].

7.
The UE shall use a “m=” media descriptor separate from media descriptors for audio media flows for speech to set up  a DTMF media flow. For this DTMF media descriptor the UE shall use the “telephone event” MIME type with default events as described in RFC 2833 [23]. During the initial INVITE dialogue  the UE shall set the DTMF media descriptor to inactive. If the UE wants to start sending DTMF the UE shall se a re-INVITE with the DTMF media descriptor set to sendonly.
8.
The UE shall inspect the SDP contained in any SIP request or response, looking for possible indications of grouping of media streams according to draft-ietf-mmusic-reservation-flows-01 [54] and perform the action outlined in subclause 9.2.5.

9.
If a PDP context is rejected or modified, the UE shall, if the SDP is affected, update the remote SIP entity according to RFC 3261 [26] and RFC 3311 [29].
10.
If the UE builds SDP for an INVITE request generated after receiving a 488 (Not Acceptable Here) response, as described in subclause 5.1.3.1, the UE shall include SDP payload containing a subset of the allowed media types, codecs and other parameters from the SDP payload of all 488 (Not Acceptable Here) responses related to the same session establishment attempt (i.e. a set of INVITE requests used for the same session establishment). The UE shall order the codecs in the SDP payload according to the order of the codecs in the SDP payload of the 488 (Not Acceptable Here) response.

NOTE:
The UE may be attempting a session establishment through multiple networks with different policies and potentially may need to send multiple INVITE requests and receive multiple 488 (Not Acceptable Here) responses from different CSCF nodes. The UE therefore takes into account the SDP contents of all the 488 (Not Acceptable Here) responses received related to the same session establishment when building a new INVITE request.
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