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6.1
Audio

3G PS multimedia terminals offering audio communication shall support AMR narrowband speech codec [9], [10], [11] to [12]. This is the mandatory speech codec.

The AMR wideband speech codec shall be supported when the 3G PS multimedia terminal supports wideband speech working at 16 kHz sampling frequency [16].
The usage of telephone-event media format is recommented for DTMF.
9.1
MIME media types

The terminal shall declare the mandatory and any optional media streams using the codec specific MIME media types in the associated SDP syntax. The MIME media types for the mandatory and optional codecs shall be according to the corresponding types registered by IANA.

· AMR narrowband speech codec MIME media type as specified in annex B.

· AMR wideband speech codec MIME media type is specified in annex B.

· H.263 [6] video codec MIME media type is specified in annex C.

· MPEG-4 visual simple profile level 0 MIME media type as specified in RFC 3016 [5].

· ITU-T Recommendation T.140 [25] Text Conversation MIME media type as specified by RFC 2793 [24].

· Telephone-event MIME media type as specified by RFC 2833 [36]
9.2
RTP payload

RTP payload formats specified by IETF shall be used for real time media streams.

RTP payload format for the AMR narrowband speech codec is specified in annex B.

RTP payload format for the AMR wideband speech codec is specified in annex B.

RTP payload format for the ITU-T Recommendation H.263 [6] video codec is specified in IETF RFC 2429 [3].

RTP payload format for the MPEG-4 visual simple profile level 0 is specified in IETF RFC 3016 [5].

RTP payload format for the ITU-T Recommendation T.140 [25] text conversation coding is specified in IETF RFC 2793 [24].
RTP payload format for the telephone-event is specified in IETF RFC 2833 [36].
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