Error! No text of specified style in document.
1
Error! No text of specified style in document.

3GPP TSG-CN1 Meeting #30
Tdoc N1-030795

San Diego, California, USA,   19 – 23 May 2003
Source:
Nokia

Title:
CR: Reference update

Agenda item:
8.1 

Document for:
APPROVAL

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "3G Vocabulary".

[2]
3GPP TS 22.141: "Presence Service; Stage 1".

[3]
3GPP TS 23.218: "IP Multimedia (IM) Session Handling; IP Multimedia (IM) call model; Stage 2".
[4]
3GPP TS 24.228: "Signalling flows for the IP multimedia call control based on SIP and SDP; Stage 3".
[5]
3GPP TS 24.229: "IP Multimedia Call Control Protocol based on SIP and SDP; Stage 3".
[6]
3GPP TS 23.141: "Presence Service; Architecture and Functional Description".

The following normative references represent references that appear in material destined for 3GPP TS 23.218 [3], included normative references already included in clause 2 of 3GPP TS 23.218 [3]. Rather than modify these references, the digit 5 (representing references relating to clause 5 of this document) has been inserted.

[5.x]
…

The following normative references represent references that appear in material destined for 3GPP TS 24.228 [4], included normative references already included in clause 2 of 3GPP TS 24.228 [4]. Rather than modify these references, the digit 6 (representing references relating to clause 6 of this document) has been inserted.

[6.11]
3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx Interface; Signalling flows and message contents".

[6.13]
RFC 3323 (May 2002): "A Privacy Mechanism for the Session Initiation Protocol (SIP)".

[6.17]
RFC 3325 (May 2002): "Extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks".

[6.30]
draft-ietf-impp-cpim-pidf-07 (December 2002): "Common Presence and Instant Messaging (CPIM) Presence Information Data Format".

[6.31]
draft-ietf-simple-event-list-02 (May 2003): "A Session Initiation Protocol (SIP) Event Notification Extension for Collections".

[6.32]
draft-olson-simple-publish-02 (February 2003): "SIMPLE Presence Publication Mechanism".

The following normative references represent references that appear in material destined for 3GPP TS 24.229 [5], included normative references already included in clause 2 of 3GPP TS 24.229 [5]. Rather than modify these references, the digit 7 (representing references relating to clause 7 of this document) has been inserted.

[7.26]
RFC 3261 (March 2002): "SIP: Session Initiation Protocol".

[7.28]
RFC 3265 (March 2002): "Session Initiation Protocol Specific Event Notification".

[7.33]
RFC 3323 (November 2002): "A Privacy Mechanism for the Session Initiation Protocol (SIP)".

[7.34]
RFC 3325 (November 2002): "Private Extensions to the Session Initiation Protocol (SIP) for Network Asserted Identity within Trusted Networks".

[7.70]
draft-olson-simple-publish-02 (February 2003): "SIMPLE Presence Publication Mechanism".

[7.71]
RFC 2778: "A Model for Presence and Instant Messaging".

[7.72]
draft-ietf-impp-cpim-pidf-07 (December 2002): "Common Presence and Instant Messaging (CPIM) Presence Information Data Format".

[7.73]
3GPP TS 22.141: "Presence Service; Stage 1".

[7.74]
draft-ietf-simple-event-list-02 (May 2003): "A Session Initiation Protocol (SIP) Event Notification Extension for Collections".

[7.75]
draft-ietf-simple-presence-10 (January 2003): "A Presence Event Package for the Session Initiation Protocol (SIP)".
[7.76]
draft-ietf-simple-winfo-package-05 (January 2003): "A Session Initiation Protocol (SIP) Event Template-Package for Watcher Information".

[7.77]
draft-ietf-simple-winfo format-04 (January 2003): "An Extensible Markup Language (XML) Based Format for Watcher Information".
[7.78]
draft-khartabil-simple-presence-filter-00 (January 2002): "Event Notification Filtering for Presence".

[7.79]
draft-khartabil-simple-winfo-filter-00 (February 2002): "Event Notification Filtering for Watcher Info".

[7.80]
draft-lonnfors-simple-partial-notify-00 (February 2003): "Partial Notification of Presence Information".

---------------next change---------------

7
Presence service protocol details

Editor's Note: It is intended that the material from this clause will be moved into TS 24.229

7.1
Introduction and general principles

Editor's note: Material in this subclause will not be included in any of the 3GPP CN1 technical specifications. It describes a summary of the additions to the protocol, any necessary philosophy behind the division of the material in the following clauses, and will therefore provide material for the cover sheet of the CRs when they are generated to TS 24.229.

7.2
Application usage of SIP

Editor's note: It is intended that material from this clause will be added to clause 5 of TS 24.229. It will describe extensions to the SIP protocol itself (which are expected to be IETF based).

7.2.1
Procedures at the UE

Editor’s Note: this clause describes: the details (syntax/semantics) of the authorisation policy definitions; the details how the authorisation policy is uploaded to Presence Server; the details how groups can be referenced; multiple value concept.

7.2.1.1 
Subscription for presence information state changes

Editor’s note: the clause describes: the behaviour for fetching presence information; the behaviour for subscribing for presence information; receiving full state or partial state notifications.
When the watcher application residing in a UE intends to subscribe for presence information state changes of a presentity, it shall generate a SUBSCRIBE request in accordance with RFC 3265 [7.28] and draft-ietf-simple-presence-10 [7.75].
The watcher application may include filters in the body of the SUBSCRIBE request in accordance with draft-khartabil-simple-presence-filter-00 [7.78].

Editor’s Note: The reference above is one solution to the requirements that are expressed in draft-moran-simple-pres-filter-reqs-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document. 
The watcher application may indicate its support for partial notification using the Accept and Supported/Require header fields in accordance with draft-lonnfors-simple-partial-notify-00 [7.80].

Editor’s Note: The reference above is one solution to the requirements that are expressed in draft-ietf-simple-presinfo-deliv-reqs-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.

7.2.1.2
Subscription for presence information state changes of presentity collections

When the watcher application residing in a UE intends to subscribe for presence information state changes of a presentity collection, it shall generate a SUBSCRIBE request in accordance with draft-ietf-simple-event-list-01 [7.74], additionally to the procedures described in subclause 7.2.1.1.

7.2.1.3
Subscription for the watcher information event template package

Upon activation of the presence service, the PUA application residing in a UE shall subscribe for the watcher information state changes in accordance with draft-ietf-simple-winfo-package-05 [7.76] and draft-ietf-simple-winfo-format-04 [7.77].
The PUA application may include filters in the body of the SUBSCRIBE request in accordance with draft-khartabil-simple-winfo-filter-00 [7.79].

Editor’s Note: The reference above is one solution to the requirements that are expressed in draft-ietf-simple-winfo-filter-reqs-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.

7.2.1.4 
Presence publication

When the PUA residing in a UE intends to publish its own view of the presentity’s presence information it shall generate a PUBLISH request in accordance with draft-olson-simple-publish-02 [7.70].

The UE shall update the presence information 600 seconds before the publication expiration time, unless the UE has determined that an update to the presence information is not required. If the publication period indicated from the Presence Server in the response of PUBLISH request is less than 600 seconds, the UE shall update the presence information when half of the publication period has expired.

7.2.2
Procedures at the application server

Editor's Note: this clause describes: the details (syntax/semantics) of the authorisation policy definitions; the usage of watcherinfo template package in IMS; the details how the authorisation policy is uploaded to Presence Server; the details how groups can be referenced; multiple value concept.

7.2.2.1
Application Server (AS) acting as terminating UA, or redirect server

7.2.2.1.1
AS processing subscriptions for the presence information event package

Editor's note: the clause describes the behaviour for fetching presence information; the behaviour for subscribing for presence information; providing full state or partial state notifications.

When the AS acts as a PS and receives a SUBSCRIBE request for the presence information event package, the AS shall first attempt to verify the identity of the source of the SUBSCRIBE request as described in subclause 7.2.2.1.2, then perform authorization according to subclause 7.2.2.1.3. In case of successful subscription, the AS shall generate a response to the SUBSCRIBE request and notifications in accordance with RFC 3265 [7.28] and draft-ietf-simple-presence-10 [7.75].

If the watcher application residing in a UE has indicated the need for partial notification using the Accept and Require header fields, then the AS shall generate partial notifications in accordance with draft-lonnfors-simple-partial-notify-00 [7.80].
Editor’s Note: The reference above is one solution to the requirements that are expressed in draft-lonnfors-simple-presinfo-deliv-reqs-00. When the SIMPLE WG agrees the way forward for solutions to the requirements in this draft, the above reference will require amendment to reflect the agreed solution document.
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