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5.7.3
Application Server (AS) acting as originating UA
5.7.3.1
General
When acting as an originating UA the AS shall behave as defined for a UE in subclause 5.1.3, with the exceptions noted in this subclause.

The AS, although acting as a UA, does not initiate any registration of its associated addresses. These are assumed to be known by peer-to-peer arrangements within the IM CN subsystem.

When an AS acting as an originating UA generates an initial request for a dialog or a request for a standalone transaction, the AS shall create a new, globally unique value for the icid parameter and insert it into the P-Charging-Vector header. The AS may retrieve CCF and/or ECF adresses from HSS on Sh interface.
The AS shall extract charging function addresses from any P-Charging-Function-Addresses header that is received in any 1xx or 2xx responses to the requests.

Furthermore the AS shall insert a Route header pointing to the S-CSCF of the UE on whose behalf the request is generated.

NOTE:
The address of the S-CSCF may be obtained either from a previous request terminated by the AS, by querying the HSS on the Sh interface or from static configuration.
5.7.3.2 
Subscription to the user's registration-state event package

Upon receipt of a third-party REGISTER request, the AS may subscribe to the reg event package for the public user identity registered at the users registrar (S-CSCF) as described in draft-ietf-sipping-reg-event-00 [43].

On sending a SUBSCRIBE request, the AS shall populate the header fields as follows:

a)
a Request URI set to the resource to which the AS wants to be subscribed to, i.e. to a SIP URI that contains the public user identity of the user that was received in the To header field of the third-party REGISTER request;

b)
a From header field set to the AS’s SIP URI;
c)
a To header field, set to a SIP URI that contains the [CR344R1]public user identity[CR344R1] of the user that was received in the To header field of the third-party REGISTER request;

d)
an Event header set to the "reg" event package;

e)
an Expires header set to a value higher then the Expires header indicated in the third-party REGISTER request;
Upon receipt of a 2xx response to the SUBSCRIBE request, the AS shall store the information for the so established dialog and the expiration time as indicated in the Expires header of the received response.
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