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Table A.119: Supported headers within the REGISTER request

	Item
	Header
	Sending
	Receiving

	
	
	Ref.
	RFC status
	Profile status
	Ref.
	RFC status
	Profile status

	1
	Accept
	[26] 20.1
	o
	o
	[26] 20.1
	m
	m

	2
	Accept-Encoding
	[26] 20.2
	o
	o
	[26] 20.2
	m
	m

	3
	Accept-Language
	[26] 20.3
	o
	o
	[26] 20.3
	m
	m

	3A
	Allow
	[26] 20.5
	o
	o
	[26] 20.5
	m
	m

	4
	Allow-Events
	[28] 8.2.2
	c1
	c1
	[28] 8.2.2
	c1
	c1

	5
	Authorization
	[26] 20.7
	c2
	n/a
	[26] 20.7
	m
	c10

	6
	Call-ID
	[26] 20.8
	m
	m
	[26] 20.8
	m
	m

	7
	Call-Info
	[26] 20.9
	o
	o
	[26] 20.9
	o
	o

	8
	Contact
	[26] 20.10
	o
	o
	[26] 20.10
	m
	m

	9
	Content-Disposition
	[26] 20.11
	o
	o
	[26] 20.11
	m
	m

	10
	Content-Encoding
	[26] 20.12
	o
	o
	[26] 20.12
	m
	m

	11
	Content-Language
	[26] 20.13
	o
	o
	[26] 20.13
	m
	m

	12
	Content-Length
	[26] 20.14
	m
	m
	[26] 20.14
	m
	m

	13
	Content-Type
	[26] 20.15
	m
	m
	[26] 20.15
	m
	m

	14
	Cseq
	[26] 20.16
	m
	m
	[26] 20.16
	m
	m

	15
	Date
	[26] 20.17
	c3
	c3
	[26] 20.17
	m
	m

	16
	Expires
	[26] 20.19
	o
	o
	[26] 20.19
	m
	m

	17
	From
	[26] 20.20
	m
	m
	[26] 20.20
	m
	m

	18
	Max-Forwards
	[26] 20.22
	o
	o
	[26] 20.22
	n/a
	n/a

	19
	MIME-Version
	[26] 20.24
	o
	o
	[26] 20.24
	m
	m

	20
	Organization
	[26] 20.25
	o
	o
	[26] 20.25
	o
	o

	20A
	Path
	[35] 4
	c4
	c5
	[35] 4
	m
	c6

	20B
	Privacy
	[33] 4.2
	c9
	n/a
	[33] 4.2
	c9
	n/a

	21
	Proxy-Authorization
	[26] 20.28
	c8
	c8
	[26] 20.28
	n/a
	n/a

	22
	Proxy-Require
	[26] 20.29
	o
	o (note)
	[26] 20.29
	n/a
	n/a

	23
	Require
	[26] 20.32
	o
	o
	[26] 20.32
	m
	m

	24
	Route
	[26] 20.34
	o
	n/a
	[26] 20.34
	n/a
	n/a

	25
	Supported
	[26] 20.37
	o
	o
	[26] 20.37
	m
	m

	26
	Timestamp
	[26] 20.38
	m
	m
	[26] 20.38
	c7
	c7

	27
	To
	[26] 20.39
	m
	m
	[26] 20.39
	m
	m

	28
	User-Agent
	[26] 20.41
	o
	o
	[26] 20.41
	o
	o

	29
	Via
	[26] 20.42
	m
	m
	[26] 20.42
	m
	m

	c1:
IF A.4/20 THEN m ELSE n/a - - SIP specific event notification extension.

c2:
IF A.4/8 THEN m ELSE n/a - - authentication between UA and registrar.

c3:
IF A.4/11 THEN o ELSE n/a - - insertion of date in requests and responses.

c4:
IF A.4/24 THEN o ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c5:
IF A.4/24 THEN x ELSE n/a - - session initiation protocol extension header field for registering non-adjacent contacts.

c6:
IF (A.3/4) OR A.3/1 THEN m ELSE n/a. - - S-CSCF or UE.

c7:
IF A.4/6 THEN m ELSE n/a - - timestamping of requests.

c8:
IF A.4/8A THEN m ELSE n/a - - authentication between UA and proxy.

c9:
IF A.4/26 THEN o ELSE n/a - - a privacy mechanism for the Session Initiation Protocol (SIP).
c10:
IF A.3/1 THEN m ELSE A4/8 - - UE

	NOTE:
No distinction has been made in these tables between first use of a request on a From/To/Call-ID combination, and the usage in a subsequent one. Therefore the use of "o" etc. above has been included from a viewpoint of first usage.
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