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This CR describes the detailed procedures for SIP at the UE, the MRFC and the Conferencing AS for a user calling into a conference.

~~ First Change – UE procedures~~
7.3.1.4

Joining a conference
7.3.1.4.1 
User joining a conference by using a conference URI
Upon a request to join a conference for which the conference URI is known to the UE, the UE shall 

1) 
generate an initial INVITE request in accordance with section 5.1.3.1 of 24.229 [5]; and,

2) 
set the request URI of the INVITE request to the conference URI.

NOTE: 
The mechanisms by which the UE / user gets aware of the conference URI are outside the scope of this specification.
On receiving a 200 (OK) response to the INVITE request with the "isfocus" option tag indicated in Contact header, the UE shall store the contents of the received Contact header as the conference URI. In addition to that the UE may subscribe to the conference state event package as described in draft-ietf-sipping-conference-package-00 [7.82] by using the stored conference URI.

NOTE: 
A UE can decide not to subscribe to the registration state event package for conferences with a large number of attendees, due to the signalling traffic caused by the notifications about e.g. users joining or leaving the conference. 

~~ Second Change – MRFC/AS procedures ~~
7.3.3.3

User joining a conference 
7.3.3.3.1
User joining a conference by using a conference URI
Upon receipt of an INVITE request that includes a conference URI in the request URI, the conferencing AS shall: 


1)
check if the conference URI is allocated. If the conference URI is not allocated, the conferencing AS shall perform the actions as described in subclause 7.3.3.3.2; and 
2)
check if the user is authorized to join the conference that is indicated by the conference URI;

Editor's Note: Further text is needed for authentication of users who join conferences. It might be that conference URIs are not directly related to authorized users, so that the conferencing AS needs to authorize the user during the conference joining procedure. This should be done in a similar way as described for presence watcher authentication.

Editor's Note: Authentication of users will be described in a separate subclause. Therefore it is not mentioned here, which information of the initial INVITE request is used for authentication. In case a P-Asserted-Identity header is included, the conferencing AS will use the content of this header for authentication purposes.
3)
generate a provisional response to the INVITE request, indicating 
the conference URI in the Contact header; and


4)
request resources for the conference from the MRFP; 
Upon receipt of an indication from the MRFP that conference resources have been through-connected, the conferencing AS shall 

1)
generate a 200 (OK) response to the INVITE request, indicating

a)
the conference URI in the Contact header; and

b) 
the "isfocus" option tag as a parameter to the conference URI in the Contact header; and

2)
forward the request in accordance with the routing procedures of RFC 3261 [7.26].

7.3.3.3.2 

Abnormal cases 

Upon receipt of an INVITE request that includes in the request URI a conference URI, that is not allocated at the conferencing AS, the conferencing AS shall return a 604 (Does Not Exist Anywhere) response.
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