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Start of first Change

4.1
Conformance of IM CN subsystem entities to SIP, SDP and other protocols

SIP defines a number of roles which entities can implement in order to support capabilities. These roles are defined in annex A.

Each IM CN subsytem functional entity using an interface at the Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point, the Mr reference point and the Mw reference point, and also using the IP multimedia Subsystem Service Control (ISC) Interface, shall implement SIP, as defined by the referenced specifications in Annex A, and in accordance with the constraints and provisions specified in annex A, according to the following roles.

The Gm reference point, the Mg reference point, the Mi reference point, the Mj reference point, the Mk reference point, the Mm reference point and the Mw reference point are defined in 3GPP TS 23.002 [2].

The Mr reference point is defined in 3GPP TS 23.228 [7].

The ISC interface is defined in 3GPP TS 23.228 [7] subclause 4.2.4.

-
The User Equipment (UE) shall provide the User Agent (UA) role, with the exceptions and additional capabilities to SIP as described in subclause 5.1, with the exceptions and additional capabilities to SDP as described in subclause 6.1, and with the exceptions and additional capabilities to SigComp as described in subclause 8.1. The UE shall also provide the access dependent procedures described in subclause 9.2.

-
The P-CSCF shall provide the proxy role, with the exceptions and additional capabilities to SIP as described in subclause 5.2, with the exceptions and additional capabilities to SDP as described in subclause 6.2, and with the exceptions and additional capabilities to SigComp as described in subclause 8.2. Under certain circumstances as described in subclause 5.2, the P-CSCF shall provide the UA role with the additional capabilities, as follows:

a)
when acting as a subscriber to or the recipient of event information; and

b)
when performing P-CSCF initiated dialog-release the P-CSCF shall provide the UA role, even when acting as a proxy for the remainder of the dialog.

-
The I-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.3.

-
The S-CSCF shall provide the proxy role, with the exceptions and additional capabilities as described in subclause 5.4, and with the exceptions and additional capabilities to SDP as described in subclause 6.3. Under certain circumstances as described in subclause 5.4, the S-CSCF shall provide the UA role with the additional capabilities, as follows:

a)
the S-CSCF shall also act as a registrar. When acting as a registrar, or for the purposes of executing a third-party registration, the S-CSCF shall provide the UA role;

b)
as the notifier of event information the S-CSCF shall provide the UA role;

c)
when providing a messaging mechanism by sending the MESSAGE method, the S-CSCF shall provide the UA role; and

d)
when performing S-CSCF initiated dialog release the S-CSCF shall provide the UA role, even when acting as a proxy for the remainder of the dialog.

-
The MGCF shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.5, and with the exceptions and additional capabilities to SDP as described in subclause 6.4.

-
The BGCF shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.6.

-
The AS, acting as terminating UA, or redirect server (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.1), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.2, and with the exceptions and additional capabilities to SDP as described in subclause 6.6..

-
The AS, acting as originating UA (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.2), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.3, and with the exceptions and additional capabilities to SDP as described in subclause 6.6.

-
The AS, acting as a SIP proxy (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.3), shall provided the proxy role, with the exceptions and additional capabilities as described in subclause 5.7.4.

-
The AS, performing 3rd party call control (as defined in 3GPP TS 23.218 [5] subclause 9.1.1.4), shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.5, and with the exceptions and additional capabilities to SDP as described in subclause 6.6..

-
The AS, receiving third-party registration requests, shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.7.

-
The MRFC shall provide the UA role, with the exceptions and additional capabilities as described in subclause 5.8, and with the exceptions and additional capabilities to SDP as described in subclause 6.5.

NOTE 1:
Annex A can change the status of requirements in referenced specifications. Particular attention is drawn to table A.4 and table A.162 for capabilities within referenced SIP specifications, and to table A.317 and table A.328 for capabilities within referenced SDP specifications. The remaining tables build on these initial tables.

NOTE 2:
The allocated roles defined in this clause are the starting point of the requirements from the IETF SIP specifications, and are then the basis for the description of further requirements. Some of these extra requirements formally change the proxy role into a B2BUA. Thus, for example, a P-CSCF is a B2BUA in that it inspects and may modify SDP message bodies, and terminates Record-Route headers on behalf of the UA, but in all other respects other than those more completely described in subclause 5.2 it implements proxy requirements. Despite being a B2BUA a P-CSCF does not implement UA requirements from the IETF RFCs, except as indicated in this specification, e.g., relating to registration event subscription.
End of first Change 

Start of second Change
6.5
Procedures at the MRFC 
Void.
6.6
Procedures at the AS
AS acting as originating UA, terminating UA or third party call control role may provide the following procedures in terms of the usage of SDP:
1.
An INVITE request generated by an AS may contain SDP payload. The SDP payload shall reflect the originating AS’s capabilities and preferences for the session. The AS may order the SDP payload with the most preferred codec listed first. In addition, the AS may indicate the desired QoS for the session, using the segmented status type. In an initial INVITE request the AS may indicate that it mandates local QoS and that this precondition is not yet satisfied, i.e. the AS may include the following preconditions:


a=des: qos mandatory local sendrecv


a=curr: qos local none
     When AS sends INVITE request to MRFC, AS should not indicate the mandatory local QoS for the precondition as described above.
2.
Providing that the INVITE request received by the AS contains an SDP offer including one or more "m=" media descriptions, the first 183 (Session Progress) provisional response that the AS sends, may contain the answer for the SDP received in the INVITE. The said SDP answer may reflect the terminating AS’s capabilities and preferences.

3.
When the AS sends a 183 (Session Progress) response with SDP payload including one or more "m=" media descriptions, it may request confirmation for the result of the resource reservation at the originating end point.

4.
During session establishment procedure, SIP messages may only contain SDP payload if that is intended to modify the session description.
5.
For "video" and "audio" media types that utilize the RTP/RTCP, the AS may specify the proposed bandwidth for each media stream utilizing the "b=" media descriptor in the SDP. For other media streams the "b=" media descriptor may be included. The value or absence of the "b=" parameter will affect the assigned QoS which is defined in 3GPP TS 29.208 [13].

6.
The AS may include the DTMF media format at the end of the "m=" media descriptor in the SDP for audio media flows that support both audio codec and DTMF payloads in RTP packets as described in RFC 2833 [23].
7.
The AS may inspect the SDP contained in any SIP request or response, looking for possible indications of grouping of media streams according to draft-ietf-mmusic-reservation-flows-01 [54] and perform the action outlined in subclause 9.2.5.
8.
If the AS builds SDP for an INVITE request generated after receiving a 488 (Not Acceptable Here) response, as described in subclause 5.1.3.1, the AS may include SDP payload containing a subset of the allowed media types, codecs and other parameters from the SDP payload of all 488 (Not Acceptable Here) responses related to the same session establishment attempt (i.e. a set of INVITE requests used for the same session establishment). The AS may order the codecs in the SDP payload according to the order of the codecs in the SDP payload of the 488 (Not Acceptable Here) response.
End Of Second Change
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