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5.4.1.2.3
Abnormal cases

The S-CSCF need not challenge an unprotected REGISTER request for a private user identity that already has a registration in process, but instead return a 500 (Server Internal Error) response. The response shall contain a Retry-After header with a value indicating a time the UE shall wait before resending the request.

In the case that the authentication response (RES) from the UE does not match with XRES and the request was correctly integrity protected (it is indicated by the P-CSCF), and the authentication response was triggered by an initial registration or a UE initiated reauthentication, the S-CSCF shall either:

-
start a network initiated re-authentication procedure as defined in subclause 5.4.1.6; or

-
send a further challenge 401 (Unauthorized) to the UE.

In the case that the authentication response (RES) from the UE does not match with XRES and the request was correctly integrity protected (it is indicated by the P-CSCF), and the authentication response was triggered by a network initiated reauthentication the S-CSCF shall either:

-
attempt a further authentication challenge; or

-
deregister the user and terminate any ongoing sessions for all public user identities associated with the private user identity being authenticated, and release resources allocated to those sessions.

In the case that the REGISTER request which was supposed to carry the response to the challenge contains no RES and no AUTS parameters indicating that the MAC parameter was invalid in the challenge, the S-CSCF shall either: 
-
respond with a 401 (Unauthorised) containing a new challenge  to initiate a further authentication attempt, or 
-
respond with a 403 (Forbidden) if the authentication attempt is to be abandoned.

In the case that the REGISTER request from the UE containing an authentication response indicates that the authentication challenge was invalid (contains the AUTS parameter indicating this), the S-CSCF will fetch new authentication vectors from the HSS, including AUTS and RAND in the request to indicate a resynchronisation. On receipt of these vectors from the HSS, the S-CSCF shall:

-
send a 401 Unauthorized to initiate a further authentication attempt, using these new vectors.

In the case that the expiration timer from the UE is too short to be accepted by the S-CSCF, the S-CSCF shall:

-
reject the REGISTER request with a 423 (Interval Too Brief) response, containing a Min-Expires header with the minimum registration time the S-CSCF will accept.

On receiving a failure response to one of the third-party REGISTER requests, the S-CSCF may initiate network-initiated deregistration procedure based on the information in the Filter Criteria. If the Filter Criteria does not contain instruction to the S-CSCF regarding the failure of the contact to the Application Server, the S-CSCF shall not initiate network-initiated deregistration procedure.

In the case that the REGISTER request from the UE contains more than one SIP URIs as Contact header entries, the S-CSCF shall only store the entry with the highest "q" value and include it in the 200 (OK) response.

5.1.1.5.3
Abnormal cases

If, in a 401 (Unauthorized) response, either the MAC or SQN is incorrect the UE shall respond with a further REGISTER indicating to the S-CSCF that the challenge has been deemed invalid as follows:

-
in the case where the UE deems the MAC parameter to be invalid the subsequent REGISTER request shall contain no RES and no AUTS parameter;

-
in the case where the UE deems the SQN to be out of range, the subsequent REGISTER request shall contain the AUTS parameter (see 3GPP TS 33.102 [18]).

A UE shall only respond to two consecutive invalid challenges. The UE may attempt to register with the network again after an implementation specific time. The REGISTER request shall be protected with the existing keys (CK and IK) if available, see 3GPP TS 33.203 [19].
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